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47 CFR Ch. I (10–1–13 Edition) § 74.501 

1 NOTE: In addition to this band, stations in 
Puerto Rico may continue to be authorized 
on 942.5, 943.0, 943.5, 944.0 MHz in the band 
942–944 MHz on a primary basis to stations 

transmissions pertaining to a single 
event. 

(b) In cases where a period of oper-
ation is of more than one hour dura-
tion identification of remote pickup 
broadcast stations participating in the 
operation shall be made at approxi-
mately one-hour intervals. Identifica-
tion transmissions during operation 
need not be made when to make such 
transmissions would interrupt a single 
consecutive speech, play, religious 
service, symphony, concert, or any 
type of production. In such cases, the 
identification transmissions shall be 
made at the first interruption in the 
program continuity and at the conclu-
sion thereof. Hourly identification may 
be accomplished either by transmission 
of the station or system call sign and 
unit designator assigned to the indi-
vidual station or identification of an 
associated broadcasting station or net-
work with which the remote pickup 
broadcast station is being used. 

(c) In cases where an automatic relay 
station is a part of the circuit, the call 
sign of the relay transmitter may be 
transmitted automatically by the relay 
transmitter or by the remote pickup 
broadcast base or mobile station that 
actuates the automatic relay station. 

(d) Automatically activated equip-
ment may be used to transmit station 
identification in International Morse 
Code, provided that the modulation 
tone is 1200 Hz±800 Hz, the level of mod-
ulation of the identification signal is 
maintained at 40%±10%, and that the 
code transmission rate is maintained 
between 20 and 25 words per minute. 

(e) For stations using F1E or G1E 
emissions, identification shall be 
transmitted in the unscrambled analog 
(F3E) mode or in International Morse 
Code pursuant to the provisions of 
paragraph (d) of this section at inter-
vals not to exceed 15 minutes. For pur-
poses of rule enforcement, all licensees 
using F1E or G1E emissions shall pro-
vide, upon request by the Commission, 
a full and complete description of the 
encoding methodology they currently 
use. 

NOTE: Stations are encouraged to identify 
using their associated part 73 station call 
sign. 

[41 FR 29686, July 19, 1976, as amended at 47 
FR 9220, Mar. 4, 1982; 52 FR 47569, Dec. 15, 
1987; 56 FR 28499, June 21, 1991; 68 FR 12766, 
Mar. 17, 2003] 

Subpart E—Aural Broadcast 
Auxiliary Stations 

§ 74.501 Classes of aural broadcast 
auxiliary stations. 

(a) Aural broadcast STL station. A 
fixed station for the transmission of 
aural program material between the 
studio and the transmitter of a broad-
casting station other than an inter-
national broadcasting station. 

(b) Aural broadcast intercity relay 
(ICR) station. A fixed station for the 
transmission of aural program mate-
rial between radio broadcast stations, 
other than international broadcast sta-
tions, between FM radio broadcast sta-
tions and their co-owned FM booster 
stations, between noncommercial edu-
cational FM radio stations and their 
co-owned noncommercial educational 
FM translator stations assigned to re-
served channels (Channels 201 to 220), 
between FM radio stations and FM 
translator stations operating within 
the coverage contour of their primary 
stations, or for such other purposes as 
authorized in § 74.531. 

(c) Aural broadcast microwave booster 
station. A fixed station in the broadcast 
auxiliary service that receives and am-
plifies signals of an aural broadcast 
STL or intercity relay station and re-
transmits them on the same frequency. 

[28 FR 13716, Dec. 14, 1963, as amended at 49 
FR 7129, Feb. 27, 1984; 53 FR 4169, Feb. 12, 
1988; 55 FR 50692, Dec. 10, 1990; 57 FR 41111, 
Sept. 9, 1992] 

§ 74.502 Frequency assignment. 

(a) Except as provided in NG30, 
broadcast auxiliary stations licensed as 
of November 21, 1984, to operate in the 
band 942–944 MHz 1 may continue to op-
erate on a co-equal, primary basis to 

VerDate Mar<15>2010 07:51 Dec 24, 2013 Jkt 229209 PO 00000 Frm 00460 Fmt 8010 Sfmt 8010 Y:\SGML\229209.XXX 229209pm
an

gr
um

 o
n 

D
S

K
3V

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-01-11T02:46:17-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




