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(3) CMRS stations granted exclusive 
channels may transmit their call signs 
digitally. A licensee that identifies its 
call sign in this manner must provide 
the Commission, upon request, infor-
mation sufficient to decode the digital 
transmission and ascertain the call 
sign transmitted. 

(f) Special provisions for stations li-
censed under this part that are not 
classified as CMRS providers under 
part 20 of this chapter. 

(1) Stations subject to a station iden-
tification requirement will be per-
mitted to use a single call sign for 
commonly owned facilities that are op-
erated as part of a single system. 

(2) Stations licensed on an exclusive 
basis in the bands between 150 and 512 
MHz that normally employ digital sig-
nals for the transmission of data, text, 
control codes, or digitized voice may be 
identified by digital transmission of 
the call sign. A licensee that identifies 
its call sign in this manner must pro-
vide the Commission, upon request, in-
formation sufficient to decode the dig-
ital transmission and ascertain the call 
sign transmitted. 

[43 FR 54791, Nov. 22, 1978] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 90.425, see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and at www.fdsys.gov. 

EFFECTIVE DATE NOTE: At 78 FR 28756, May 
16, 2013, in § 90.425, paragraph (e)(3) was re-
vised and paragraph (f) was added. These 
paragraph contain information collection 
and recordkeeping requirements and will not 
become effective until approval has been 
given by the Office of Management and 
Budget. 

§ 90.427 Precautions against unauthor-
ized operation. 

(a) Each transmitter shall be so in-
stalled and protected that it is not ac-
cessible to or capable of operation by 
persons other than those duly author-
ized by and under the control of the li-
censee. Provisions of this part author-
izing certain unlicensed persons to op-
erate stations, or authorizing unat-
tended operation of stations in certain 
circumstances, shall not be construed 
to change or diminish in any respect 
the responsibility of station licensees 
to maintain control over the stations 

licensed to them (including all trans-
mitter units thereof), or for the proper 
functioning and operation of those sta-
tions and transmitter units in accord-
ance with the terms of the licenses of 
those stations. 

(b) Except for frequencies used in ac-
cordance with § 90.417, no person shall 
program into a transmitter frequencies 
for which the licensee using the trans-
mitter is not authorized. 

[43 FR 54791, Nov. 22, 1978, as amended at 52 
FR 47570, Dec. 15, 1987] 

§ 90.429 Control point and dispatch 
point requirements. 

(a) Control point required. Unless per-
mitted to be operated on an unattended 
basis, each station shall be provided 
with a control point; 

(b) A control point is an operating 
position: 

(1) Which must be under the control 
and supervision of the licensee; 

(2) Where a person immediately re-
sponsible for the operation of the 
transmitter is stationed; 

(3) Where the monitoring facilities 
required by this part are installed. 

(c) Control point location. The location 
of the control point will be specified in 
the station license and will be assumed 
to be the same as that of the transmit-
ting equipment unless an application 
for a different location has been ap-
proved by the Commission. 

(d) Control point facilities required. At 
each control point, the following facili-
ties shall be installed: 

(1) A carrier-operated device which 
will provide continuous visual indica-
tion when the transmitter is radiating, 
or, a pilot lamp or meter which will 
provide continuous visual indication 
when the transmitter circuits have 
been placed in a condition to produce 
radiation. The provisions of this sub-
paragraph shall not apply to hand-car-
ried transmitters or transmitters in-
stalled on motorcycles. The control 
point for a transmitter utilized to acti-
vate another radio station may employ 
a single pilot lamp or meter as an indi-
cation of the activation of local and re-
mote transmitters. 

(2) Facilities which will permit the 
person responsible for the operation of 
the transmitter either to disconnect 
the dispatch point circuits from the 
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