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time is less than or equal to the burn-
ing time of a 3:7 potassium bromate/ 
cellulose mixture. 

(2) A liquid material is classed as a 
Division 5.1 material if, when tested in 
accordance with the UN Manual of 
Tests and Criteria, it spontaneously ig-
nites or its mean time for a pressure 
rise from 690 kPa to 2070 kPa gauge is 
less then the time of a 1:1 nitric acid 
(65 percent)/cellulose mixture. 

(b) Assignment of packing groups. (1) 
The packing group of a Division 5.1 ma-
terial which is a solid shall be assigned 
using the following criteria: 

(i) Packing Group I, for any material 
which, in either concentration tested, 
exhibits a mean burning time less than 
the mean burning time of a 3:2 potas-
sium bromate/cellulose mixture. 

(ii) Packing Group II, for any mate-
rial which, in either concentration 
tested, exhibits a mean burning time 
less than or equal to the mean burning 
time of a 2:3 potassium bromate/cel-
lulose mixture and the criteria for 
Packing Group I are not met. 

(iii) Packing Group III for any mate-
rial which, in either concentration 
tested, exhibits a mean burning time 
less than or equal to the mean burning 
time of a 3:7 potassium bromate/cel-
lulose mixture and the criteria for 
Packing Group I and II are not met. 

(2) The packing group of a Division 
5.1 material which is a liquid shall be 
assigned using the following criteria: 

(i) Packing Group I for: 
(A) Any material which spontane-

ously ignites when mixed with cel-
lulose in a 1:1 ratio; or 

(B) Any material which exhibits a 
mean pressure rise time less than the 
pressure rise time of a 1:1 perchloric 
acid (50 percent)/cellulose mixture. 

(ii) Packing Group II, any material 
which exhibits a mean pressure rise 
time less than or equal to the pressure 
rise time of a 1:1 aqueous sodium chlo-
rate solution (40 percent)/cellulose mix-
ture and the criteria for Packing Group 
I are not met. 

(iii) Packing Group III, any material 
which exhibits a mean pressure rise 
time less than or equal to the pressure 
rise time of a 1:1 nitric acid (65 per-

cent)/cellulose mixture and the criteria 
for Packing Group I and II are not met. 

[Amdt. 173–261, 62 FR 24732, May 6, 1997, as 
amended at 68 FR 75744, Dec. 31, 2003] 

§ 173.128 Class 5, Division 5.2—Defini-
tions and types. 

(a) Definitions. For the purposes of 
this subchapter, organic peroxide (Divi-
sion 5.2) means any organic compound 
containing oxygen (O) in the bivalent 
-O-O- structure and which may be con-
sidered a derivative of hydrogen per-
oxide, where one or more of the hydro-
gen atoms have been replaced by or-
ganic radicals, unless any of the fol-
lowing paragraphs applies: 

(1) The material meets the definition 
of an explosive as prescribed in subpart 
C of this part, in which case it must be 
classed as an explosive; 

(2) The material is forbidden from 
being offered for transportation ac-
cording to § 172.101 of this subchapter 
or § 173.21; 

(3) The Associate Administrator has 
determined that the material does not 
present a hazard which is associated 
with a Division 5.2 material; or 

(4) The material meets one of the fol-
lowing conditions: 

(i) For materials containing no more 
than 1.0 percent hydrogen peroxide, the 
available oxygen, as calculated using 
the equation in paragraph (a)(4)(ii) of 
this section, is not more than 1.0 per-
cent, or 

(ii) For materials containing more 
than 1.0 percent but not more than 7.0 
percent hydrogen peroxide, the avail-
able oxygen, content (Oa) is not more 
than 0.5 percent, when determined 
using the equation: 
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where, for a material containing k species of 

organic peroxides: 
ni = number of -O-O- groups per molecule of 

the i th species 
ci = concentration (mass percent) of the i th 

species 
mi = molecular mass of the i th species 

(b) Generic types. Division 5.2 organic 
peroxides are assigned to a generic sys-
tem which consists of seven types. An 
organic peroxide identified by tech-
nical name in the Organic Peroxides 
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Table in § 173.225 is assigned to a ge-
neric type in accordance with that 
table. Organic peroxides not identified 
in the Organic Peroxides table are as-
signed to generic types under the pro-
cedures of paragraph (c) of this section. 

(1) Type A. Organic peroxide type A is 
an organic peroxide which can detonate 
or deflagrate rapidly as packaged for 
transport. Transportation of type A or-
ganic peroxides is forbidden. 

(2) Type B. Organic peroxide type B is 
an organic peroxide which, as packaged 
for transport, neither detonates nor 
deflagrates rapidly, but can undergo a 
thermal explosion. 

(3) Type C. Organic peroxide type C is 
an organic peroxide which, as packaged 
for transport, neither detonates nor 
deflagrates rapidly and cannot undergo 
a thermal explosion. 

(4) Type D. Organic peroxide type D is 
an organic peroxide which— 

(i) Detonates only partially, but does 
not deflagrate rapidly and is not af-
fected by heat when confined; 

(ii) Does not detonate, deflagrates 
slowly, and shows no violent effect if 
heated when confined; or 

(iii) Does not detonate or deflagrate, 
and shows a medium effect when heat-
ed under confinement. 

(5) Type E. Organic peroxide type E is 
an organic peroxide which neither det-
onates nor deflagrates and shows low, 
or no, effect when heated under con-
finement. 

(6) Type F. Organic peroxide type F is 
an organic peroxide which will not det-
onate in a cavitated state, does not 
deflagrate, shows only a low, or no, ef-
fect if heated when confined, and has 
low, or no, explosive power. 

(7) Type G. Organic peroxide type G is 
an organic peroxide which will not det-
onate in a cavitated state, will not 
deflagrate at all, shows no effect when 
heated under confinement, and shows 
no explosive power. A type G organic 
peroxide is not subject to the require-
ments of this subchapter for organic 
peroxides of Division 5.2 provided that 
it is thermally stable (self-accelerating 
decomposition temperature is 50 °C (122 
°F) or higher for a 50 kg (110 pounds) 
package). An organic peroxide meeting 
all characteristics of type G except 
thermal stability and requiring tem-

perature control is classed as a type F, 
temperature control organic peroxide. 

(c) Procedure for assigning an organic 
peroxide to a generic type. An organic 
peroxide shall be assigned to a generic 
type based on— 

(1) Its physical state (i.e., liquid or 
solid), in accordance with the defini-
tions for liquid and solid in § 171.8 of 
this subchapter; 

(2) A determination as to its control 
temperature and emergency tempera-
ture, if any, under the provisions of 
§ 173.21(f); and 

(3) Performance of the organic per-
oxide under the test procedures speci-
fied in the UN Manual of Tests and Cri-
teria (IBR, see § 171.7 of this sub-
chapter), and the provisions of para-
graph (d) of this section. 

(d) Approvals. (1) An organic peroxide 
must be approved, in writing, by the 
Associate Administrator, before being 
offered for transportation or trans-
ported, including assignment of a ge-
neric type and shipping description, ex-
cept for— 

(i) An organic peroxide which is iden-
tified by technical name in the Organic 
Peroxides Table in § 173.225(c); 

(ii) A mixture of organic peroxides 
prepared according to § 173.225(b); or 

(iii) An organic peroxide which may 
be shipped as a sample under the provi-
sions of § 173.225(b). 

(2) A person applying for an approval 
must submit all relevant data con-
cerning physical state, temperature 
controls, and tests results or an ap-
proval issued for the organic peroxide 
by the competent authority of a for-
eign government. 

(e) Tests. The generic type for an or-
ganic peroxide shall be determined 
using the testing protocol from Figure 
20.1(a) (Classification and Flow Chart 
Scheme for Organic Peroxides) from 
the UN Manual of Tests and Criteria 
(IBR, see § 171.7 of this subchapter). 

[Amdt. 173–224, 55 FR 52634, Dec. 21, 1990, as 
amended at 56 FR 66268, Dec. 20, 1991; Amdt. 
173–234, 58 FR 51532, Oct. 1, 1993; Amdt. 173– 
241, 59 FR 67508, Dec. 29, 1994; Amdt. 173–261, 
62 FR 24732, May 6, 1997; 65 FR 58629, Sept. 29, 
2000; 66 FR 8647, Feb. 1, 2001; 66 FR 45379, Aug. 
28, 2001; 68 FR 75744, Dec. 31, 2003; 69 FR 76155, 
Dec. 20, 2004] 
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§ 173.129 Class 5, Division 5.2—Assign-
ment of packing group. 

All Division 5.2 materials are as-
signed to Packing Group II in column 5 
of the § 172.101 table. 

§ 173.132 Class 6, Division 6.1—Defini-
tions. 

(a) For the purpose of this sub-
chapter, poisonous material (Division 
6.1) means a material, other than a gas, 
which is known to be so toxic to hu-
mans as to afford a hazard to health 
during transportation, or which, in the 
absence of adequate data on human 
toxicity: 

(1) Is presumed to be toxic to humans 
because it falls within any one of the 
following categories when tested on 
laboratory animals (whenever possible, 
animal test data that has been re-
ported in the chemical literature 
should be used): 

(i) Oral Toxicity. A liquid or solid 
with an LD50 for acute oral toxicity of 
not more than 300 mg/kg. 

(ii) Dermal Toxicity. A material with 
an LD50 for acute dermal toxicity of 
not more than 1000 mg/kg. 

(iii) Inhalation Toxicity. (A) A dust or 
mist with an LC50 for acute toxicity on 
inhalation of not more than 4 mg/L; or 

(B) A material with a saturated 
vapor concentration in air at 20 °C (68 
°F) greater than or equal to one-fifth of 
the LC50 for acute toxicity on inhala-
tion of vapors and with an LC50 for 
acute toxicity on inhalation of vapors 
of not more than 5000 mL/m3; or 

(2) Is an irritating material, with 
properties similar to tear gas, which 
causes extreme irritation, especially in 
confined spaces. 

(b) For the purposes of this sub-
chapter— 

(1) LD50 (median lethal dose) for 
acute oral toxicity is the statistically 
derived single dose of a substance that 
can be expected to cause death within 
14 days in 50% of young adult albino 
rats when administered by the oral 
route. The LD50 value is expressed in 
terms of mass of test substance per 
mass of test animal (mg/kg). 

(2) LD50 for acute dermal toxicity 
means that dose of the material which, 
administered by continuous contact for 
24 hours with the shaved intact skin 
(avoiding abrading) of an albino rabbit, 

causes death within 14 days in half of 
the animals tested. The number of ani-
mals tested must be sufficient to give 
statistically valid results and be in 
conformity with good pharmacological 
practices. The result is expressed in 
mg/kg body mass. 

(3) LC50 for acute toxicity on inhala-
tion means that concentration of 
vapor, mist, or dust which, adminis-
tered by continuous inhalation for one 
hour to both male and female young 
adult albino rats, causes death within 
14 days in half of the animals tested. If 
the material is administered to the 
animals as a dust or mist, more than 90 
percent of the particles available for 
inhalation in the test must have a di-
ameter of 10 microns or less if it is rea-
sonably foreseeable that such con-
centrations could be encountered by a 
human during transport. The result is 
expressed in mg/L of air for dusts and 
mists or in mL/m3 of air (parts per mil-
lion) for vapors. See § 173.133(b) for LC50 
determination for mixtures and for 
limit tests. 

(i) When provisions of this sub-
chapter require the use of the LC50 for 
acute toxicity on inhalation of dusts 
and mists based on a one-hour exposure 
and such data is not available, the LC50 
for acute toxicity on inhalation based 
on a four-hour exposure may be multi-
plied by four and the product sub-
stituted for the one-hour LC50 for acute 
toxicity on inhalation. 

(ii) When the provisions of this sub-
chapter require the use of the LC50 for 
acute toxicity on inhalation of vapors 
based on a one-hour exposure and such 
data is not available, the LC50 for acute 
toxicity on inhalation based on a four- 
hour exposure may be multiplied by 
two and the product substituted for the 
one-hour LC50 for acute toxicity on in-
halation. 

(iii) A solid substance should be test-
ed if at least 10 percent of its total 
mass is likely to be dust in a respirable 
range, e.g. the aerodynamic diameter 
of that particle-fraction is 10 microns 
or less. A liquid substance should be 
tested if a mist is likely to be gen-
erated in a leakage of the transport 
containment. In carrying out the test 
both for solid and liquid substances, 
more than 90% (by mass) of a specimen 
prepared for inhalation toxicity testing 

VerDate Mar<15>2010 14:46 Dec 04, 2013 Jkt 229219 PO 00000 Frm 00550 Fmt 8010 Sfmt 8010 Q:\49\49V2.TXT ofr150 PsN: PC150


		Superintendent of Documents
	2014-03-05T11:55:40-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




