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(b) In 4G fiberboard boxes with glass, 
earthenware, or metal inner recep-
tacles not over 500 g (17.6 ounces) ca-
pacity each. Outer packagings may not 
exceed 30 kg (66 pounds) gross weight; 

(c) In 1A1 drums of not over 100 L (26 
gallons) capacity each; or 

(d) In specification cylinders as pre-
scribed for any compressed gas except 
acetylene. Cylinders made of alu-
minum alloy are not authorized. 

(e) In capsules under the following 
conditions: 

(1) The mass of gas must not exceed 
150 g (5.30 ounces) per capsule; 

(2) The capsule must be free of faults 
liable to impair its strength; 

(3) The leakproofness integrity of the 
closure must be maintained by a sec-
ondary means (e.g., cap, crown, seal, 
binding, etc.) capable of preventing any 
leakage of the closure while in trans-
portation; and 

(4) The capsules must be placed in a 
strong outer packaging suitable for the 
contents and may not exceed a gross 
mass of 75 kg (165 pounds). 

[Amdt. 173–224, 55 FR 52667, Dec. 21, 1990, as 
amended at 74 FR 2266, Jan. 14, 2009; 76 FR 
3381, Jan. 19, 2011] 

§ 173.323 Ethylene oxide. 
(a) For packaging ethylene oxide in 

non-bulk packagings, silver mercury or 
any of its alloys or copper may not be 
used in any part of a packaging, valve, 
or other packaging appurtenance if 
that part, during normal conditions of 
transportation, may come in contact 
with ethylene oxide liquid or vapor. 
Copper alloys may be used only where 
gas mixtures do not contain free acety-
lene at any concentration that will 
form copper acetylene. All packaging 
and gaskets must be constructed of 
materials which are compatible with 
ethylene oxide and do not lower the 
auto-ignition temperature of ethylene 
oxide. 

(b) Ethylene oxide must be packaged 
in one of the following: 

(1) In hermetically sealed glass or 
metal inner packagings suitably cush-
ioned in an outer package authorized 
by § 173.201(b). The maximum quantity 
permitted in any glass inner packaging 
is 100 g (3.5 ounces), and the maximum 
quantity permitted in any metal inner 
packaging is 340 g (12 ounces). After 

filling, each inner packaging shall be 
determined to be leak-tight by placing 
the inner packaging in a hot water 
bath at a temperature, and for a period 
of time, sufficient to ensure that an in-
ternal pressure equal to the vapor pres-
sure of ethylene oxide at 55 °C is 
achieved. The total quantity in any 
outer packaging shall not exceed 100 g 
(3.5 ounces), and the total quantity in 
any outer packaging containing only 
metal inner packagings shall not ex-
ceed 2.5 kg (5.5 pounds). Each com-
pleted package must be capable of 
passing all Packing Group I perform-
ance tests. 

(2) In specification cylinders or UN 
pressure receptacles, as authorized for 
any compressed gas except acetylene. 
Pressurizing valves and insulation are 
required for cylinders over 4 L (1 gal-
lon) capacity. Eductor tubes must be 
provided for cylinders over 19 L (5 gal-
lons) capacity. Cylinders must be 
seamless or welded steel (not brazed) 
with a nominal capacity of no more 
than 115 L (30 gallons) and may not be 
liquid full below 82 °C (180 °F). Before 
each refilling, each cylinder must be 
tested for leakage at no less than 103.4 
kPa (15 psig) pressure. In addition, 
each cylinder must be equipped with a 
fusible type relief device with yield 
temperature of 69 °C to 77 °C (157 °F to 
170 °F). The capacity of the relief de-
vice and the effectiveness of the insula-
tion must be such that the charged cyl-
inder will not explode when tested by 
the method described in CGA Pamphlet 
C–14 or other equivalent method. 

(3) In 1A1 steel drums of no more 
than 231 L (61 gallons) and meeting 
Packing Group I performance stand-
ards. The drum must be lagged of all 
welded construction with the inner 
shell having a minimum thickness of 
1.7 mm (0.068 inches) and the outer 
shell having a minimum thickness of 
2.4 mm (0.095 inches). Drums must be 
capable of withstanding a hydrostatic 
test pressure of 690 kPa (100 psig). Lag-
ging must be of sufficient thickness so 
that the drum, when filled with ethyl-
ene oxide and equipped with the re-
quired pressure relief device, will not 
rupture when exposed to fire. The drum 
may not be liquid full below 85 °C (185 
°F), and must be marked ‘‘THIS END 
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UP’’ on the top head. Before each refill-
ing, each drum must be tested for leak-
age at no less than 103 kPa (15 psig) 
pressure. Each drum must be equipped 
with a fusible type relief device with 
yield temperature of 69 °C to 77 °C (157 
°F to 170 °F), and the capacity of the 
relief device must be such that the 
filled drum is capable of passing, with-
out rupture, the test method described 
in CGA Pamphlet C–14 or other equiva-
lent method. 

(c) When § 172.101 of this subchapter 
specifies that a hazardous material be 
packaged under this section, only the 
following bulk packagings are author-
ized, subject to the requirements of 
subparts A and B of this part, the spe-
cial provisions specified in column 7 of 
the § 172.101 table, and paragraphs (d) 
through (j) of this section: 

(1) Tank cars. Class DOT 105 tank 
cars: 

(i) Each tank car built before March 
16, 2009 must have a tank test pressure 
of at least 20.7 Bar (300 psig); and 

(ii) Except as provided in § 173.314(d), 
tank cars built on or after March 16, 
2009 used for the transportation of 
ethylene oxide must meet the applica-
ble authorized tank car specification 
listed in the table in § 173.314(c). 

(2) Cargo tanks. Specification MC 330 
and MC 331 cargo tank motor vehicles. 

(3) Portable tanks. DOT 51 portable 
tanks. 

(d) The pressure relief devices must 
be set to function at 517 kPa (75 psig). 
Portable tanks fitted with non-re-
closing devices made and in use prior 
to December 31, 1987, may continue to 
be used in ethylene oxide service. 

(e) In determining outage, consider-
ation must be given to the lading tem-
perature and solubility of inert gas 
padding in ethylene oxide as well as 
the partial pressure exerted by the gas 
padding. 

(f) Each tank, loaded or empty, must 
be padded with dry nitrogen or other 
suitable inert gas of sufficient quantity 
to render the vapor space of the tank 
nonflammable up to 41 °C (105 °F). The 
gas used for padding must be free of 
impurities which may cause the ethyl-
ene oxide to polymerize, decompose or 
undergo other violent chemical reac-
tion. 

(g) Copper, silver, mercury, magne-
sium or their alloys may not be used in 
any part of the tank or appurtenances 
that are normally in contact with the 
lading. 

(h) Neoprene, natural rubber and as-
bestos gaskets are prohibited. All pack-
ing and gaskets must be made of mate-
rials which do not react with or lower 
the autoignition temperature of the 
lading. 

(i) Each tank must be insulated with 
cork (at least 10 cm (4 inches) thick), 
or mineral wool, fiberglass or other 
suitable insulation material of suffi-
cient thickness so that the thermal 
conductance at 16 °C (60 °F) is not more 
than 0.075 Btu per hour per square foot 
per degree F. temperature differential. 
Portable tanks made and in use prior 
to December 31, 1987 equipped with fu-
sible plugs instead of a pressure relief 
valve or rupture disc, must have suffi-
cient insulation so that the tank as 
filled for shipment will not rupture in 
a fire. The insulation on portable tanks 
or cargo tank motor vehicles must be 
protected with a steel jacket at least 
2.54 mm (0.100 inch) thick, or as re-
quired by the specification. 

(j) Tank car tanks built after Decem-
ber 30, 1971 must be equipped with a 
thermometer well. 

[Amdt. 173–224, 55 FR 52667, Dec. 21, 1990, as 
amended at 56 FR 66279, Dec. 20, 1991; Amdt. 
173–236, 58 FR 50237, Sept. 24, 1993; Amdt. 173– 
234, 58 FR 51532, Oct. 1, 1993; Amdt. 173–145, 60 
FR 49076, Sept. 21, 1995; 66 FR 45380, 45383, 
Aug. 28, 2001; 68 FR 75746, Dec. 31, 2003; 69 FR 
76178, Dec. 20, 2004; 71 FR 33884, June 12, 2006; 
74 FR 1801, Jan. 13, 2009] 

§ 173.334 Organic phosphates mixed 
with compressed gas. 

Hexaethyl tetraphosphate, parathion, 
tetraethyl dithio pyrophosphate, tetra-
ethyl pyrophosphate, or other Division 
6.1 organic phosphates (including a 
compound or mixture), may be mixed 
with a non-flammable compressed gas. 
This mixture may not contain more 
than 20 percent by weight of organic 
phosphate and must be packaged in 
DOT 3A240, 3AA240, 3B240, 4B240, 
4BA240, 4BW240 or UN cylinders meet-
ing all of the following requirements: 

(a) Each cylinder may be filled with 
not more than 5 kg (11.0 lb) of the mix-
ture, to a maximum filling density of 

VerDate Mar<15>2010 14:46 Dec 04, 2013 Jkt 229219 PO 00000 Frm 00703 Fmt 8010 Sfmt 8010 Q:\49\49V2.TXT ofr150 PsN: PC150


		Superintendent of Documents
	2014-03-05T11:57:35-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




