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(c) Low concentrations of solid fissile 
material commingled with solid 
nonfissile material, provide that: 

(1) There is at least 2000 grams of 
nonfissile material for every gram of 
fissile material, and 

(2) There is no more than 180 grams 
of fissile material distributed within 
360 kg of contiguous nonfissile mate-
rial. Lead, beryllium, graphite, and hy-
drogenous material enriched in deute-
rium may be present in the package 
but must not be included in deter-
mining the required mass of solid 
nonfissile material. 

(d) Uranium enriched in uranium-235 
to a maximum of 1 percent by weight, 
and with total plutonium and uranium- 
233 content of up to 1 percent of the 
mass of uranium-235, provided that the 
mass of any beryllium, graphite, and 
hydrogenous material enriched in deu-
terium constitute less than 5 percent of 
the uranium mass. 

(e) Liquid solutions of uranyl nitrate 
enriched in uranium-235 to a maximum 
of 2 percent by mass, with a total plu-
tonium and uranium-233 content not 
exceeding 0.002 percent of the mass of 
uranium, and with a minimum nitro-
gen to uranium atomic ratio (N/U) of 2. 
The material must be contained in at 
least a DOT Type A package. 

(f) Packages containing, individually, 
a total plutonium mass of not more 
than 1000 grams, of which not more 
than 20 percent by mass may consist of 
plutonium-239, plutonium-241, or any 
combination of these radionuclides. 

[69 FR 3692, Jan. 26, 2004] 

§ 173.457 Transportation of fissile ma-
terial packages—specific require-
ments. 

(a) Packages containing fissile radio-
active material which are not excepted 
under § 173.453 must be assigned by the 
offeror, in accordance with their defini-
tions in § 173.403, a criticality safety 
index (CSI) and a transport index (TI). 

(b) Fissile material packages and 
conveyances transporting fissile mate-
rial packages must satisfy the radi-
ation level restrictions of § 173.441. 

(c) Except for consignments under ex-
clusive use, the CSI of any package or 
overpack may not exceed 50. A fissile 
material package with CSI greater 

than 50 must be transported by exclu-
sive use. 

(d) For non-exclusive use shipments 
of fissile material packages, except on 
vessels, the total sum of CSI’s in a 
freight container or on a conveyance 
may not exceed 50. 

(e) For exclusive use shipments of 
fissile material packages, except on 
vessels, the total sum of CSI’s in a 
freight container or on a conveyance 
may not exceed 100. 

(f) Exclusive use shipments of fissile 
material packages must satisfy the ra-
diation level and administrative re-
quirements of § 173.441(b). 

(g) The number of packages, over-
packs and freight containers con-
taining fissile material stored in tran-
sit in any one storage area must be so 
limited that the total sum of the CSI’s 
in any group of packages, overpacks or 
freight containers does not exceed 50. 
Groups of packages shall be stored so 
as to maintain a spacing of a least 6 m 
(20 ft) between the closest surfaces of 
any two groups. 

(h) Provisions for shipment by vessel 
of Class 7 (radioactive) material pack-
ages, including fissile material pack-
ages by vessel are described in 
§§ 176.700–176.720 of this subchapter. 

[69 FR 3692, Jan. 26, 2004] 

§ 173.459 Mixing of fissile material 
packages with non-fissile or fissile- 
excepted material packages. 

Mixing of fissile material packages 
with other types of Class 7 (radio-
active) materials in any conveyance or 
storage location is authorized only if 
the TI of any single package does not 
exceed 10, the CSI of any single pack-
age does not exceed 50, and the provi-
sions of §§ 173.441 and 173.457 are satis-
fied. 

[69 FR 3692, Jan. 26, 2004] 

§ 173.461 Demonstration of compliance 
with tests. 

(a) Compliance with the design re-
quirements in § 173.412 and the test re-
quirements in §§ 173.465 through 173.469 
must be shown by any of the methods 
prescribed in this paragraph, or by a 
combination of these methods appro-
priate for the particular feature being 
evaluated: 
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(1) Performance of tests with proto-
types or samples of the specimens rep-
resenting LSA-III, special form Class 7 
(radioactive) material, or packaging, in 
which case the contents of the pack-
aging for the test must simulate as 
closely as practicable the expected 
range of physical properties of the ra-
dioactive contents or packaging to be 
tested, must be prepared as normally 
presented for transport. The use of 
non-radioactive substitute contents is 
encouraged provided that the results of 
the testing take into account the ra-
dioactive characteristics of the con-
tents for which the package is being 
tested; 

(2) Reference to a previous, satisfac-
tory demonstration of compliance of a 
sufficiently similar nature; 

(3) Performance of tests with models 
of appropriate scale incorporating 
those features that are significant with 
respect to the item under investiga-
tion, when engineering experience has 
shown results of those tests to be suit-
able for design purposes. When a scale 
model is used, the need for adjusting 
certain test parameters, such as the 
penetrator diameter or the compres-
sive load, must be taken into account; 
or 

(4) Calculations or reasoned evalua-
tion, using reliable and conservative 
procedures and parameters. 

(b) With respect to the initial condi-
tions for the tests under §§ 173.465 
through 173.469, except for the water 
immersion tests, compliance must be 
based upon the assumption that the 
package is in equilibrium at an ambi-
ent temperature of 38 °C (100 °F). 

[Amdt. 173–244, 60 FR 50307, Sept. 28, 1995, as 
amended by 63 FR 52850, Oct. 1, 1998] 

§ 173.462 Preparation of specimens for 
testing. 

(a) Each specimen (i.e., sample, pro-
totype or scale model) must be exam-
ined before testing to identify and 
record faults or damage, including: 

(1) Divergence from the specifica-
tions or drawings; 

(2) Defects in construction; 
(3) Corrosion or other deterioration; 

and 
(4) Distortion of features. 
(b) Any deviation found under para-

graph (a) of this section from the speci-

fied design must be corrected or appro-
priately taken into account in the sub-
sequent evaluation. 

(c) The containment system of the 
packaging must be clearly specified. 

(d) The external features of the speci-
men must be clearly identified so that 
reference may be made to any part of 
it. 

§ 173.465 Type A packaging tests. 
(a) The packaging, with contents, 

must be capable of withstanding the 
water spray, free drop, stacking and 
penetration tests prescribed in this sec-
tion. One prototype may be used for all 
tests if the requirements of paragraph 
(b) of this section are met. 

(b) Water spray test. The water spray 
test must precede each test or test se-
quence prescribed in this section. The 
water spray test must simulate expo-
sure to rainfall of approximately 5 cm 
(2 inches) per hour for at least one 
hour. The time interval between the 
end of the water spray test and the be-
ginning of the next test must be such 
that the water has soaked in to the 
maximum extent without appreciable 
drying of the exterior of the specimen. 
In the absence of evidence to the con-
trary, this interval may be assumed to 
be two hours if the water spray is ap-
plied from four different directions si-
multaneously. However, no time inter-
val may elapse if the water spray is ap-
plied from each of the four directions 
consecutively. 

(c) Free drop test. The specimen must 
drop onto the target so as to suffer 
maximum damage to the safety fea-
tures being tested, and: 

(1) The height of the drop measured 
from the lowest point of the specimen 
to the upper surface of the target may 
not be less than the distance specified 
in table 10, for the applicable package 
mass. The target must be as specified 
in § 173.465(c)(5). Table 10 is as follows: 

TABLE 10—FREE DROP DISTANCE FOR TESTING 
PACKAGES TO NORMAL CONDITIONS OF 
TRANSPORT 

Package mass Free drop distance 

Kilograms (pounds) Meters (Feet) 

<Mass 5000 (11,000) ............................ 1.2 (4) 
5,000 (11,000) Mass to 10,000 (22,000) 0.9 (3) 
10,000 (22,000) Mass to 15,000 

(33,000) .............................................. 0.6 (2) 
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