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the Port and request instructions for 
disposition of the material. 

[Amdt. 176–1, 41 FR 16110, Apr. 15, 1976, as 
amended by Amdt. 176–1B, 41 FR 57072, Dec. 
30, 1976] 

§ 176.54 Repairs involving welding, 
burning, and power-actuated tools 
and appliances. 

(a) Except as provided in paragraph 
(b) of this section, repairs or work in-
volving welding or burning, or the use 
of power-actuated tools or appliances 
which may produce intense heat may 
not be undertaken on any vessel having 
on board explosives or other hazardous 
materials as cargo. 

(b) Paragraph (a) of this section does 
not apply if: 

(1) The repairs or work are approved 
by the COTP under 33 CFR 126.30; or 

(2) Emergency repairs to the vessel’s 
main propelling or boiler plant or aux-
iliaries are necessary for the safety of 
the vessel. If such repairs are per-
formed, the master of the vessel must 
immediately notify the nearest COTP. 

[Amdt. 176–1, 41 FR 16110, Apr. 15, 1976, as 
amended by Amdt. 176–30, 55 FR 52689, Dec. 
21, 1990; 75 FR 53597, Sept. 1, 2010] 

Subpart C—General Handling and 
Stowage 

§ 176.57 Supervision of handling and 
stowage. 

(a) Hazardous materials may be han-
dled or stowed on board a vessel only 
under the direction and observation of 
a responsible person assigned this duty. 

(b) For a vessel engaged in coastwise 
voyages, or on rivers, bays, sounds or 
lakes, including the Great Lakes when 
the voyage is not foreign-going, the re-
sponsible person may be an employee 
of the carrier and assigned this duty by 
the carrier, or a licensed officer at-
tached to the vessel and assigned by 
the master of the vessel. 

(c) For a domestic vessel engaged in 
a foreign-going or intercoastal voyage, 
the responsible person must be an offi-
cer possessing an unexpired license 
issued by the USCG and assigned this 
duty by the master of the vessel. 

(d) For a foreign vessel, the respon-
sible person must be an officer of the 

vessel assigned this duty by the master 
of the vessel. 

[Amdt. 176–30, 55 FR 52689, Dec. 21, 1990] 

§ 176.58 Preparation of the vessel. 
(a) Each hold or compartment in 

which hazardous materials are to be 
stowed must be free of all debris before 
the hazardous materials are stowed. 
Bilges must be examined and all res-
idue of previous cargo removed. 

(b) All decks, gangways, hatches, and 
cargo ports over or through which haz-
ardous materials must be passed or 
handled in loading or unloading must 
be free of all loose materials before 
cargo handling operations begin. 

(c) No debris that creates a fire haz-
ard or a hazardous condition for per-
sons engaged in handling hazardous 
materials may be on the weather deck 
of a vessel during loading or unloading 
operations. 

(d) Hatch beams and hatch covers 
may not be stowed in a location that 
would interfere with cargo handling. 

[Amdt. 176–30, 55 FR 52689, Dec. 21, 1990] 

§ 176.60 ‘‘No Smoking’’ signs. 
When smoking is prohibited during 

the loading, stowing, storing, transpor-
tation, or unloading of hazardous ma-
terials by this part, the carrier and the 
master of the vessel are jointly respon-
sible for posting ‘‘NO SMOKING’’ signs 
in conspicuous locations. 

§ 176.63 Stowage locations. 
(a) The table in § 172.101 of this sub-

chapter specifies generally the loca-
tions authorized for stowage of the var-
ious hazardous materials on board ves-
sels. This part prescribes additional re-
quirements with respect to the stowage 
of specific hazardous materials in addi-
tion to those authorized in § 172.101 of 
this subchapter. This section sets forth 
the basic physical requirements for the 
authorized locations. Hazardous mate-
rials offered for transport as limited 
quantities are allocated stowage cat-
egory A and are not subject to any of 
the specific stowage requirements indi-
cated in column 10B in § 172.101 of this 
subchapter for the material being 
transported. 

(b) To qualify as ‘‘on deck’’ stowage, 
the location must be on the weather 
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deck. If the location is in a house on 
the weather deck, the location must 
have a permanent structural opening 
to the atmosphere, such as a door, 
hatch, companionway or manhole, and 
must be vented to the atmosphere. The 
location may not have any structural 
opening to any living quarters, cargo, 
or other compartment unless the open-
ing has means for being closed off and 
secured. Any deck house containing 
living quarters, a steering engine, a re-
frigerating unit, a refrigerated stowage 
box, or a heating unit may not be used 
unless that area is isolated from the 
cargo stowage area by a permanent, 
and tight, metallic bulkhead. Stowage 
in a shelter or ’tween deck is not con-
sidered to be ‘‘on deck’’. A barge that 
is vented to the atmosphere and is 
stowed on deck on a barge-carrying 
ship is considered to be ‘‘on deck’’. 
When an entry in § 172.101 of this sub-
chapter requires ‘‘on-deck’’ stowage 
and is qualified by the requirement 
‘‘protected from sources of heat’’, the 
stowage must be protected from the di-
rect rays of the sun by means of struc-
tural erections or awnings except that 
such protection is not required for 
shipment in portable tanks. 

(c) To qualify as ‘‘under deck’’ stow-
age, the location must be in a hold or 
compartment below the weather deck 
capable of being ventilated and allot-
ted entirely to the carriage of cargo. It 
must be bounded by permanent steel 
decks and bulkheads or the shell of the 
vessel. The deck openings must have 
means for effectively closing the hold 
or compartment against the weather, 
and in the case of superimposed holds, 
for effectively closing off each hold. A 
hold or compartment containing a crew 
passage formed by battens or by mesh 
or wire screen bulkhead may not be 
used for the stowage of any hazardous 
material unless a watchman is pro-
vided for this area. 

(d) To qualify as ‘‘under deck away 
from heat’’, the location must be under 
deck and have built-in means for ven-
tilation. If it is subject to heat from 
any artificial source, it only qualifies 
for the stowage of those hazardous ma-
terials for which ‘‘under deck’’ stowage 
is authorized. 

(e) Notwithstanding the stowage pro-
visions given in the table in § 172.101 of 

this subchapter, empty packages con-
taining residue, including IBCs and 
large packages, may be stowed ‘‘on 
deck’’ or ‘‘under deck’’ in a mechani-
cally ventilated cargo space. However, 
empty pressure receptacles containing 
residue that carry a label of class 2.3 
must be stowed ‘‘on deck’’ and waste 
aerosols must be stowed in accordance 
with the table in § 172.101 of this sub-
chapter. 

(f) Stowage of containers on board 
hatchless container ships. (1) Containers 
holding a hazardous material may be 
stowed in or vertically above a 
hatchless container hold if the fol-
lowing conditions are met: 

(1) All hazardous materials are per-
mitted for under deck stowage as speci-
fied in the Table in § 172.101 of this sub-
chapter; and 

(2) The hatchless container hold is in 
full compliance with the provisions of 
SOLAS, Chapter II–2/Regulation 19 
(IBR; see § 171.7 of this subchapter), ap-
plicable to enclosed container cargo 
spaces, as appropriate for the cargo 
transported. 

[Amdt. 176–1, 41 FR 16110, Apr. 15, 1976, as 
amended by Amdt. 176–1A, 41 FR 40687, Sept. 
20, 1976; Amdt. 176–1B, 41 FR 57072, Dec. 30, 
1976; Amdt. 176–12, 45 FR 81572, Dec. 11, 1980; 
66 FR 33438, June 21, 2001; 66 FR 45184, Aug. 
28, 2001; 68 FR 45038, July 31, 2003; 69 FR 76180, 
Dec. 20, 2004; 76 FR 3384, Jan. 19, 2011; 78 FR 
1094, Jan. 7, 2013] 

§ 176.65 Alternative stowage proce-
dures. 

When a hazardous material is to be 
loaded on board a vessel and it is 
shown to the satisfaction of the Coast 
Guard Captain of the Port for the place 
where the vessel is being loaded that it 
is impracticable to comply with a 
stowage location requirement specified 
in the § 172.101 table of this subchapter 
or a segregation, handling or stowage 
requirement specified in this part, the 
Captain of the Port may authorize in 
writing the use of an alternative stow-
age location or method of segregation, 
handling or stowage subject to such 
conditions as he finds will insure a 
level of safety at least equal to that af-
forded by the regulatory requirement 
concerned. 

[Amdt. 176–30, 55 FR 52689, Dec. 21, 1990] 
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