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(c) The FRA may conduct such moni-
toring of State investigative and sur-
veillance practices and such other in-
spection and investigation as may be 
necessary to aid in the enforcement of 
the Federal railroad safety laws. 

§ 212.113 Program termination. 
(a) A State agency participating in 

investigative and surveillance activi-
ties by agreement or certification shall 
provide thirty (30) days notice of its in-
tent to terminate its participation. 

(b) The Administrator may, on his 
own initiative, terminate the partici-
pation of a State agency if, after at 
least thirty (30) days notice an oppor-
tunity for oral hearing under section 
553 of title 5 U.S.C., the State agency 
does not establish that it has complied 
and is complying with: 

(1) The requirements of this part; 
(2) Relevant directives, enforcement 

manuals, and written interpretations 
of law and regulations provided by the 
FRA for guidance of the program; and 

(3) The rule of national uniformity of 
laws, rules, regulations, orders, and 
standards relating to railroad safety as 
expressed in section 205 of the Federal 
Railroad Safety Act of 1970 (45 U.S.C. 
434). 

§ 212.115 Enforcement actions. 
(a) Except as provided in paragraph 

(b) of this section, the FRA reserves ex-
clusive authority to assess and com-
promise penalties, to issue emergency 
orders and compliance orders, institute 
or cause to be instituted actions for 
collection of civil penalties or for in-
junctive relief, and to commence any 
and all other enforcement actions 
under the Federal railroad safety laws. 

(b)(1) Section 207(a) of the Federal 
Railroad Safety Act of 1970, as amend-
ed (45 U.S.C. 436(a)), authorizes a par-
ticipating State to bring an action for 
assessment and collection of a civil 
penalty in a Federal district court of 
proper venue, if the FRA has not acted 
on a request for civil penalty assess-
ment originated by the State, within 
sixty (60) days of receipt, by assessing 
the penalty or by determining in writ-
ing that no violation occurred. 

(2) Section 207(b) of the Federal Rail-
road Safety Act of 1970, as amended (45 
U.S.C. 436(b)), authorizes a partici-

pating State to bring an action for in-
junctive relief in a Federal district 
court of proper venue, if the FRA has 
not acted on a request to initiate such 
an action within fifteen (15) days of re-
ceipt, by referring the matter to the 
Attorney General for litigation, by un-
dertaking other enforcement action, or 
by determining in writing that no vio-
lation has occurred. 

(3) For purposes of this paragraph, a 
request for legal action is deemed to be 
received when a legally sufficient in-
vestigative report specifying the action 
requested is received by the designated 
FRA offices. 

(c)(1) Requests for civil penalty as-
sessments and other administrative ac-
tions shall be submitted to the FRA 
Regional Director for Railroad Safety 
for the FRA region in which the State 
is located. 

(2) Requests for the institution of in-
junctive actions shall be submitted si-
multaneously to— 

(i) The FRA Regional Director for 
Railroad Safety for the FRA region in 
which the State is located and 

(ii) The Enforcement Division, Office 
of Chief Counsel, FRA, Washington, DC 
20590. 

Subpart C—State Inspection 
Personnel 

§ 212.201 General qualifications of 
State inspection personnel. 

(a) This subpart prescribes the min-
imum qualification requirements for 
State railroad safety inspectors, com-
pliance inspectors and inspector ap-
prentices. A State agency may estab-
lish more stringent or additional re-
quirements for its employees. 

(b) An inspector, compliance inspec-
tor, or apprentice inspector shall be 
recognized as qualified under this part 
by the State agency and the Associate 
Administrator prior to assuming the 
responsibilities of the position. 

(c) Each inspector, compliance in-
spectors and apprentice inspector shall 
be a bona fide employee of the State 
agency. 

(d) Each inspector, compliance in-
spector, and apprentice inspector shall 
demonstrate: 

(1) The ability to read and com-
prehend written materials such as 

VerDate Mar<15>2010 11:13 Jan 23, 2014 Jkt 229221 PO 00000 Frm 00104 Fmt 8010 Sfmt 8010 Q:\49\229221.XXX ofr150 PsN: PC150



95 

Federal Railroad Administration, DOT § 212.207 

training and enforcement manuals, 
regulations, operating and safety rules 
of the railroad, and similar materials; 

(2) The ability to compose narrative 
reports of investigative findings that 
are clear, complete, and grammatically 
acceptable; 

(3) The ability to record data on 
standard report forms with a high de-
gree of accuracy; 

(4) The ability to communicate oral-
ly; and 

(5) Basic knowledge of rail transpor-
tation functions, the organization of 
railroad, shipper, and manufacturer 
companies, and standard industry rules 
for personal safety. 

(e) Each inspector shall demonstrate 
a thorough knowledge of: 

(1) Railroad rules, practices, record 
systems, and terminology common to 
operating and maintenance functions; 
and 

(2) The scope and major requirements 
of all of the Federal railroad safety 
laws and regulations. 

(f) In addition to meeting the re-
quirements of this section, each inspec-
tor and apprentice inspector shall meet 
the applicable requirements of §§ 212.203 
through 212.229 of this subpart. 

[47 FR 41051, Sept. 16, 1982, as amended at 57 
FR 28115, June 24, 1992] 

§ 212.203 Track inspector. 
(a) The track inspector is required, at 

a minimum, to be able to conduct inde-
pendent inspections of track structures 
for the purpose of determining compli-
ance with the Track Safety Standards 
(49 CFR part 213), to make reports of 
those inspections, and to recommend 
the institution of enforcement actions 
when appropriate to promote compli-
ance. 

(b) The track inspector is required, at 
a minimum to have at least four years 
of recent experience in track construc-
tion or maintenance. A bachelor’s de-
gree in engineering or a related tech-
nical specialization may be substituted 
for two of the four years of this experi-
ence requirement and successful com-
pletion of the apprentice training pro-
gram may be substituted for the four 
years of this experience requirement. 

(c) The track inspector shall dem-
onstrate the following specific quali-
fications: 

(1) A comprehensive knowledge of 
track nomenclature, track inspection 
techniques, track maintenance meth-
ods, and track equipment; 

(2) The ability to understand and de-
tect deviations from: 

(i) Track maintenance standards ac-
cepted in the industry; and 

(ii) The Track Safety Standards (49 
CFR part 213). 

(3) Knowledge of operating practices 
and vehicle/track interaction sufficient 
to understand the safety significance of 
deviations and combinations of devi-
ations; and 

(4) Specialized knowledge of the re-
quirements of the Track Safety Stand-
ards, including the remedial action re-
quired to bring defective track into 
compliance with the standards. 

§ 212.205 Apprentice track inspector. 

(a) The apprentice track inspector 
must be enrolled in a program of train-
ing prescribed by the Associate Admin-
istrator leading to qualification as a 
track inspector. The apprentice track 
inspector may not participate in inves-
tigative and surveillance activities, ex-
cept as an assistant to a qualified 
State or FRA inspector while accom-
panying that qualified inspector. 

(b) An apprentice track inspector 
shall demonstrate basic knowledge of 
track inspection techniques, track 
maintenance methods, and track equip-
ment prior to being enrolled in the pro-
gram. 

§ 212.207 Signal and train control in-
spector. 

(a) The signal and train control in-
spector is required, at a minimum, to 
be able to conduct independent inspec-
tions of all types of signal and train 
control systems for the purpose of de-
termining compliance with the Rules, 
Standards and Instructions for Rail-
road Signal Systems (49 CFR part 236), 
to make reports of those inspections, 
and to recommend the institution of 
enforcement actions when appropriate 
to promote compliance. 

(b) The signal and train inspector is 
required, at a minimum, to have at 
least four years of recent experience in 
signal construction or maintenance. A 
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bachelor’s degree in electrical engi-
neering or a related technical speciali-
zation may be substituted for two of 
the four years of this experience re-
quirement and successful completion of 
the apprentice training program may 
be substituted for the four years of this 
requirement. 

(c) The signal and train control in-
spector shall demonstrate the fol-
lowing specific qualifications: 

(1) A comprehensive knowledge of 
signal and train control systems, main-
tenance practices, test and inspection 
techniques; 

(2) The ability to understand and de-
tect deviations from: 

(i) Signal and train control mainte-
nance standards accepted in the indus-
try; and 

(ii) The Rules, Standards and In-
structions for Railroad Signal Systems 
(49 CFR part 236). 

(3) The ability to examine plans and 
records, to make inspections of signal 
train control systems and to determine 
adequacy of stopping distances from 
prescribed speeds; 

(4) Knowledge of operating practices 
and signal systems sufficient to under-
stand the safety significance of devi-
ations and combination of deviations; 
and 

(5) Specialized knowledge of the re-
quirements of the Rules, Standards and 
Instructions for Railroad Signal Sys-
tems, including the remedial action re-
quired to bring signal and train control 
systems into compliance with the 
standards. 

§ 212.209 Train control inspector. 
(a) The train control inspector is re-

quired, at a minimum, to be able to 
conduct independent inspections of 
automatic cab signal, automatic train 
stop, and automatic train control de-
vices on board locomotives for the pur-
pose of determining compliance with 
subpart E of the Rules, Standards and 
Instructions for Railroad Signal Sys-
tems (49 CFR part 236) and to rec-
ommend the institution of enforcement 
action when appropriate to promote 
compliance. 

(b) The train control inspector is re-
quired, at a minimum, to have at least 
four years of recent experience in loco-
motive construction or maintenance. A 

bachelor’s degree in electrical engi-
neering or a related technical speciali-
zation may be substituted for two of 
the four years of this experience re-
quirement and successful completion of 
the apprentice training program may 
be substituted for the four year experi-
ence requirement. 

(c) The train control inspector shall 
demonstrate the following specific 
qualifications: 

(1) A comprehensive knowledge of the 
various train control systems used on 
board locomotives, locomotive air 
brake systems and test and inspection 
procedures; 

(2) The ability to understand and de-
tect deviations from: 

(i) Train control maintenance stand-
ards accepted in the industry; and 

(ii) Subpart E of the Rules, Standards 
and Instructions for Railroad Signal 
Systems (49 CFR part 236); 

(3) Knowledge of operating practices 
and train control systems sufficient to 
understand the safety significance of 
deviations and combinations of devi-
ations; and 

(4) Specialized knowledge of the re-
quirements of subpart E of the Rules, 
Standards and Instructions for Rail-
road Signal Systems, including the re-
medial action required to bring train 
control systems used on board loco-
motives into compliance with the 
standards. 

§ 212.211 Apprentice signal and train 
control inspector. 

(a) The apprentice signal and train 
control inspector must be enrolled in a 
program of training prescribed by the 
Associate Administrator leading to 
qualification as a signal and train con-
trol inspector. The apprentice inspec-
tor may not participate in the inves-
tigative and surveillance activities, ex-
cept as an assistant to a qualified 
State or FRA inspector while accom-
panying that qualified inspector. 

(b) Prior to being enrolled in the pro-
gram the apprentice inspector shall 
demonstrate: 

(1) Working knowledge of basic elec-
tricity and the ability to use electrical 
test equipment in direct current and 
alternating current circuits; and 
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(2) A basic knowledge of signal and 
train control inspection and mainte-
nance methods and procedures. 

§ 212.213 Motive power and equipment 
(MP&E) inspector. 

(a) The MP&E inspector is required, 
at a minimum, to be able to conduct 
independent inspections of railroad 
equipment for the purpose of deter-
mining compliance with all sections of 
the Freight Car Safety Standards (49 
CFR part 215), Safety Glazing Stand-
ards (49 CFR part 223), Locomotive 
Safety Standards (49 CFR part 229), 
Safety Appliance Standards (49 CFR 
part 231), and Power Brake Standards 
(49 CFR part 232), to make reports of 
those inspections and to recommend 
the institution of enforcement actions 
when appropriate to promote compli-
ance. 

(b) The MP&E inspector is required, 
at a minimum, to have at least four 
years of recent experience in the con-
struction or maintenance of railroad 
rolling equipment. A bachelor’s degree 
in engineering or a related technical 
specialization may be substituted for 
two of the four years of this experience 
requirement and successful completion 
of the apprentice training program 
may be substituted for the four year 
experience requirement. 

(c) The MP&E inspector shall dem-
onstrate the following qualifications: 

(1) A comprehensive knowledge of 
construction, testing, inspecting and 
repair of railroad freight cars, pas-
senger cars, locomotives and air 
brakes; 

(2) The ability to understand and de-
tect deviations from: 

(i) Railroad equipment maintenance 
standards accepted in the industry; and 

(ii) The Freight Car Safety Stand-
ards, Safety Glazing Standards, Loco-
motive Safety Standards, Safety Appli-
ance Standards and Power Brake 
Standards. 

(3) The knowledge of railroad oper-
ating procedures associated with the 
operation of freight cars, passenger 
cars, locomotives and air brakes suffi-
cient to understand the safety signifi-
cance of deviations and combinations 
of deviations; and 

(4) Specialized knowledge of proper 
remedial action to be taken in order to 

bring defective freight cars, passenger 
cars, locomotives, and air brakes into 
compliance with applicable Federal 
standards. 

§ 212.215 Locomotive inspector. 

(a) The locomotive inspector is re-
quired, at a minimum, to be able to 
conduct independent inspections of lo-
comotives and air brake systems for 
the purpose of determining compliance 
with applicable sections of the Safety 
Glazing Standards (49 CFR part 223), 
Locomotive Safety Standards (49 CFR 
part 229), Safety Appliance Standards 
(49 CFR part 231) and Power Brake 
Standards (49 CFR part 232), to make 
reports of those inspections and to rec-
ommend the institution of enforcement 
actions when appropriate to promote 
compliance. 

(b) The locomotive inspector is re-
quired, at a minimum, to have at least 
four years of experience in locomotive 
construction or maintenance. A bach-
elor’s degree in mechanical engineering 
or a related technical specialization 
may be substituted for two of the four 
years of this experience requirement 
and successful completion of the ap-
prentice training program may be sub-
stituted for the four year experience 
requirement. 

(c) The locomotive inspector shall 
demonstrate the following specific 
qualifications: 

(1) A comprehensive knowledge of 
construction, testing, inspecting and 
repair of locomotive and air brakes; 

(2) The ability to understand and de-
tect deviations from: 

(i) Railroad equipment maintenance 
standards accepted in the industry; and 

(ii) Safety Glazing Standards, Loco-
motive Safety Standards, Safety Appli-
ance Standards and Power Brake 
Standards; 

(3) The knowledge of railroad oper-
ating procedures associated with the 
operation of locomotives and air 
brakes sufficient to understand the 
safety significance of deviations and 
combinations of deviations; and 

(4) Specialized knowledge of proper 
remedial action to be taken in order to 
bring defective locomotives, and air 
brakes into compliance with applicable 
Federal standards. 
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§ 212.217 Car inspector. 
(a) The car inspector is required, at a 

minimum, to be able to conduct inde-
pendent inspections of railroad rolling 
stock for the purpose of determining 
compliance with all sections of the 
Freight Car Safety Standards (49 CFR 
part 215), Safety Glazing Standards (49 
CFR part 223), Safety Appliance Stand-
ards (49 CFR part 231) and Power Brake 
Standards (49 CFR part 232), to make 
reports of those inspections and to rec-
ommend the institution of enforcement 
actions when appropriate to promote 
compliance. 

(b) The car inspector is required, at a 
minimum, to have at least two years of 
recent experience in freight car or pas-
senger car construction, maintenance 
or inspection. Successful completion of 
the apprentice training program may 
be substituted for this two year experi-
ence requirement. 

(c) The car inspector shall dem-
onstrate the following specific quali-
fications: 

(1) A comprehensive knowledge of the 
construction and testing of freight and 
passenger cars and air brakes; 

(2) The ability to understand and de-
tect deviations from: 

(i) Railroad freight and passenger car 
maintenance standards accepted in the 
industry; and 

(ii) The Freight Car Safety Standards 
(49 CFR part 215), Safety Glazing 
Standards (49 CFR part 223), Safety Ap-
pliance Standards (49 CFR part 231) and 
Power Brake Standards (49 CFR part 
232); 

(3) The knowledge of railroad oper-
ating procedures associated with the 
operation of freight and passenger cars 
and air brakes sufficient to understand 
the safety significance of deviations 
and combinations of deviations; and 

(4) Specialized knowledge of proper 
remedial action to be taken in order to 
bring defective freight and passenger 
car equipment and air brakes into com-
pliance with applicable Federal stand-
ards. 

§ 212.219 Apprentice MP&E inspector. 
(a) The apprentice MP&E inspector 

must be enrolled in a program of train-
ing prescribed by the Associate Admin-
istrator leading to qualification as an 
MP&E inspector. The apprentice may 

not participate in investigative and 
surveillance activities, except as an as-
sistant to a qualified State or FRA in-
spector while accompanying that quali-
fied inspector. 

(b) An apprentice MP&E inspector 
shall demonstrate basic knowledge of 
railroad equipment and air brake in-
spection, testing and maintenance, 
prior to being enrolled in the program. 

§ 212.221 Operating practices inspec-
tor. 

(a) The operating practices inspector 
is required, at a minimum, to be able 
to conduct independent inspections for 
the purpose of determining compliance 
with all sections of the Federal oper-
ating practice regulations (49 CFR 
parts 217, 218, 219, 220, 221, 225 and 228) 
and the Hours of Service Act (45 U.S.C. 
61–64b), to make reports of those in-
spections, and to recommend the insti-
tution of enforcement actions when ap-
propriate to promote compliance. 

(b) The operating practices inspector 
is required at a minimum to have at 
least four years of recent experience in 
developing or administering railroad 
operating rules. Successful completion 
of the apprentice training program 
may be substituted for this four year 
experience requirement. 

(c) The operating practices inspector 
shall demonstrate the following spe-
cific qualifications: 

(1) A comprehensive knowledge of 
railroad operating practices, railroad 
operating rules, duties of railroad em-
ployees, and general railroad nomen-
clature; 

(2) The ability to understand and de-
tect deviations from: 

(i) Railroad operating rules accepted 
in the industry; and 

(ii) Federal operating practice regu-
lations; 

(3) Knowledge of operating practices 
and rules sufficient to understand the 
safety significance of deviations; and 

(4) Specialized knowledge of the re-
quirements of the Federal operating 
practices regulations listed in para-
graph (a) of this section, including the 
remedial action required to bring rail-
road operations into compliance with 
the regulations. 

[47 FR 41051, Sept. 16, 1982, as amended at 50 
FR 31578, Aug. 2, 1985] 
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§ 212.223 Operating practices compli-
ance inspector. 

(a) The operating practices compli-
ance inspector is required, at a min-
imum, to be able to conduct inde-
pendent inspections for the purpose of 
determining compliance with the re-
quirements of the following: 

(1) Operating Rules—blue flag (49 
CFR part 218); 

(2) Control of Alcohol and Drug Use 
(49 CFR part 219); 

(3) Rear End Marking Device Regula-
tions (49 CFR part 221); 

(4) Railroad accidents/incidents: re-
ports classification and investigations 
(49 CFR part 225); and 

(5) Hours of Service Act (45 U.S.C. 61– 
64b) and implementing regulations (49 
CFR part 228); to make reports of those 
inspections and to recommend the in-
stitution of enforcement actions when 
appropriate to promote compliance. 

(b) The operating practices compli-
ance inspector is required, at a min-
imum, to have at least two years of re-
cent experience in developing or ad-
ministering railroad operating rules. 
Successful completion of the appren-
tice training program may be sub-
stituted for the two year experience re-
quirement. 

(c) The compliance inspector shall 
demonstrate the following specific 
qualifications. 

(1) A basic knowledge of railroad op-
erations, duties of railroad employees 
and general railroad safety as it relates 
to the protection of railroad employ-
ees; 

(2) A basic knowledge of railroad 
rules and practices; 

(3) The ability to understand and de-
tect deviations from the requirements 
cited in paragraph (a) of this section; 
and 

(4) Specialized knowledge of the re-
quirements of the Federal operating 
practices regulations listed in para-
graph (a) of this section, including the 
remedial action required to bring de-
fective conditions into compliance 
with the applicable Federal standards. 

[47 FR 41051, Sept. 16, 1982, as amended at 50 
FR 31578, Aug. 2, 1985] 

§ 212.225 Apprentice operating prac-
tices inspector. 

(a) The apprentice operating prac-
tices inspector must be enrolled in a 
program of training prescribed by the 
Associate Administrator leading to 
qualification as an inspector. The ap-
prentice inspector may not participate 
in investigative and surveillance ac-
tivities, except as an assistant to a 
qualified State or FRA inspector while 
accompanying that qualified inspector. 

(b) An apprentice operating practices 
inspector shall demonstrate basic 
knowledge of railroad operating prac-
tices, railroad operating rules and gen-
eral duties of railroad employees prior 
to being enrolled in the program. 

§ 212.227 Hazardous materials inspec-
tor. 

(a) The hazardous materials inspec-
tor is required, at a minimum, to be 
able to conduct independent inspec-
tions to determine compliance with all 
pertinent sections of the Federal haz-
ardous materials regulations (49 CFR 
parts 171 through 174, and 179), to make 
reports of those inspections and find-
ings, and to recommend the institution 
of enforcement actions when appro-
priate to promote compliance. 

(b) The hazardous materials inspec-
tor is required, at a minimum, to have 
at least two years of recent experience 
in developing, administering, or per-
forming managerial functions related 
to compliance with the hazardous ma-
terials regulations; four years of recent 
experience in performing functions re-
lated to compliance with the hazardous 
materials regulations; or a bachelor’s 
degree in a related technical specializa-
tion. Successful completion of the ap-
prentice training program may be sub-
stituted for this requirement. 

(c) The hazardous materials inspector 
shall demonstrate the following spe-
cific qualifications: 

(1) A comprehensive knowledge of the 
transportation and operating proce-
dures employed in the railroad, ship-
ping, or manufacturing industries asso-
ciated with the transportation of haz-
ardous materials; 

(2) Knowledge and ability to under-
stand and detect deviations from the 
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Department of Transportation’s Haz-
ardous Materials Regulations, includ-
ing Federal requirements and industry 
standards for the manufacturing of 
bulk packaging used in the transpor-
tation of hazardous materials by rail-
road; 

(3) Knowledge of the physical and 
chemical properties and chemical haz-
ards associated with hazardous mate-
rials that are transported by railroad; 

(4) Knowledge of the proper remedial 
actions required to bring railroad, ship-
per, and/or manufacturing facilities 
into compliance with the Federal regu-
lations; and 

(5) Knowledge of the proper remedial 
actions required when a hazardous ma-
terials transportation accident or inci-
dent occurs. 

[57 FR 28115, June 24, 1992] 

§ 212.229 Apprentice hazardous mate-
rials inspector. 

(a) The apprentice hazardous mate-
rials inspector must be enrolled in a 
program of training prescribed by the 
Associate Administrator for Safety 
leading to qualification as a hazardous 
materials inspector. The apprentice 
may not participate in investigative 
and surveillance activities, except as 
an assistant to a qualified State or 
FRA inspector while accompanying 
that qualified inspector. 

(b) An apprentice hazardous mate-
rials inspector shall demonstrate a 
basic knowledge of the chemical haz-
ards associated with hazardous mate-
rials that are transported by railroad, 
including requirements such as ship-
ping papers, marking, labeling, 
placarding, and the manufacturing and 
maintenance of packagings associated 
with these shipments. 

[57 FR 28116, June 24, 1992] 

§ 212.231 Highway-rail grade crossing 
inspector. 

(a) The highway-rail grade crossing 
inspector is required, at a minimum, to 
be able to conduct independent inspec-
tions of all types of highway-rail grade 
crossing warning systems for the pur-
pose of determining compliance with 
Grade Crossing Signal System Safety 
Rules (49 CFR part 234), to make re-
ports of those inspections, and to rec-

ommend institution of enforcement ac-
tions when appropriate to promote 
compliance. 

(b) The highway-rail grade crossing 
inspector is required, at a minimum, to 
have at least four years of recent expe-
rience in highway-rail grade crossing 
construction or maintenance. A bach-
elor’s degree in engineering or a re-
lated technical specialization may be 
substituted for two of the four years of 
this experience requirement. Success-
ful completion of an apprentice train-
ing program under § 212.233 may be sub-
stituted for the four years of this expe-
rience requirement. 

(c) The highway-rail grade crossing 
inspector shall demonstrate the fol-
lowing specific qualifications: 

(1) A comprehensive knowledge of 
highway-rail grade crossing nomen-
clature, inspection techniques, mainte-
nance requirements, and methods; 

(2) The ability to understand and de-
tect deviations from: 

(i) Grade crossing signal system 
maintenance, inspection and testing 
standards accepted in the industry; and 

(ii) The Grade Crossing Signal Sys-
tem Safety Rules (49 CFR part 234); 

(3) Knowledge of operating practices 
and highway-rail grade crossing sys-
tems sufficient to understand the safe-
ty significance of deviations and com-
binations of deviations from 
§ 212.231(c)(2) (i) and (ii); 

(4) Specialized knowledge of the re-
quirements of the Grade Crossing Sig-
nal System Safety Rules (49 CFR part 
234), including the remedial action re-
quired to bring highway-rail grade 
crossing signal systems into compli-
ance with those Rules; 

(5) Specialized knowledge of high-
way-rail grade crossing standards con-
tained in the Manual on Uniform Traf-
fic Control Devices; and 

(6) Knowledge of railroad signal sys-
tems sufficient to ensure that highway- 
rail grade crossing warning systems 
and inspections of those systems do not 
adversely affect the safety of railroad 
signal systems. 

(d) A State signal and train control 
inspector qualified under this part and 
who has demonstrated the ability to 
understand and detect deviations from 
the Grade Crossing Signal System 
Safety Rules (49 CFR part 234) is 
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deemed to meet all requirements of 
this section and is qualified to conduct 
independent inspections of all types of 
highway-rail grade crossing warning 
systems for the purpose of determining 
compliance with Grade Crossing Signal 
System Safety Rules (49 CFR part 234), 
to make reports of those inspections, 
and to recommend institution of en-
forcement actions when appropriate to 
promote compliance. 

[59 FR 50104, Sept. 30, 1994] 

§ 212.233 Apprentice highway-rail 
grade crossing inspector. 

(a) An apprentice highway-rail grade 
crossing inspector shall be enrolled in a 
program of training prescribed by the 
Associate Administrator for Safety 
leading to qualification as a highway- 
rail grade crossing inspector. The ap-
prentice inspector may not participate 
in investigative and surveillance ac-
tivities, except as an assistant to a 
qualified State or FRA inspector while 
accompanying that qualified inspector. 

(b) Prior to being enrolled in the pro-
gram the apprentice inspector shall 
demonstrate: 

(1) Working basic knowledge of elec-
tricity; 

(2) The ability to use electrical test 
equipment in direct current and alter-
nating current circuits; and 

(3) A basic knowledge of highway-rail 
grade crossing inspection and mainte-
nance methods and procedures. 

[59 FR 50104, Sept. 30, 1994] 

§ 212.235 Inapplicable qualification re-
quirements. 

The Associate Administrator may de-
termine that a specific requirement of 
this subpart is inapplicable to an iden-
tified position created by a State agen-
cy if it is not relevant to the actual du-
ties of the position. The determination 
is made in writing. 

[47 FR 41051, Sept. 16, 1982. Redesignated at 
57 FR 28115, June 24, 1992. Further redesig-
nated at 59 FR 50104, Sept. 30, 1994] 

PART 213—TRACK SAFETY 
STANDARDS 

Subpart A—General 

Sec. 
213.1 Scope of part. 
213.3 Application. 
213.4 Excepted track. 
213.5 Responsibility for compliance. 
213.7 Designation of qualified persons to su-

pervise certain renewals and inspect 
track. 

213.9 Classes of track: operating speed lim-
its. 

213.11 Restoration or renewal of track under 
traffic conditions. 

213.13 Measuring track not under load. 
213.14 Application of requirements to 

curved track. 
213.15 Penalties. 
213.17 Waivers. 
213.19 Information collection. 

Subpart B—Roadbed 

213.31 Scope. 
213.33 Drainage. 
213.37 Vegetation. 

Subpart C—Track Geometry 

213.51 Scope. 
213.53 Gage. 
213.55 Track alinement. 
213.57 Curves; elevation and speed limita-

tions. 
213.59 Elevation of curved track; runoff. 
213.63 Track surface. 
213.65 Combined track alinement and sur-

face deviations. 

Subpart D—Track Structure 

213.101 Scope. 
213.103 Ballast; general. 
213.109 Crossties. 
213.110 Gage restraint measurement sys-

tems. 
213.113 Defective rails. 
213.115 Rail end mismatch. 
213.118 Continuous welded rail (CWR); plan 

review and approval. 
213.119 Continuous welded rail (CWR); plan 

contents. 
213.121 Rail joints. 
213.122 Torch cut rail. 
213.123 Tie plates. 
213.127 Rail fastening systems. 
213.133 Turnouts and track crossings gen-

erally. 
213.135 Switches. 
213.137 Frogs. 
213.139 Spring rail frogs. 
213.141 Self-guarded frogs. 
213.143 Frog guard rails and guard faces; 

gage. 
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