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§ 213.311 Measuring track not under 
load. 

When unloaded track is measured to 
determine compliance with require-
ments of this subpart, evidence of rail 
movement, if any, that occurs while 
the track is loaded shall be added to 
the measurements of the unloaded 
track. 

§ 213.313 Application of requirements 
to curved track. 

Unless otherwise provided in this 
part, requirements specified for curved 
track apply only to track having a cur-
vature greater than 0.25 degree. 

[78 FR 16104, Mar. 13, 2013] 

§ 213.317 Waivers. 

(a) Any owner of track to which this 
subpart applies may petition the Fed-
eral Railroad Administrator for a waiv-
er from any or all requirements pre-
scribed in this subpart. 

(b) Each petition for a waiver under 
this section shall be filed in the man-
ner and contain the information re-
quired by §§ 211.7 and 211.9 of this chap-
ter. 

(c) If the Administrator finds that a 
waiver is in the public interest and is 
consistent with railroad safety, the Ad-
ministrator may grant the waiver sub-
ject to any conditions the Adminis-
trator deems necessary. Where a waiv-
er is granted, the Administrator pub-

lishes a notice containing the reasons 
for granting the waiver. 

§ 213.319 Drainage. 
Each drainage or other water car-

rying facility under or immediately ad-
jacent to the roadbed shall be main-
tained and kept free of obstruction, to 
accommodate expected water flow for 
the area concerned. 

§ 213.321 Vegetation. 
Vegetation on railroad property 

which is on or immediately adjacent to 
roadbed shall be controlled so that it 
does not— 

(a) Become a fire hazard to track-car-
rying structures; 

(b) Obstruct visibility of railroad 
signs and signals: 

(1) Along the right of way, and 
(2) At highway-rail crossings; 
(c) Interfere with railroad employees 

performing normal trackside duties; 
(d) Prevent proper functioning of sig-

nal and communication lines; or 
(e) Prevent railroad employees from 

visually inspecting moving equipment 
from their normal duty stations. 

§ 213.323 Track gage. 
(a) Gage is measured between the 

heads of the rails at right-angles to the 
rails in a plane five-eighths of an inch 
below the top of the rail head. 

(b) Gage shall be within the limits 
prescribed in the following table: 

Class of track 
The gage 
must be at 
least— 

But not more 
than— 

The change of 
gage within 31 
feet must not 
be greater 
than— 

Class 6 track ..................................................................................................... 4′8″ 4′91⁄4″ 3⁄4″ 
Class 7 track ..................................................................................................... 4′8″ 4′91⁄4″ 1⁄2″ 
Class 8 track ..................................................................................................... 4′8″ 4′91⁄4″ 1⁄2″ 
Class 9 track ..................................................................................................... 4′81⁄4″ 4′91⁄4″ 1⁄2″ 

[63 FR 34029, June 22, 1998, as amended at 78 
FR 16104, Mar. 13, 2013] 

§ 213.327 Track alinement. 

(a) Uniformity at any point along the 
track is established by averaging the 
measured mid-chord offset values for 
nine consecutive points that are cen-
tered around that point and spaced ac-
cording to the following table: 

Chord length Spacing 

31′ .................................................................. 7′9″ 
62′ .................................................................. 15′6″ 
124′ ................................................................ 31′0″ 

(b) Except as provided in paragraph 
(c) of this section, a single alinement 
deviation from uniformity may not be 
more than the amount prescribed in 
the following table: 
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