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49 CFR Ch. II (10–1–13 Edition) § 229.31 

(3) At its option, a railroad may frag-
ment the work required by this sec-
tion. In that event, a separate record 
shall be maintained under a trans-
parent cover in the cab. The air record 
shall include: the locomotive number; 
a list of the air brake components; and 
the date and place of the inspection 
and testing of each component. The 
signature of the person performing the 
work and the signature of that person’s 
supervisor shall be included for each 
component. A duplicate record shall be 
maintained in the railroad’s files. 

[77 FR 21345, Apr. 9, 2012, as amended at 77 
FR 75057, Dec. 19, 2012] 

§ 229.31 Main reservoir tests. 
(a) Before it is placed in service, each 

main reservoir other than an alu-
minum reservoir shall be subjected to a 
pneumatic or hydrostatic pressure of 
at least 25 percent more than the max-
imum working pressure fixed by the 
chief mechanical officer. The test date, 
place, and pressure shall be recorded on 
Form FRA F 6180–49A, block eighteen. 
Except as provided in paragraph (c) of 
this section, at intervals that do not 
exceed 736 calendar days, each main 
reservoir other than an aluminum res-
ervoir shall be subjected to a hydro-
static pressure of at least 25 percent 
more than the maximum working pres-
sure fixed by the chief mechanical offi-
cer. The test date, place, and pressure 
shall be recorded on Form FRA F 6180– 
49A, and the person performing the test 
and that person’s supervisor shall sign 
the form. 

(b) Except as provided in paragraph 
(c) of this section, each main reservoir 
other than an aluminum reservoir shall 
be hammer tested over its entire sur-
face while the reservoir is empty at in-
tervals that do not exceed 736 calendar 
days. The test date and place shall be 
recorded on Form FRA F 6180–49A, and 
the person performing the test and 
that person’s supervisor shall sign the 
form. 

(c) Each welded main reservoir origi-
nally constructed to withstand at least 
five times the maximum working pres-
sure fixed by the chief mechanical offi-
cer may be drilled over its entire sur-
face with telltale holes that are three- 
sixteenths of an inch in diameter. The 
holes shall be spaced not more than 12 

inches apart, measured both longitu-
dinally and circumferentially, and 
drilled from the outer surface to an ex-
treme depth determined by the for-
mula— 
D = (.6PR/S–0.6P) 

Where: 
D = extreme depth of telltale holes in inches 

but in no case less than one-sixteenth 
inch; 

P = certified working pressure in pounds per 
square inch; 

S = one-fifth of the minimum specified ten-
sile strength of the material in pounds 
per square inch; and 

R = inside radius of the reservoir in inches. 

One row of holes shall be drilled 
lengthwise of the reservoir on a line 
intersecting the drain opening. A res-
ervoir so drilled does not have to meet 
the requirements of paragraphs (a) and 
(b) of this section, except the require-
ment for a pneumatic or hydrostatic 
test before it is placed in use. When-
ever any such telltale hole shall have 
penetrated the interior of any res-
ervoir, the reservoir shall be perma-
nently withdrawn from service. A res-
ervoir now in use may be drilled in lieu 
of the tests provided for by paragraphs 
(a) and (b) of this section, but shall re-
ceive a hydrostatic test before it is re-
turned to use or may receive a pneu-
matic test if conducted by the manu-
facturer in an appropriately safe envi-
ronment. 

(d) Each aluminum main reservoir 
before being placed in use and at inter-
vals that do not exceed 736 calendar 
days thereafter, shall be— 

(1) Cleaned and given a thorough vis-
ual inspection of all internal and exter-
nal surfaces for evidence of defects or 
deterioration; and 

(2) Subjected to a hydrostatic pres-
sure at least twice the maximum work-
ing pressure fixed by the chief mechan-
ical officer, but not less than 250 p.s.i. 
The test date, place, and pressure shall 
be recorded on Form FRA F 6180–49A, 
and the person conducting the test and 
that person’s supervisor shall sign the 
form. 

[45 FR 21109, Mar. 31, 1980, as amended at 71 
FR 61857, Oct. 19, 2006] 

§ 229.33 Out-of-use credit. 
When a locomotive is out of use for 30 

or more consecutive days or is out of 
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