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Federal Motor Carrier Safety Administration, DOT § 385.405 

Safety permit means a document 
issued by FMCSA that contains a per-
mit number and confers authority to 
transport in commerce the hazardous 
materials listed in § 385.403. 

Shipment means the offering or load-
ing of hazardous materials at one load-
ing facility using one transport vehi-
cle, or the transport of that transport 
vehicle. 

§ 385.403 Who must hold a safety per-
mit? 

After the date following January 1, 
2005, that a motor carrier is required to 
file a Motor Carrier Identification Re-
port Form (MCS–150) according to the 
schedule set forth in § 390.19(a) of this 
chapter, the motor carrier may not 
transport in interstate or intrastate 
commerce any of the following haz-
ardous materials, in the quantity indi-
cated for each, unless the motor carrier 
holds a safety permit: 

(a) A highway route-controlled quan-
tity of a Class 7 (radioactive) material, 
as defined in § 173.403 of this title; 

(b) More than 25 kg (55 pounds) of a 
Division 1.1, 1.2, or 1.3 (explosive) mate-
rial or an amount of a Division 1.5 (ex-
plosive) material requiring placarding 
under part 172 of this title; 

(c) More than one liter (1.08 quarts) 
per package of a ‘‘material poisonous 
by inhalation,’’ as defined in § 171.8 of 
this title, that meets the criteria for 
‘‘hazard zone A,’’ as specified in 
§ 173.116(a) or § 173.133(a) of this title; 

(d) A ‘‘material poisonous by inhala-
tion,’’ in a ‘‘bulk packaging,’’ both as 
defined in § 171.8 of this title, that 
meets the criteria for ‘‘hazard zone B,’’ 
as specified in § 173.116(a) or § 173.133(a); 

(e) A ‘‘material poisonous by inhala-
tion,’’ as defined in § 171.8 of this title, 
that meets the criteria for ‘‘hazard 
zone C,’’ or ‘‘hazard zone D,’’ as speci-
fied in § 173.116(a) of this title, in a 
packaging having a capacity equal to 
or greater than 13,248 L (3,500) gallons; 
or 

(f) A shipment of compressed or re-
frigerated liquefied methane or lique-
fied natural gas, or other liquefied gas 
with a methane content of at least 85 
percent, in a bulk packaging having a 

capacity equal to or greater than 13,248 
L (3,500 gallons). 

[69 FR 39367, June 30, 2004, as amended at 77 
FR 59826, Oct. 1, 2012] 

§ 385.405 How does a motor carrier 
apply for a safety permit? 

(a) Application form(s). (1) To apply 
for a new safety permit or renewal of 
the safety permit, a motor carrier 
must complete and submit Form MCS- 
150B, Combined Motor Carrier Identi-
fication Report and HM Permit Appli-
cation. 

(2) The Form MCS-150B will also sat-
isfy the requirements for obtaining and 
renewing a USDOT Number; there is no 
need to complete Form MCS-150, Motor 
Carrier Identification Report. 

(b) Where to get forms and instructions. 
The forms listed in paragraph (a) of 
this section, and instructions for com-
pleting the forms, may be obtained on 
the Internet at http:// 
www.fmcsa.dot.gov, or by contacting 
FMCSA at Federal Motor Carrier Safe-
ty Administration, Office of Informa-
tion Technology (MC–RI), 1200 New Jer-
sey Ave., SE., Washington, DC 20590– 
0001, Telephone: 1-800-832-5660. 

(c) Registration with the Pipeline and 
Hazardous Materials Safety Administra-
tion (PHMSA). The motor carrier must 
be registered with PHMSA in accord-
ance with part 107, subpart G of this 
title. 

(d) Updating information on Form 
MCS–150B. A motor carrier holding a 
safety permit must report to FMCSA 
any change in the information on its 
Form MCS–150B within 30 days of the 
change. The motor carrier must use 
Form MCS–150B to report the new in-
formation (contact information in 
paragraph (b) of this section). 

[69 FR 39367, June 30, 2004, as amended at 72 
FR 55701, Oct. 1, 2007; 73 FR 76491, Dec. 16. 
2008; 77 FR 59826, Oct. 1, 2012] 

EFFECTIVE DATE NOTE: At 78 FR 52649, Aug. 
23, 2013, § 385.405 was revised, effective Aug. 
23, 2015. For the convenience of the user, the 
revised text is set forth as follows: 

§ 385.405 How does a motor carrier apply 
for a safety permit? 

(a) Application form. (1) To apply for a new 
safety permit or renewal of the safety per-
mit, a motor carrier must complete and sub-
mit Form MCSA–1—FMCSA Registration/Up-
date (USDOT Number—Operating Authority 
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Application) and meet the requirements 
under 49 CFR part 390, subpart E. 

(2) The Form MCSA–1 also will also satisfy 
the requirements for obtaining and renewing 
a USDOT Number. 

(b) Where to get forms and instructions. Form 
MCSA–1 is an electronic application and is 
available, including complete instructions, 
from the FMCSA Web site at http:// 
www.fmcsa.dot.gov (Keyword ‘‘MCSA–1’’). 

(c) Signature and certification. An official of 
the motor carrier must sign and certify that 
the information is correct on each form the 
motor carrier submits. 

(d) Updating information. A motor carrier 
holding a safety permit must report to 
FMCSA any change in the information on its 
Form MCSA–1 within 30 days of the change. 
The motor carrier must use Form MCSA–1 to 
report the new information. 

§ 385.407 What conditions must a 
motor carrier satisfy for FMCSA to 
issue a safety permit? 

(a) Motor carrier safety performance. 
(1) The motor carrier must have a 
‘‘Satisfactory’’ safety rating assigned 
by either FMCSA, pursuant to the 
Safety Fitness Procedures of this part, 
or the State in which the motor carrier 
has its principal place of business, if 
the State has adopted and implemented 
safety fitness procedures that are 
equivalent to the procedures in subpart 
A of this part; and 

(2) FMCSA will not issue a safety 
permit to a motor carrier that: 

(i) Does not certify that it has a sat-
isfactory security program as required 
in § 385.407(b); 

(ii) Has a crash rate in the top 30 per-
cent of the national average as indi-
cated in the FMCSA Motor Carrier 
Management Information System 
(MCMIS); or 

(iii) Has a driver, vehicle, hazardous 
materials, or total out-of-service rate 
in the top 30 percent of the national av-
erage as indicated in the MCMIS. 

(b) Satisfactory security program. The 
motor carrier must certify that it has 
a satisfactory security program, in-
cluding: 

(1) A security plan meeting the re-
quirements of part 172, subpart I of this 
title, and addressing how the carrier 
will ensure the security of the written 
route plan required by this part; 

(2) A communications plan that al-
lows for contact between the commer-
cial motor vehicle operator and the 

motor carrier to meet the periodic con-
tact requirements in § 385.415(c)(1); and 

(3) Successful completion by all 
hazmat employees of the security 
training required in § 172.704(a)(4) and 
(a)(5) of this title. 

(c) Registration with the Pipeline and 
Hazardous Materials Safety Administra-
tion (PHMSA). The motor carrier must 
be registered with the PHMSA in ac-
cordance with part 107, subpart G of 
this title. 

[69 FR 39367, June 30, 2004, as amended at 75 
FR 17241, Apr. 5, 2010; 77 FR 28450, May 14, 
2012; 78 FR 58481, Sept. 24, 2013] 

§ 385.409 When may a temporary safe-
ty permit be issued to a motor car-
rier? 

(a) Temporary safety permit. If a motor 
carrier does not meet the criteria in 
§ 385.407(a), FMCSA may issue it a tem-
porary safety permit. To obtain a tem-
porary safety permit a motor carrier 
must certify on Form MCS–150B that it 
is operating in full compliance with 
the HMRs; with the FMCSRs, and/or 
comparable State regulations, which-
ever is applicable; and with the min-
imum financial responsibility require-
ments in part 387 of this chapter or in 
State regulations, whichever is appli-
cable. 

(b) FMCSA will not issue a tem-
porary safety permit to a motor carrier 
that: 

(1) Does not certify that it has a sat-
isfactory security program as required 
in § 385.407(b); 

(2) Has a crash rate in the top 30 per-
cent of the national average as indi-
cated in the FMCSA’s MCMIS; or 

(3) Has a driver, vehicle, hazardous 
materials, or total out-of-service rate 
in the top 30 percent of the national av-
erage as indicated in the MCMIS. 

(c) A temporary safety permit shall 
be valid for 180 days after the date of 
issuance or until the motor carrier is 
assigned a new safety rating, which-
ever occurs first. 

(1) A motor carrier that receives a 
Satisfactory safety rating will be 
issued a safety permit (see § 385.421). 

(2) A motor carrier that receives a 
less than Satisfactory safety rating is 
ineligible for a safety permit and will 
be subject to revocation of its tem-
porary safety permit. 
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