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(c) A primary enclosure used to 
transport sloths, bats, or flying lemurs 
shall be large enough to ensure that 
each animal has sufficient space to 
move freely and in a normal manner 
and shall have a wide perch, bar, or 
mesh of suitable strength fitted under 
the top of the enclosure and spaced 
from it in such a way that the animals 
may hang from it freely in a natural 
position. 

SPECIFICATIONS FOR OTHER 
TERRESTRIAL MAMMALS 

§ 14.161 Primary enclosures. 
(a) Except as provided in § 14.106(j), 

ventilation openings must be located 
on at least two walls of a primary en-
closure. When the required ventilation 
openings are located on two opposite 
walls of the primary enclosure, these 
ventilation openings shall comprise at 
least 16 percent of the total surface 
area of each ventilated wall. When 
openings are located on all four walls 
of the enclosure, the openings shall 
comprise at least 8 percent of the total 
surface area of each wall. At least one- 
third of the minimum area required for 
ventilation shall be located on the 
lower one-half of the enclosure, and at 
least one-third of the total minimum 
area required for ventilation shall be 
located on the upper one-half of the en-
closure. 

(b) No more than one terrestrial 
mammal (other than rodents) shall be 
transported in a primary enclosure. 
However, a mother and her nursing 
young may be shipped in the same pri-
mary enclosure if the shipment com-
plies with the provisions of § 14.105(b). 

(c) More than one rodent may be 
transported in the same primary enclo-
sure if they are members of the same 
species and are maintained in compat-
ible groups. Rodents that are incom-
patible shall be transported in indi-
vidual primary enclosures that are 
stored and transported so they are vis-
ually separated. A female with young 
being transported for medical reasons 
shall not be placed in a primary enclo-
sure with other animals. The following 
chart specifies maximum densities 
minimum space for transporting ro-
dents that fall within the specified 
weight limitations. Max. No. refers to 

maximum number per primary enclo-
sure; Space/animal refers to minimum 
area of floor space per animals. Ro-
dents weighing more than 5,000 grams 
shall be transported in individual en-
closures. 

DENSITY GUIDELINES FOR RODENTS 

Max. 
No. 

Space/Animal Ht. of 
Box 

cm 2 in 2 cm in 

wt. in grams of rodent: 
220 or less .................... 20 194 30 15 6 
220–450 ........................ 12 388 60 20 8 
450–1000 ...................... 6 770 120 25 10 
1,000–5,000 .................. 2 2,310 360 30 12 

(d) A primary enclosure used to 
transport terrestrial mammals shall be 
large enough to ensure that each ani-
mal has sufficient space to turn around 
freely in a normal manner. The height 
of the primary enclosure shall provide 
adequate space for the animal to stand 
upright in a normal posture with space 
above its head. The length of the pri-
mary enclosure shall be great enough 
to enable the animal to lie in a full 
prone position. 

SPECIFICATIONS FOR BIRDS 

§ 14.171 Consignment to carrier. 
(a) A personally owned pet bird origi-

nally transported from the United 
States and being returned to this coun-
try with its original United States cer-
tificate of veterinary inspection within 
60 days of departure may be accepted 
by a carrier without a new veterinary 
examination. 

(b) No carrier shall accept for trans-
port to the United States any bird that 
was captured in the wild unless a quali-
fied veterinarian, authorized by the na-
tional government of the country from 
which the bird is being exported, cer-
tifies that the bird has been held in 
captivity for at least 14 days. 

§ 14.172 Primary enclosures. 
(a) A primary enclosure for birds 

shall have ventilation openings on two 
vertical sides that comprise at least 16 
percent of the surface area of each side 
and are positioned so as to decrease the 
likelihood of creating a draft. 

(b) Perches shall be provided for birds 
that rest by perching. The diameter of 
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