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(3) Bending test. (i) This test applies 
only to long, slender sources with a 
length of 10 cm (4 inches) or greater 
and a length to width ratio of 10 or 
greater; 

(ii) The specimen must be rigidly 
clamped in a horizontal position so 
that one half of its length protrudes 
from the face of the clamp; 

(iii) The orientation of the specimen 
must be such that the specimen will 
suffer maximum damage when its free 
end is struck by the flat face of a steel 
billet; 

(iv) The billet must strike the speci-
men so as to produce an impact equiva-
lent to that resulting from a free 
vertical drop of 1.4 kg (3 lbs) through 1 
m (40 in); and 

(v) The flat face of the billet must be 
25 mm (1 inch) in diameter with the 
edges rounded off to a radius of 3 mm 
±0.3 mm (.12 in ±0.012 in). 

(4) Heat test. The specimen must be 
heated in air to a temperature of not 
less than 800 °C (1475 °F), held at that 
temperature for a period of 10 minutes, 
and then allowed to cool. 

(c) Leaching assessment methods. (1) 
For indispersible solid material— 

(i) The specimen must be immersed 
for 7 days in water at ambient tem-
perature. The water must have a pH of 
6–8 and a maximum conductivity of 10 
micromho per centimeter at 20° (68 °F); 

(ii) The water with specimen must 
then be heated to a temperature of 50 
°C ±5 °C (122 °F ±9 °F) and maintained 
at this temperature for 4 hours. 

(iii) The activity of the water must 
then be determined; 

(iv) The specimen must then be 
stored for at least 7 days in still air of 
relative humidity not less than 90 per-
cent at 30 °C (86 °F); 

(v) The specimen must then be im-
mersed in water under the same condi-
tions as in paragraph (c)(1)(i) of this 
section, and the water with specimen 
must be heated to 50 °C ±5 °C (122 °F ±9 
°F) and maintained at that tempera-
ture for 4 hours; 

(vi) The activity of the water must 
then be determined. The sum of the ac-
tivities determined here and in para-
graph (c)(1)(iii) of this section must not 
exceed 2 kilobecquerels (kBq) (0.05 
microcurie (μCi)). 

(2) For encapsulated material— 

(i) The specimen must be immersed 
in water at ambient temperature. The 
water must have a pH of 6–8 and a max-
imum conductivity of 10 micromho per 
centimeter; 

(ii) The water and specimen must be 
heated to a temperature of 50 °C ±5 °C 
(122 °F ±9 °F) and maintained at this 
temperature for 4 hours; 

(iii) The activity of the water must 
then be determined; 

(iv) The specimen must then be 
stored for at least 7 days in still air at 
a temperature of 30 °C (86 °F) or great-
er; 

(v) The process in paragraph (c)(2)(i), 
(ii), and (iii) of this section must be re-
peated; and 

(vi) The activity of the water must 
then be determined. The sum of the ac-
tivities determined here and in para-
graph (c)(2)(iii) of this section must not 
exceed 2 kilobecquerels (kBq) (0.05 
microcurie (μCi)). 

(d) A specimen that comprises or 
simulates radioactive material con-
tained in a sealed capsule need not be 
subjected to— 

(1) The impact test and the percus-
sion test of this section, provided that 
the specimen is alternatively subjected 
to the Class 4 impact test prescribed in 
ISO 2919–1980(e), ‘‘Sealed Radioactive 
Sources Classification’’ (see § 71.75(a)(5) 
for statement of availability); and 

(2) The heat test of this section, pro-
vided the specimen is alternatively 
subjected to the Class 6 temperature 
test specified in the International Or-
ganization for Standardization docu-
ment ISO 2919–1980(e), ‘‘Sealed Radio-
active Sources Classification.’’ 

§ 71.77 Qualification of LSA-III Mate-
rial. 

(a) LSA-III material must meet the 
test requirements of paragraph (b) of 
this section. Any differences between 
the specimen to be tested and the ma-
terial to be transported must be taken 
into account in determining whether 
the test requirements have been met. 

(b) Leaching test. (1) The specimen, 
representing no less than the entire 
contents of the package, must be im-
mersed for 7 days in water at ambient 
temperature; 

(2) The volume of water to be used in 
the test must be sufficient to ensure 
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that at the end of the test period the 
free volume of the unabsorbed and 
unreacted water remaining will be at 
least 10% of the volume of the speci-
men itself; 

(3) The water must have an initial pH 
of 6–8 and a maximum conductivity 10 
micromho/cm at 20 °C (68 °F); and 

(4) The total activity of the free vol-
ume of water must be measured fol-
lowing the 7 day immersion test and 
must not exceed 0.1 A2. 

Subpart G—Operating Controls 
and Procedures 

§ 71.81 Applicability of operating con-
trols and procedures. 

A licensee subject to this part, who, 
under a general or specific license, 
transports licensed material or delivers 
licensed material to a carrier for trans-
port, shall comply with the require-
ments of this subpart G, with the qual-
ity assurance requirements of subpart 
H of this part, and with the general 
provisions of subpart A of this part. 

§ 71.83 Assumptions as to unknown 
properties. 

When the isotopic abundance, mass, 
concentration, degree of irradiation, 
degree of moderation, or other perti-
nent property of fissile material in any 
package is not known, the licensee 
shall package the fissile material as if 
the unknown properties have credible 
values that will cause the maximum 
neutron multiplication. 

§ 71.85 Preliminary determinations. 
Before the first use of any packaging 

for the shipment of licensed material— 
(a) The licensee shall ascertain that 

there are no cracks, pinholes, uncon-
trolled voids, or other defects that 
could significantly reduce the effec-
tiveness of the packaging; 

(b) Where the maximum normal oper-
ating pressure will exceed 35 kPa (5 lbf/ 
in2) gauge, the licensee shall test the 
containment system at an internal 
pressure at least 50 percent higher than 
the maximum normal operating pres-
sure, to verify the capability of that 
system to maintain its structural in-
tegrity at that pressure; and 

(c) The licensee shall conspicuously 
and durably mark the packaging with 

its model number, serial number, gross 
weight, and a package identification 
number assigned by NRC. Before apply-
ing the model number, the licensee 
shall determine that the packaging has 
been fabricated in accordance with the 
design approved by the Commission. 

§ 71.87 Routine determinations. 
Before each shipment of licensed ma-

terial, the licensee shall ensure that 
the package with its contents satisfies 
the applicable requirements of this 
part and of the license. The licensee 
shall determine that— 

(a) The package is proper for the con-
tents to be shipped; 

(b) The package is in unimpaired 
physical condition except for super-
ficial defects such as marks or dents; 

(c) Each closure device of the pack-
aging, including any required gasket, is 
properly installed and secured and free 
of defects; 

(d) Any system for containing liquid 
is adequately sealed and has adequate 
space or other specified provision for 
expansion of the liquid; 

(e) Any pressure relief device is oper-
able and set in accordance with written 
procedures; 

(f) The package has been loaded and 
closed in accordance with written pro-
cedures; 

(g) For fissile material, any moder-
ator or neutron absorber, if required, is 
present and in proper condition; 

(h) Any structural part of the pack-
age that could be used to lift or tie 
down the package during transport is 
rendered inoperable for that purpose, 
unless it satisfies the design require-
ments of § 71.45; 

(i) The level of non-fixed (removable) 
radioactive contamination on the ex-
ternal surfaces of each package offered 
for shipment is as low as reasonably 
achievable, and within the limits speci-
fied in DOT regulations in 49 CFR 
173.443; 

(j) External radiation levels around 
the package and around the vehicle, if 
applicable, will not exceed the limits 
specified in § 71.47 at any time during 
transportation; and 

(k) Accessible package surface tem-
peratures will not exceed the limits 
specified in § 71.43(g) at any time during 
transportation. 
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