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equipment, has the equipment on loan, or 
the equipment is provided by another party. 
Equipment shall be used in a manner which 
assures that measurement uncertainty is 
known and is consistent with the required 
measurement capability. 

6.2 Calibration and Certification. 
The party performing the tests must: 
(a) Identify the measurements to be made, 

the accuracy required (section 2.0) and select 
the appropriate measurement and test equip-
ment; 

(b) At prescribed intervals, or prior to use, 
identify, check and calibrate, if needed, all 
measuring and test equipment systems or de-
vices that affect test accuracy, against cer-
tified equipment having a known valid rela-
tionship to nationally recognized standards; 
where no such standards exist, the basis used 
for calibration must be documented; 

(c) Establish, document and maintain cali-
bration procedures, including details of 
equipment type, identification number, loca-
tion, frequency of checks, check method, ac-
ceptance criteria and action to be taken 
when results are unsatisfactory; 

(d) Ensure that the measuring and test 
equipment is capable of the accuracy and 
precision necessary, taking into account the 
voltage, current and power factor of the 
transformer under test; 

(e) Identify measuring and test equipment 
with a suitable indicator or approved identi-
fication record to show the calibration sta-
tus; 

(f) Maintain calibration records for meas-
uring and test equipment; 

(g) Assess and document the validity of 
previous test results when measuring and 
test equipment is found to be out of calibra-
tion; 

(h) Ensure that the environmental condi-
tions are suitable for the calibrations, meas-
urements and tests being carried out; 

(i) Ensure that the handling, preservation 
and storage of measuring and test equipment 
is such that the accuracy and fitness for use 
is maintained; and 

(j) Safeguard measuring and test facilities, 
including both test hardware and test soft-
ware, from adjustments which would invali-
date the calibration setting. 

[71 FR 24999, Apr. 27, 2006, as amended at 71 
FR 60662, Oct. 16, 2006] 

EFFECTIVE DATE NOTE: At 71 FR 24999, Apr. 
27, 2006, appendix A to subpart K of part 431 
was added, effective May 30, 2006, except for 
section 6.2(f) and section 6.2 (b) and (c) which 
contain information collection requirements 
and will not become effective until approval 
has been given by the Office of Management 
and Budget. 

Subpart L—Illuminated Exit Signs 

SOURCE: 70 FR 60417, Oct. 18, 2005, unless 
otherwise noted. 

§ 431.201 Purpose and scope. 
This subpart contains energy con-

servation requirements for illuminated 
exit signs, pursuant to Part B of Title 
III of the Energy Policy and Conserva-
tion Act, as amended, 42 U.S.C. 6291– 
6309. 

§ 431.202 Definitions concerning illu-
minated exit signs. 

Basic model means all units of a given 
type of covered product (or class there-
of) manufactured by one manufacturer, 
having the same primary energy 
source, and which have essentially 
identical electrical, physical, and func-
tional (or hydraulic) characteristics 
that affect energy consumption, energy 
efficiency, water consumption, or 
water efficiency. 

Face means an illuminated side of an 
illuminated exit sign. 

Illuminated exit sign means a sign 
that— 

(1) Is designed to be permanently 
fixed in place to identify an exit; and 

(2) Consists of an electrically pow-
ered integral light source that— 

(i) Illuminates the legend ‘‘EXIT’’ 
and any directional indicators; and 

(ii) Provides contrast between the 
legend, any directional indicators, and 
the background. 

Input power demand means the 
amount of power required to continu-
ously illuminate an exit sign model, 
measured in watts (W). For exit sign 
models with rechargeable batteries, 
input power demand shall be measured 
with batteries at full charge. 

[70 FR 60417, Oct. 18, 2005, as amended at 71 
FR 71372, Dec. 8, 2006; 76 FR 12504, Mar. 7, 
2011] 

TEST PROCEDURES 

§ 431.203 Materials incorporated by 
reference. 

(a) General. The Department incor-
porates by reference the following test 
procedures into subpart L of part 431. 
The Director of the Federal Register 
has approved the material listed in 
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