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(f) [Reserved] 
(g) For airplanes prohibited from 

flight in instrument meteorological or 
icing conditions, in accordance with 
§ 23.1559(b) of this part, paragraph (b)(3) 
of this section does not apply. 

[Amdt. 23–1, 30 FR 8261, June 29, 1965, as 
amended by Amdt. 23–6, 32 FR 7586, May 24, 
1967; 32 FR 13505, Sept. 27, 1967; 32 FR 13714, 
Sept. 30, 1967; Amdt. 23–20, 42 FR 36968, July 
18, 1977; Amdt. 23–34, 52 FR 1834, Jan. 15, 1987; 
Amdt. 23–42, 56 FR 354, Jan. 3, 1991; Amdt. 23– 
49, 61 FR 5169, Feb. 9, 1996; Amdt. 23–50, 61 FR 
5192, Feb. 9, 1996] 

§ 23.1326 Pitot heat indication systems. 
If a flight instrument pitot heating 

system is installed to meet the require-
ments specified in § 23.1323(d), an indi-
cation system must be provided to in-
dicate to the flight crew when that 
pitot heating system is not operating. 
The indication system must comply 
with the following requirements: 

(a) The indication provided must in-
corporate an amber light that is in 
clear view of a flightcrew member. 

(b) The indication provided must be 
designed to alert the flight crew if ei-
ther of the following conditions exist: 

(1) The pitot heating system is 
switched ‘‘off.’’ 

(2) The pitot heating system is 
switched ‘‘on’’ and any pitot tube heat-
ing element is inoperative. 

[Doc. No. 27806, 61 FR 5169, Feb. 9, 1996] 

§ 23.1327 Magnetic direction indicator. 
(a) Except as provided in paragraph 

(b) of this section— 
(1) Each magnetic direction indicator 

must be installed so that its accuracy 
is not excessively affected by the air-
plane’s vibration or magnetic fields; 
and 

(2) The compensated installation may 
not have a deviation in level flight, 
greater than ten degrees on any head-
ing. 

(b) A magnetic nonstabilized direc-
tion indicator may deviate more than 
ten degrees due to the operation of 
electrically powered systems such as 
electrically heated windshields if ei-
ther a magnetic stabilized direction in-
dicator, which does not have a devi-
ation in level flight greater than ten 
degrees on any heading, or a gyroscopic 
direction indicator, is installed. Devi-

ations of a magnetic nonstabilized di-
rection indicator of more than 10 de-
grees must be placarded in accordance 
with § 23.1547(e). 

[Amdt. 23–20, 42 FR 36969, July 18, 1977] 

§ 23.1329 Automatic pilot system. 
If an automatic pilot system is in-

stalled, it must meet the following: 
(a) Each system must be designed so 

that the automatic pilot can— 
(1) Be quickly and positively dis-

engaged by the pilots to prevent it 
from interfering with their control of 
the airplane; or 

(2) Be sufficiently overpowered by 
one pilot to let him control the air-
plane. 

(b) If the provisions of paragraph 
(a)(1) of this section are applied, the 
quick release (emergency) control 
must be located on the control wheel 
(both control wheels if the airplane can 
be operated from either pilot seat) on 
the side opposite the throttles, or on 
the stick control, (both stick controls, 
if the airplane can be operated from ei-
ther pilot seat) such that it can be op-
erated without moving the hand from 
its normal position on the control. 

(c) Unless there is automatic syn-
chronization, each system must have a 
means to readily indicate to the pilot 
the alignment of the actuating device 
in relation to the control system it op-
erates. 

(d) Each manually operated control 
for the system operation must be read-
ily accessible to the pilot. Each control 
must operate in the same plane and 
sense of motion as specified in § 23.779 
for cockpit controls. The direction of 
motion must be plainly indicated on or 
near each control. 

(e) Each system must be designed and 
adjusted so that, within the range of 
adjustment available to the pilot, it 
cannot produce hazardous loads on the 
airplane or create hazardous deviations 
in the flight path, under any flight con-
dition appropriate to its use, either 
during normal operation or in the 
event of a malfunction, assuming that 
corrective action begins within a rea-
sonable period of time. 

(f) Each system must be designed so 
that a single malfunction will not 
produce a hardover signal in more than 
one control axis. If the automatic pilot 
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integrates signals from auxiliary con-
trols or furnishes signals for operation 
of other equipment, positive interlocks 
and sequencing of engagement to pre-
vent improper operation are required. 

(g) There must be protection against 
adverse interaction of integrated com-
ponents, resulting from a malfunction. 

(h) If the automatic pilot system can 
be coupled to airborne navigation 
equipment, means must be provided to 
indicate to the flight crew the current 
mode of operation. Selector switch po-
sition is not acceptable as a means of 
indication. 

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964; 30 
FR 258, Jan. 9, 1965, as amended by Amdt. 23– 
23, 43 FR 50593, Oct. 30, 1978; Amdt. 23–43, 58 
FR 18976, Apr. 9, 1993; Amdt. 23–49, 61 FR 5169, 
Feb. 9, 1996] 

§ 23.1331 Instruments using a power 
source. 

For each instrument that uses a 
power source, the following apply: 

(a) Each instrument must have an in-
tegral visual power annunciator or sep-
arate power indicator to indicate when 
power is not adequate to sustain proper 
instrument performance. If a separate 
indicator is used, it must be located so 
that the pilot using the instruments 
can monitor the indicator with min-
imum head and eye movement. The 
power must be sensed at or near the 
point where it enters the instrument. 
For electric and vacuum/pressure in-
struments, the power is considered to 
be adequate when the voltage or the 
vacuum/pressure, respectively, is with-
in approved limits. 

(b) The installation and power supply 
systems must be designed so that— 

(1) The failure of one instrument will 
not interfere with the proper supply of 
energy to the remaining instrument; 
and 

(2) The failure of the energy supply 
from one source will not interfere with 
the proper supply of energy from any 
other source. 

(c) For certification for Instrument 
Flight Rules (IFR) operations and for 
the heading, altitude, airspeed, and at-
titude, there must be at least: 

(1) Two independent sources of power 
(not driven by the same engine on mul-
tiengine airplanes), and a manual or an 

automatic means to select each power 
source; or 

(2) A separate display of parameters 
for heading, altitude, airspeed, and at-
titude that has a power source inde-
pendent from the airplane’s primary 
electrical power system. 

[Doc. No. 26344, 58 FR 18976, Apr. 9, 1993, as 
amended by Amdt. 23–62, 76 FR 75761, Dec. 2, 
2011] 

§ 23.1335 Flight director systems. 
If a flight director system is in-

stalled, means must be provided to in-
dicate to the flight crew its current 
mode of operation. Selector switch po-
sition is not acceptable as a means of 
indication. 

[Amdt. 23–20, 42 FR 36969, July 18, 1977] 

§ 23.1337 Powerplant instruments in-
stallation. 

(a) Instruments and instrument lines. 
(1) Each powerplant and auxiliary 
power unit instrument line must meet 
the requirements of § 23.993. 

(2) Each line carrying flammable 
fluids under pressure must— 

(i) Have restricting orifices or other 
safety devices at the source of pressure 
to prevent the escape of excessive fluid 
if the line fails; and 

(ii) Be installed and located so that 
the escape of fluids would not create a 
hazard. 

(3) Each powerplant and auxiliary 
power unit instrument that utilizes 
flammable fluids must be installed and 
located so that the escape of fluid 
would not create a hazard. 

(b) Fuel quantity indication. There 
must be a means to indicate to the 
flightcrew members the quantity of us-
able fuel in each tank during flight. An 
indicator calibrated in appropriate 
units and clearly marked to indicate 
those units must be used. In addition: 

(1) Each fuel quantity indicator must 
be calibrated to read ‘‘zero’’ during 
level flight when the quantity of fuel 
remaining in the tank is equal to the 
unusable fuel supply determined under 
§ 23.959(a); 

(2) Each exposed sight gauge used as 
a fuel quantity indicator must be pro-
tected against damage; 

(3) Each sight gauge that forms a 
trap in which water can collect and 

VerDate Mar<15>2010 10:12 Mar 18, 2014 Jkt 232046 PO 00000 Frm 00315 Fmt 8010 Sfmt 8010 Y:\SGML\232046.XXX 232046pm
an

gr
um

 o
n 

D
S

K
3V

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2020-02-02T18:18:37-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




