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(e) During the stall tests required by 
§ 23.203(a)(2), the stall warning must 
begin sufficiently in advance of the 
stall for the stall to be averted by pilot 
action taken after the stall warning 
first occurs. 

(f) For acrobatic category airplanes, 
an artificial stall warning may be mu-
table, provided that it is armed auto-
matically during takeoff and rearmed 
automatically in the approach configu-
ration. 

[Amdt. 23–7, 34 FR 13087, Aug. 13, 1969, as 
amended by Amdt. 23–45, 58 FR 42159, Aug. 6, 
1993; Amdt. 23–50, 61 FR 5191, Feb. 9, 1996] 

SPINNING 

§ 23.221 Spinning. 
(a) Normal category airplanes. A sin-

gle-engine, normal category airplane 
must be able to recover from a one- 
turn spin or a three-second spin, which-
ever takes longer, in not more than one 
additional turn after initiation of the 
first control action for recovery, or 
demonstrate compliance with the op-
tional spin resistant requirements of 
this section. 

(1) The following apply to one turn or 
three second spins: 

(i) For both the flaps-retracted and 
flaps-extended conditions, the applica-
ble airspeed limit and positive limit 
maneuvering load factor must not be 
exceeded; 

(ii) No control forces or char-
acteristic encountered during the spin 
or recovery may adversely affect 
prompt recovery; 

(iii) It must be impossible to obtain 
unrecoverable spins with any use of the 
flight or engine power controls either 
at the entry into or during the spin; 
and 

(iv) For the flaps-extended condition, 
the flaps may be retracted during the 
recovery but not before rotation has 
ceased. 

(2) At the applicant’s option, the air-
plane may be demonstrated to be spin 
resistant by the following: 

(i) During the stall maneuver con-
tained in § 23.201, the pitch control 
must be pulled back and held against 
the stop. Then, using ailerons and rud-
ders in the proper direction, it must be 
possible to maintain wings-level flight 
within 15 degrees of bank and to roll 

the airplane from a 30 degree bank in 
one direction to a 30 degree bank in the 
other direction; 

(ii) Reduce the airplane speed using 
pitch control at a rate of approxi-
mately one knot per second until the 
pitch control reaches the stop; then, 
with the pitch control pulled back and 
held against the stop, apply full rudder 
control in a manner to promote spin 
entry for a period of seven seconds or 
through a 360 degree heading change, 
whichever occurs first. If the 360 degree 
heading change is reached first, it must 
have taken no fewer than four seconds. 
This maneuver must be performed first 
with the ailerons in the neutral posi-
tion, and then with the ailerons de-
flected opposite the direction of turn in 
the most adverse manner. Power and 
airplane configuration must be set in 
accordance with § 23.201(e) without 
change during the maneuver. At the 
end of seven seconds or a 360 degree 
heading change, the airplane must re-
spond immediately and normally to 
primary flight controls applied to re-
gain coordinated, unstalled flight with-
out reversal of control effect and with-
out exceeding the temporary control 
forces specified by § 23.143(c); and 

(iii) Compliance with §§ 23.201 and 
23.203 must be demonstrated with the 
airplane in uncoordinated flight, cor-
responding to one ball width displace-
ment on a slip-skid indicator, unless 
one ball width displacement cannot be 
obtained with full rudder, in which 
case the demonstration must be with 
full rudder applied. 

(b) Utility category airplanes. A utility 
category airplane must meet the re-
quirements of paragraph (a) of this sec-
tion. In addition, the requirements of 
paragraph (c) of this section and 
§ 23.807(b)(7) must be met if approval for 
spinning is requested. 

(c) Acrobatic category airplanes. An ac-
robatic category airplane must meet 
the spin requirements of paragraph (a) 
of this section and § 23.807(b)(6). In addi-
tion, the following requirements must 
be met in each configuration for which 
approval for spinning is requested: 

(1) The airplane must recover from 
any point in a spin up to and including 
six turns, or any greater number of 
turns for which certification is re-
quested, in not more than one and one- 
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half additional turns after initiation of 
the first control action for recovery. 
However, beyond three turns, the spin 
may be discontinued if spiral charac-
teristics appear. 

(2) The applicable airspeed limits and 
limit maneuvering load factors must 
not be exceeded. For flaps-extended 
configurations for which approval is re-
quested, the flaps must not be re-
tracted during the recovery. 

(3) It must be impossible to obtain 
unrecoverable spins with any use of the 
flight or engine power controls either 
at the entry into or during the spin. 

(4) There must be no characteristics 
during the spin (such as excessive rates 
of rotation or extreme oscillatory mo-
tion) that might prevent a successful 
recovery due to disorientation or inca-
pacitation of the pilot. 

[Doc. No. 27807, 61 FR 5191, Feb. 9, 1996] 

GROUND AND WATER HANDLING 
CHARACTERISTICS 

§ 23.231 Longitudinal stability and 
control. 

(a) A landplane may have no uncon-
trollable tendency to nose over in any 
reasonably expected operating condi-
tion, including rebound during landing 
or takeoff. Wheel brakes must operate 
smoothly and may not induce any 
undue tendency to nose over. 

(b) A seaplane or amphibian may not 
have dangerous or uncontrollable 
porpoising characteristics at any nor-
mal operating speed on the water. 

§ 23.233 Directional stability and con-
trol. 

(a) A 90 degree cross-component of 
wind velocity, demonstrated to be safe 
for taxiing, takeoff, and landing must 
be established and must be not less 
than 0.2 VSO. 

(b) The airplane must be satisfac-
torily controllable in power-off land-
ings at normal landing speed, without 
using brakes or engine power to main-
tain a straight path until the speed has 
decreased to at least 50 percent of the 
speed at touchdown. 

(c) The airplane must have adequate 
directional control during taxiing. 

(d) Seaplanes must demonstrate sat-
isfactory directional stability and con-
trol for water operations up to the 

maximum wind velocity specified in 
paragraph (a) of this section. 

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964, as 
amended by Amdt. 23–45, 58 FR 42159, Aug. 6, 
1993; Amdt. 23–50, 61 FR 5192, Feb. 9, 1996] 

§ 23.235 Operation on unpaved sur-
faces. 

The airplane must be demonstrated 
to have satisfactory characteristics 
and the shock-absorbing mechanism 
must not damage the structure of the 
airplane when the airplane is taxied on 
the roughest ground that may reason-
ably be expected in normal operation 
and when takeoffs and landings are 
performed on unpaved runways having 
the roughest surface that may reason-
ably be expected in normal operation. 

[Doc. No. 27807, 61 FR 5192, Feb. 9, 1996] 

§ 23.237 Operation on water. 

A wave height, demonstrated to be 
safe for operation, and any necessary 
water handling procedures for sea-
planes and amphibians must be estab-
lished. 

[Doc. No. 27807, 61 FR 5192, Feb. 9, 1996] 

§ 23.239 Spray characteristics. 

Spray may not dangerously obscure 
the vision of the pilots or damage the 
propellers or other parts of a seaplane 
or amphibian at any time during tax-
iing, takeoff, and landing. 

MISCELLANEOUS FLIGHT REQUIREMENTS 

§ 23.251 Vibration and buffeting. 

(a) There must be no vibration or 
buffeting severe enough to result in 
structural damage, and each part of 
the airplane must be free from exces-
sive vibration, under any appropriate 
speed and power conditions up to VD/ 
MD, or VDF/MDF for turbojets. In addi-
tion, there must be no buffeting in any 
normal flight condition, including con-
figuration changes during cruise, se-
vere enough to interfere with the satis-
factory control of the airplane or cause 
excessive fatigue to the flight crew. 
Stall warning buffeting within these 
limits is allowable. 

(b) There must be no perceptible buf-
feting condition in the cruise configu-
ration in straight flight at any speed 

VerDate Mar<15>2010 10:12 Mar 18, 2014 Jkt 232046 PO 00000 Frm 00217 Fmt 8010 Sfmt 8010 Y:\SGML\232046.XXX 232046pm
an

gr
um

 o
n 

D
S

K
3V

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2020-02-02T18:20:44-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




