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accelerated flight conditions are trans-
mitted to the lines attached to the 
valve. 

[Doc. No. 5066, 29 FR 18291, Dec. 24, 1964, as 
amended by Amdt. 25–40, 42 FR 15043, Mar. 17, 
1977] 

§ 25.997 Fuel strainer or filter. 
There must be a fuel strainer or filter 

between the fuel tank outlet and the 
inlet of either the fuel metering device 
or an engine driven positive displace-
ment pump, whichever is nearer the 
fuel tank outlet. This fuel strainer or 
filter must— 

(a) Be accessible for draining and 
cleaning and must incorporate a screen 
or element which is easily removable; 

(b) Have a sediment trap and drain 
except that it need not have a drain if 
the strainer or filter is easily remov-
able for drain purposes; 

(c) Be mounted so that its weight is 
not supported by the connecting lines 
or by the inlet or outlet connections of 
the strainer or filter itself, unless ade-
quate strength margins under all load-
ing conditions are provided in the lines 
and connections; and 

(d) Have the capacity (with respect to 
operating limitations established for 
the engine) to ensure that engine fuel 
system functioning is not impaired, 
with the fuel contaminated to a degree 
(with respect to particle size and den-
sity) that is greater than that estab-
lished for the engine in Part 33 of this 
chapter. 

[Amdt. 25–36, 39 FR 35460, Oct. 1, 1974, as 
amended by Amdt. 25–57, 49 FR 6848, Feb. 23, 
1984] 

§ 25.999 Fuel system drains. 
(a) Drainage of the fuel system must 

be accomplished by the use of fuel 
strainer and fuel tank sump drains. 

(b) Each drain required by paragraph 
(a) of this section must— 

(1) Discharge clear of all parts of the 
airplane; 

(2) Have manual or automatic means 
for positive locking in the closed posi-
tion; and 

(3) Have a drain valve— 
(i) That is readily accessible and 

which can be easily opened and closed; 
and 

(ii) That is either located or pro-
tected to prevent fuel spillage in the 

event of a landing with landing gear re-
tracted. 

[Doc. No. 5066, 29 FR 18291, Dec. 24, 1964, as 
amended by Amdt. 25–38, 41 FR 55467, Dec. 20, 
1976] 

§ 25.1001 Fuel jettisoning system. 
(a) A fuel jettisoning system must be 

installed on each airplane unless it is 
shown that the airplane meets the 
climb requirements of §§ 25.119 and 
25.121(d) at maximum takeoff weight, 
less the actual or computed weight of 
fuel necessary for a 15-minute flight 
comprised of a takeoff, go-around, and 
landing at the airport of departure 
with the airplane configuration, speed, 
power, and thrust the same as that 
used in meeting the applicable takeoff, 
approach, and landing climb perform-
ance requirements of this part. 

(b) If a fuel jettisoning system is re-
quired it must be capable of jettisoning 
enough fuel within 15 minutes, starting 
with the weight given in paragraph (a) 
of this section, to enable the airplane 
to meet the climb requirements of 
§§ 25.119 and 25.121(d), assuming that the 
fuel is jettisoned under the conditions, 
except weight, found least favorable 
during the flight tests prescribed in 
paragraph (c) of this section. 

(c) Fuel jettisoning must be dem-
onstrated beginning at maximum take-
off weight with flaps and landing gear 
up and in— 

(1) A power-off glide at 1.3 VSR1; 
(2) A climb at the one-engine inoper-

ative best rate-of-climb speed, with the 
critical engine inoperative and the re-
maining engines at maximum contin-
uous power; and 

(3) Level flight at 1.3 V SR1; if the re-
sults of the tests in the conditions 
specified in paragraphs (c)(1) and (2) of 
this section show that this condition 
could be critical. 

(d) During the flight tests prescribed 
in paragraph (c) of this section, it must 
be shown that— 

(1) The fuel jettisoning system and 
its operation are free from fire hazard; 

(2) The fuel discharges clear of any 
part of the airplane; 

(3) Fuel or fumes do not enter any 
parts of the airplane; and 

(4) The jettisoning operation does not 
adversely affect the controllability of 
the airplane. 

VerDate Mar<15>2010 10:12 Mar 18, 2014 Jkt 232046 PO 00000 Frm 00490 Fmt 8010 Sfmt 8010 Y:\SGML\232046.XXX 232046pm
an

gr
um

 o
n 

D
S

K
3V

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R



481 

Federal Aviation Administration, DOT § 25.1013 

(e) For reciprocating engine powered 
airplanes, means must be provided to 
prevent jettisoning the fuel in the 
tanks used for takeoff and landing 
below the level allowing 45 minutes 
flight at 75 percent maximum contin-
uous power. However, if there is an 
auxiliary control independent of the 
main jettisoning control, the system 
may be designed to jettison the re-
maining fuel by means of the auxiliary 
jettisoning control. 

(f) For turbine engine powered air-
planes, means must be provided to pre-
vent jettisoning the fuel in the tanks 
used for takeoff and landing below the 
level allowing climb from sea level to 
10,000 feet and thereafter allowing 45 
minutes cruise at a speed for maximum 
range. However, if there is an auxiliary 
control independent of the main jetti-
soning control, the system may be de-
signed to jettison the remaining fuel 
by means of the auxiliary jettisoning 
control. 

(g) The fuel jettisoning valve must be 
designed to allow flight personnel to 
close the valve during any part of the 
jettisoning operation. 

(h) Unless it is shown that using any 
means (including flaps, slots, and slats) 
for changing the airflow across or 
around the wings does not adversely af-
fect fuel jettisoning, there must be a 
placard, adjacent to the jettisoning 
control, to warn flight crewmembers 
against jettisoning fuel while the 
means that change the airflow are 
being used. 

(i) The fuel jettisoning system must 
be designed so that any reasonably 
probable single malfunction in the sys-
tem will not result in a hazardous con-
dition due to unsymmetrical jetti-
soning of, or inability to jettison, fuel. 

[Doc. No. 5066, 29 FR 18291, Dec. 24, 1964, as 
amended by Amdt. 25–18, 33 FR 12226, Aug. 30, 
1968; Amdt. 25–57, 49 FR 6848, Feb. 23, 1984; 
Amdt. 25–108, 67 FR 70827, Nov. 26, 2002] 

OIL SYSTEM 

§ 25.1011 General. 

(a) Each engine must have an inde-
pendent oil system that can supply it 
with an appropriate quantity of oil at a 
temperature not above that safe for 
continuous operation. 

(b) The usable oil capacity may not 
be less than the product of the endur-
ance of the airplane under critical op-
erating conditions and the approved 
maximum allowable oil consumption of 
the engine under the same conditions, 
plus a suitable margin to ensure sys-
tem circulation. Instead of a rational 
analysis of airplane range for the pur-
pose of computing oil requirements for 
reciprocating engine powered air-
planes, the following fuel/oil ratios 
may be used: 

(1) For airplanes without a reserve 
oil or oil transfer system, a fuel/oil 
ratio of 30:1 by volume. 

(2) For airplanes with either a re-
serve oil or oil transfer system, a fuel/ 
oil ratio of 40:1 by volume. 

(c) Fuel/oil ratios higher than those 
prescribed in paragraphs (b)(1) and (2) 
of this section may be used if substan-
tiated by data on actual engine oil con-
sumption. 

§ 25.1013 Oil tanks. 
(a) Installation. Each oil tank instal-

lation must meet the requirements of 
§ 25.967. 

(b) Expansion space. Oil tank expan-
sion space must be provided as follows: 

(1) Each oil tank used with a recipro-
cating engine must have an expansion 
space of not less than the greater of 10 
percent of the tank capacity or 0.5 gal-
lon, and each oil tank used with a tur-
bine engine must have an expansion 
space of not less than 10 percent of the 
tank capacity. 

(2) Each reserve oil tank not directly 
connected to any engine may have an 
expansion space of not less than two 
percent of the tank capacity. 

(3) It must be impossible to fill the 
expansion space inadvertently with the 
airplane in the normal ground attitude. 

(c) Filler connection. Each recessed oil 
tank filler connection that can retain 
any appreciable quantity of oil must 
have a drain that discharges clear of 
each part of the airplane. In addition, 
each oil tank filler cap must provide an 
oil-tight seal. 

(d) Vent. Oil tanks must be vented as 
follows: 

(1) Each oil tank must be vented 
from the top part of the expansion 
space so that venting is effective under 
any normal flight condition. 
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