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marking indicating the flow rate, ex-
pressed in gallons per flush (gpf), and 
the water use value shall be the actual 
water use or the maximum water use 
specified by the standards established 
in subsection (k) of section 325 of the 
Act, 42 U.S.C. 6295(k). Except where im-
practical due to the size of the fixture, 
each flow rate disclosure shall also be 
given in liters per flush (Lpf). For pur-
poses of this section, the marking indi-
cating the flow rate will be deemed 
‘‘legible,’’ in terms of placement, if it 
is located in close proximity to the 
manufacturer’s identification marking. 

(2) Each water closet (and each com-
ponent of the water closet if the fixture 
is comprised of two or more compo-
nents) and urinal shall be marked with 
the manufacturer’s name or trademark 
or, in the case of private labeling, the 
name or registered trademark of the 
customer for whom the unit was manu-
factured. This mark shall be legible, 
readily identified, and applied so as to 
be permanent. The mark shall be lo-
cated so as to be visible after the fix-
ture is installed, except for fixtures 
built into or for a counter or cabinet. 

(3) Each water closet (and each com-
ponent of the water closet if the fixture 
is comprised of two or more compo-
nents) and urinal shall be marked at a 
location determined by the manufac-
turer with the designation ‘‘ASME 
A112.19.2M’’ to signify compliance with 
the applicable standard. This mark 
need not be permanent, but shall be 
visible after installation. 

(4) The package, and any labeling at-
tached to the package, for each water 
closet and urinal shall disclose the flow 
rate, expressed in gallons per flush 
(gpf), and the water use value shall be 
the actual water use or the maximum 
water use specified by the standards es-
tablished in subsection (k) of section 
325 of the Act, 42 U.S.C. 6295(k). Each 
flow rate disclosure shall also be given 
in liters per flush (Lpf). 

(5) With respect to any gravity tank- 
type white 2-piece toilet offered for 
sale or sold before January 1, 1997, 
which has a water use greater than 1.6 
gallons per flush (gpf), any printed 
matter distributed or displayed in con-
nection with such product (including 
packaging and point-of-sale material, 
catalog material, and print adver-

tising) shall include, in a conspicuous 
manner, the words ‘‘For Commercial 
Use Only.’’ 

(c) Annual operating cost claims for 
covered plumbing products. Until such 
time as the Commission has prescribed 
a format and manner of display for la-
bels conveying estimated annual oper-
ating costs of covered showerheads, 
faucets, water closets, and urinals or 
ranges of estimated annual operating 
costs for the types or classes of such 
plumbing products, the Act prohibits 
manufacturers from making such rep-
resentations on the labels of such cov-
ered products. 42 U.S.C. 6294(c)(8). If, 
before the Commission has prescribed 
such a format and manner of display 
for labels of such products, a manufac-
turer elects to provide for any such 
product a label conveying such a claim, 
it shall submit the proposed claim to 
the Commission so that a format and 
manner of display for a label may be 
prescribed. 

[73 FR 49973, Aug. 29, 2007] 

§ 305.17 Television labeling. 
(a) Layout. All energy labels for tele-

visions shall use one of three shapes: a 
vertical rectangle, a horizontal rec-
tangle, and a triangle as detailed in 
Prototype Labels in appendix L. All 
label size, positioning, spacing, type 
sizes, positioning of headline, copy, and 
line widths must be consistent with the 
prototype and sample labels in appen-
dix L. The minimum label size for the 
vertical rectangle label is 1.5″×5.5″. The 
minimum size for the horizontal rec-
tangle label is 1.5″×5.23″. The minimum 
size for the triangle label is 4.5″×4.5″ 
(right angle sides). 

(b) Type style and setting. The Arial 
series typeface or equivalent shall be 
used exclusively on the label. Proto-
type Labels in appendix L contain spe-
cific directions for type style and set-
ting and indicate the specific sizes, 
leading, faces, positioning, and spacing 
to be used. No hyphenations should be 
used in setting headline or copy text. 

(c) Colors. The basic colors of all la-
bels and icons covered by this section 
shall be process yellow or equivalent 
and process black. The label shall be 
printed full bleed process yellow. All 
type and graphics shall be printed proc-
ess black. 
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(d) Label types. Except as provided in 
paragraph (i), the labels must be af-
fixed to the product in the form of ei-
ther an adhesive label, cling label, or 
alternative label as follows: 

(1) Adhesive label. All adhesive labels 
shall be applied so they can be easily 
removed without the use of tools or liq-
uids, other than water, but shall be ap-
plied with an adhesive with an adhe-
sion capacity sufficient to prevent 
their dislodgment during normal han-
dling throughout the chain of distribu-
tion to the retailer and consumer. The 
paper stock for pressure-sensitive or 
other adhesive labels shall have a basic 
weight of not less than 58 pounds per 
500 sheets (25×38) or equivalent, exclu-
sive of the release liner and adhesive. A 
minimum peel adhesion capacity for 
the adhesive of 12 ounces per square 
inch is suggested, but not required if 
the adhesive can otherwise meet the 
above standard. 

(2) Cling label. Labels may be affixed, 
using the screen’s static charge, to the 
product in the form of a cling label. 
The cling label shall be affixed in a 
manner that prevents dislodgment dur-
ing normal handling throughout the 
chain of distribution to the retailer 
and consumer. 

(3) Alternative label. In lieu of an ad-
hesive or cling label, labels may be af-
fixed using an alternative method to 
secure the label to the product as long 
as the method will prevent dislodgment 
during normal handling throughout the 
chain of distribution to the retailer 
and consumer. The label may not be af-
fixed using a hang tag as described in 
§ 305.11(d)(2). The label shall consist of 
paper stock having a basic weight of 
not less than 110 pounds per 500 sheets 
(25 1⁄2″×30 1⁄2″) or other material of 
equivalent durability. 

(e) Placement—(1) In general. Except 
as provided in paragraph (i), all labels 
must be clear and conspicuous to con-
sumers viewing the television screen 
from the front. 

(2) Adhesive label. The adhesive label 
shall be in the shape of a horizontal or 
vertical rectangle and shall be located 
on the bezel in the bottom right-hand 
corner of the television. The horizontal 
rectangular label shall be located on 
the far right of the bottom bezel and 
the vertical rectangular label shall be 

located on the bottom of the right- 
hand bezel. Another location on the 
bezel may be used if the television’s 
configuration prevents such placement. 

(3) Cling label. The cling label shall be 
in the shape of a triangle and shall be 
located in the bottom right-hand cor-
ner of the screen. 

(4) Alternative label. The alternative 
label shall be in the shape of either a 
horizontal rectangle, vertical rec-
tangle, or triangle. It shall be visible 
from the front of the television and lo-
cated in the bottom right-hand corner 
of the television. Another prominent 
location visible from the front of the 
television may be used if the tele-
vision’s configuration or the mecha-
nism to secure the alternative label 
prevents such placement. 

(f) Label content. The television label 
shall contain the following informa-
tion: 

(1) Headlines, texts, and statements 
as illustrated in the prototype and 
sample labels in appendix L to this 
part. 

(2) Name of manufacturer or private 
labeler. This requirement shall, in the 
case of a corporation, be satisfied only 
by the actual corporate name, which 
may be preceded or followed by the 
name of a particular division of the 
corporation. In the case of an indi-
vidual, partnership, or association, the 
name under which the business is con-
ducted shall be used. 

(3) Model number(s) as designated by 
the manufacturer or private labeler. 

(4) Estimated annual energy costs de-
termined in accordance with § 305.5 of 
this part and based on a usage rate of 
5 hours in on mode and 19 hours in 
standby (sleep) mode per day, and an 
electricity cost rate of 11 cents per 
kWh. 

(5) The applicable ranges of com-
parability for estimated annual energy 
costs based on the labeled product’s di-
agonal screen size, according to the fol-
lowing table: 

Screen size 
(diagonal) 

Annual energy 
cost ranges for 

televisions 

Low High 

0–16″ (0 to 16.49″) .................................... $3 $6 
17–20″ (16.5 to 20.49″) ............................. 4 11 
21–23″ (20.5 to 23.49″) ............................. 4 13 
24–29″ (23.5 to 29.49″) ............................. 9 19 
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Screen size 
(diagonal) 

Annual energy 
cost ranges for 

televisions 

Low High 

30–34″ (29.5 to 34.49″) ............................. 11 25 
35–39″ (34.5 to 39.49″) ............................. 17 31 
40–44″ (39.5 to 44.49″) ............................. 15 43 
45–49″ (44.5 to 49.49″) ............................. 18 51 
50–54″ (49.5 to 54.49″) ............................. 21 67 
55–59″ (54.5 to 59.49″) ............................. 24 73 
60–64″ (59.5 to 64.49″) ............................. 31 79 
65–69″ (64.5 to 69.49″) ............................. 35 83 
69.5″ or greater ......................................... 39 90 

(6) Placement of the labeled product 
on the scale proportionate to the low-
est and highest estimated annual en-
ergy costs as illustrated in Prototype 
and Sample Labels in appendix L. 
When the estimated annual energy cost 
of a given television model falls out-
side the limits of the current range for 
that product, the manufacturer shall 
place the product at the end of the 
range closest to the model’s energy 
cost. 

(7) The model’s estimated annual en-
ergy consumption as determined in ac-
cordance with § 305.5 and based on a 
usage rate of 5 hours in on mode and 19 
hours in sleep (standby) mode per day. 

(8) No marks or information other 
than that specified in this part shall 
appear on or directly adjoining this 
label except that: 

(i) A manufacturer may include a 
part or publication number identifica-
tion on the label, as long as it appears 
in the lower right-hand corner of the 
label and is set in 6-point type or 
smaller. 

(ii) The manufacturer may include 
the ENERGY STAR logo on the label 
as illustrated in Sample Labels in ap-
pendix L. The logo must be 0.375″ wide. 
Only manufacturers that have signed a 
Memorandum of Understanding with 
the Department of Energy or the Envi-
ronmental Protection Agency covering 
the televisions to be labeled may add 
the ENERGY STAR logo to those la-
bels. 

(g) Distribution of labels. Consistent 
with § 305.6 of this part, for each cov-
ered television that a manufacturer 
distributes in commerce which is re-
quired by this part to bear an 
EnergyGuide label, the manufacturer 
must make a copy of the label avail-
able on a publicly accessible Web site 
in a manner that allows catalog sellers 

to hyperlink to the label or download 
it for use in Web sites or paper cata-
logs. The label for each specific model 
must remain on the Web site for six 
months after production of the model 
ceases. 

(h) Labels for small televisions: For tel-
evision with screens measuring nine 
inches or less diagonally, manufactur-
ers may print the label required by this 
section on the primary display panel of 
the product’s packaging or affix a label 
to the packaging in lieu of affixing a 
label to the television screen or bezel. 
The size of the label may be scaled to 
fit the packaging size as appropriate, 
as long as it remains clear and con-
spicuous. 

[76 FR 1050, Jan. 6, 2011, as amended at 78 FR 
2209, Jan. 10, 2013; 78 FR 43982, July 23, 2013] 

§ 305.18 [Reserved] 

§ 305.19 Promotional material dis-
played or distributed at point of 
sale. 

(a)(1) Any manufacturer, distributor, 
retailer or private labeler who prepares 
printed material for display or dis-
tribution at point of sale concerning a 
covered product (except fluorescent 
lamp ballasts, metal halide lamp fix-
tures, general service fluorescent 
lamps, general service lamps, 
showerheads, faucets, water closets or 
urinals) shall clearly and conspicu-
ously include in such printed material 
the following required disclosure: 

Before purchasing this appliance, read im-
portant information about its estimated an-
nual energy consumption, yearly operating 
cost, or energy efficiency rating that is 
available from your retailer. 

(2) Any manufacturer, distributor, re-
tailer or private labeler who prepares 
printed material for display or dis-
tribution at point of sale concerning a 
covered product that is a fluorescent 
lamp ballast or metal halide lamp fix-
ture to which standards are applicable 
under section 325 of the Act, shall dis-
close conspicuously in such printed 
material, in each description of such 
product, an encircled capital letter 
‘‘E’’. 

(3) Any manufacturer, distributer, re-
tailer, or private labeler who prepares 
printed material for display or dis-
tribution at point of sale concerning a 
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