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noncorrosive paste type flux and, for 
manufactured homes to be connected 
to a public water system, made with 
solder having not more than 0.2 percent 
lead. 

(4) Plastic pipe, fittings and joints. 
Plastic pipe and fittings shall be joined 
by installation methods recommended 
by the manufacturer or in accordance 
with the provisions of a recognized, ap-
proved, or listed standard. 

(5) Union joints. Metal unions in 
water piping shall have metal-to-metal 
ground seats. 

(6) Flared joints. Flared joints for 
soft-copper water tubing shall be made 
with approved or listed fittings. The 
tubing shall be expanded with a proper 
flaring tool. 

(7) Cast iron soil pipe joints. Approved 
or listed cast iron pipe may be joined 
as follows: 

(i) Approved or listed hubless pipe as 
per the manufacturer’s recommenda-
tion. 

(ii) Hub and plain-end soil pipe may 
be joined by compression fittings per 
the manufacturer’s recommendation. 

[40 FR 58752, Dec. 18, 1975. Redesignated at 44 
FR 20679, Apr. 6, 1979, as amended at 53 FR 
23611, June 23, 1988] 

EFFECTIVE DATE NOTE: At 78 FR 73985, Dec. 
9, 2013, § 3280.605 was amended as follows, ef-
fective June 6, 2014. 

a. Redesignate paragraphs (a)(1) through 
(7) as paragraphs (b) through (h); 

b. Redesignate paragraphs (i) and (ii) of 
newly redesignated paragraph (h) as para-
graphs (h)(1) and (2); and 

c. Revise newly redesignated paragraph 
(h)(1). 

For the convenience of the user, the re-
vised text is set forth as follows: 

§ 3280.605 Joints and connections. 

* * * * * 

(h) * * * 
(1) Approved or listed hub-less pipe and fit-

tings must be permitted to be joined with 
listed couplings or adapters, per the manu-
facturer’s recommendations. 

* * * * * 

§ 3280.606 Traps and cleanouts. 
(a) Traps—(1) Traps required. Each 

plumbing fixture, except listed toilets, 
shall be separately trapped by approved 

water seal ‘‘P’’ traps. All traps shall be 
effectively vented. 

(2) Dual fixtures. A two-compartment 
sink, two single sinks, two lavatories, 
or a single sink and a single lavatory 
with waste outlets not more than 30 
inches apart and in the same room and 
flood level rims at the same level may 
be connected to one ‘‘P’’ trap and may 
be considered as a single fixture for the 
purpose of drainage and vent require-
ments. 

(3) Prohibited traps. A trap which de-
pends for its seal upon concealed inte-
rior partitions shall not be used. Full 
‘‘S’’ traps, bell traps, drum traps, 
crown-vented traps, and running traps 
are prohibited. Fixtures shall not be 
double-trapped. 

(4) Material and design. Each trap 
shall be self-cleaning with a smooth 
and uniform interior waterway. Traps 
shall be manufactured of cast iron, cast 
brass, or drawn brass tubing of not less 
than No. 20 Brown and Sharpe gage, or 
approved or listed plastic, or other ap-
proved or listed material. Union joints 
for a trap shall be beaded to provide a 
shoulder for the union nut. Each trap 
shall have the manufacturer’s name 
stamped or cast in the body of the trap, 
and each tubing trap shall show the 
gage of the tubing. 

(5) Trap seal. Each ‘‘P’’ trap shall 
have a water seal of not less than 2 
inches and not more than 4 inches and 
shall be set true to its seal. 

(6) Size. Traps shall be not less than 
11⁄4 inches in diameter. A trap shall not 
be larger than the waste pipe to which 
it is connected. 

(7) Location. Each trap shall be lo-
cated as close to its vent and to its fix-
ture outlet as structural conditions 
will permit. 

(8) Length of tailpiece. The vertical 
distance from a trap to the fixture out-
let shall not exceed 24 inches. 

(9) Installation. (i) Grade of trap arm. 
The piping between a ‘‘P’’ trap and the 
fixture tee or the vented waste line 
shall be graded 1⁄4 inch per foot towards 
the vent and in no event shall have a 
slope greater than its diameter. The 
vent opening at fixture tees shall not 
be below the weir of the ‘‘P’’ trap out-
let. 

(ii) Trap arm offset. The piping be-
tween the ‘‘P’’ trap and vent may 
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change direction or be offset hori-
zontally with the equivalent of no 
more than 180 degrees total change in 
direction with a maximum of 90 de-
grees by any one fitting. 

(iii) Concealed traps. Traps with me-
chanical joints shall be accessible for 
repair and inspection. 

(iv) Removability of traps, etc. Traps 
shall be designed and installed so the 
‘‘U’’ bend is removable without remov-
ing the strainers from the fixture. Con-
tinuous waste and tail pieces which are 
permanently attached to the ‘‘U’’ bend 
shall also be removable without remov-
ing the strainer from the fixture. 

(b) Cleanout openings—(1) Location of 
cleanout fittings. (i) Cleanouts shall be 
installed if the drainage system cannot 
be cleaned through fixtures, drains, or 
vents. Cleanouts shall also be provided 
when fittings of more than 45 degrees 
are used to affect an offset except 
where long turn ells are used which 
provide sufficient ‘‘sweep’’ for clean-
ing. 

(ii) A full size cleanout shall be in-
stalled at the upper end of any section 
of drain piping which does not have the 
required minimum slope of 1⁄4 inch per 
foot grade. 

(iii) A cleaning tool shall not be re-
quired to pass through more than 360 
degrees of fittings, excluding remov-
able ‘‘P’’ traps, to reach any part of the 
drainage system. Water closets may be 
removed for drainage system access. 

(2) Access to cleanouts. Cleanouts shall 
be accessible through an unobstructed 
minimum clearance of 12 inches di-
rectly in front of the opening. Each 
cleanout fitting shall open in a direc-
tion opposite to the flow or at right an-
gles to the pipe. Concealed cleanouts 
that are not provided with access cov-
ers shall be extended to a point above 
the floor or outside of the manufac-
tured home, with pipe and fittings in-
stalled, as required, for drainage piping 
without sags and pockets. 

(3) Material. Plugs and caps shall be 
brass or approved or listed plastic, with 
screw pipe threads. 

(4) Design. Cleanout plugs shall have 
raised heads except that plugs at floor 
level shall have counter-sunk slots. 

[40 FR 58752, Dec. 18, 1975. Redesignated at 44 
FR 20679, Apr. 6, 1979, as amended at 58 FR 
55014, Oct. 25, 1993] 

EFFECTIVE DATE NOTE: At 78 FR 73985, Dec. 
9, 2013, § 3280.606 was amended by revising 
paragraph (a)(2), effective June 6, 2014. For 
the convenience of the user, the revised text 
is set forth as follows: 

§ 3280.606 Traps and cleanouts. 
(a) * * * 
(2) Combination Fixtures. For the purposes 

of drainage and ventilation requirements, a 
two- or three-compartment sink, up to three 
single sinks, or up to three lavatories may be 
connected to one ‘‘P’’ trap and considered as 
a single fixture, so long as the sinks and lav-
atories are in the same room, have waste 
outlets not more than 30 inches apart, and 
have flood level rims at the same level. The 
‘‘P’’ trap must be installed at the center fix-
ture when three such fixtures are installed. 

* * * * * 

§ 3280.607 Plumbing fixtures. 
(a) General requirements—(1) Quality of 

fixtures. Plumbing fixtures shall have 
smooth impervious surfaces, be free 
from defects and concealed fouling sur-
faces, be capable of resisting road 
shock and vibration, and shall conform 
in quality and design to listed stand-
ards. Fixtures shall be permanently 
marked with the manufacturer’s name 
or trademark. 

(2) Strainers. The waste outlet of all 
plumbing fixtures, other than toilets, 
shall be equipped with a drain fitting 
that will provide an adequate unob-
structed waterway. 

(3) Fixture connections. Fixture tail-
pieces and continuous wastes in ex-
posed or accessible locations shall be 
not less than No. 20 Brown and Sharpe 
gage seamless drawn-brass tubing or 
other approved pipe or tubing mate-
rials. Inaccessible fixture connections 
shall be constructed according to the 
requirements for drainage piping. Each 
fixture tailpiece, continuous waste, or 
waste and overflow shall be not less 
than 11⁄2 inches for sinks of two or more 
compartments, dishwashers, clothes 
washing machines, laundry tubs, bath 
tubs, and not less than 11⁄4 inches for 
lavatories and single compartment 
sinks having a 2 inch maximum drain 
opening. 

(4) Concealed connections. Concealed 
slip joint connections shall be provided 
with adequately sized unobstructed ac-
cess panels and shall be accessible for 
inspection and repair. 
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