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Occupational Safety and Health Admin., Labor § 1910.440 

(i) Means to maintain the atmos-
phere below a level of 25 percent oxy-
gen by volume; 

(ii) Mufflers on intake and exhaust 
lines, which shall be regularly in-
spected and maintained; 

(iii) Suction guards on exhaust line 
openings; and 

(iv) A means for extinguishing fire, 
and shall be maintained to minimize 
sources of ignition and combustible 
material. 

(g) Gauges and timekeeping devices. (1) 
Gauges indicating diver depth which 
can be read at the dive location shall 
be used for all dives except SCUBA. 

(2) Each depth gauge shall be dead-
weight tested or calibrated against a 
master reference gauge every 6 months, 
and when there is a discrepancy great-
er than two percent (2 percent) of full 
scale between any two equivalent 
gauges. 

(3) A cylinder pressure gauge capable 
of being monitored by the diver during 
the dive shall be worn by each SCUBA 
diver. 

(4) A timekeeping device shall be 
available at each dive location. 

(h) Masks and helmets. (1) Surface- 
supplied air and mixed-gas masks and 
helmets shall have: 

(i) A non-return valve at the attach-
ment point between helmet or mask 
and hose which shall close readily and 
positively; and 

(ii) An exhaust valve. 
(2) Surface-supplied air masks and 

helmets shall have a minimum ventila-
tion rate capability of 4.5 acfm at any 
depth at which they are operated or 
the capability of maintaining the div-
er’s inspired carbon dioxide partial 
pressure below 0.02 ATA when the diver 
is producing carbon dioxide at the rate 
of 1.6 standard liters per minute. 

(i) Oxygen safety. (1) Equipment used 
with oxygen or mixtures containing 
over forty percent (40%) by volume ox-
ygen shall be designed for oxygen serv-
ice. 

(2) Components (except umbilicals) 
exposed to oxygen or mixtures con-
taining over forty percent (40%) by vol-
ume oxygen shall be cleaned of flam-
mable materials before use. 

(3) Oxygen systems over 125 psig and 
compressed air systems over 500 psig 
shall have slow-opening shut-off valves. 

(j) Weights and harnesses. (1) Except 
when heavy gear is worn, divers shall 
be equipped with a weight belt or as-
sembly capable of quick release. 

(2) Except when heavy gear is worn 
or in SCUBA diving, each diver shall 
wear a safety harness with: 

(i) A positive buckling device; 
(ii) An attachment point for the um-

bilical to prevent strain on the mask or 
helmet; and 

(iii) A lifting point to distribute the 
pull force of the line over the diver’s 
body. 

[39 FR 23502, June 27, 1974, as amended at 49 
FR 18295, Apr. 30, 1984; 51 FR 33033, Sept. 18, 
1986] 

RECORDKEEPING 

§ 1910.440 Recordkeeping require-
ments. 

(a)(1) [Reserved] 
(2) The employer shall record the oc-

currence of any diving-related injury 
or illness which requires any dive team 
member to be hospitalized for 24 hours 
or more, specifying the circumstances 
of the incident and the extent of any 
injuries or illnesses. 

(b) Availability of records. (1) Upon the 
request of the Assistant Secretary of 
Labor for Occupational Safety and 
Health, or the Director, National Insti-
tute for Occupational Safety and 
Health, Department of Health and 
Human Services of their designees, the 
employer shall make available for in-
spection and copying any record or 
document required by this standard. 

(2) Records and documents required 
by this standard shall be provided upon 
request to employees, designated rep-
resentatives, and the Assistant Sec-
retary in accordance with 29 CFR 
1910.1020 (a)–(e) and (g)–(i). Safe prac-
tices manuals (§ 1910.420), depth-time 
profiles (§ 1910.422), recordings of dives 
(§ 1910.423), decompression procedure as-
sessment evaluations (§ 1910.423), and 
records of hospitalizations (§ 1910.440) 
shall be provided in the same manner 
as employee exposure records or anal-
yses using exposure or medical records. 
Equipment inspections and testing 
records which pertain to employees 
(§ 1910.430) shall also be provided upon 
request to employees and their des-
ignated representatives. 
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(3) Records and documents required 
by this standard shall be retained by 
the employer for the following period: 

(i) [Reserved] 
(ii) Safe practices manual 

(§ 1910.420)—current document only; 
(iii) Depth-time profile (§ 1910.422)— 

until completion of the recording of 
dive, or until completion of decompres-
sion procedure assessment where there 
has been an incident of decompression 
sickness; 

(iv) Recording of dive (§ 1910.423)—1 
year, except 5 years where there has 
been an incident of decompression 
sickness; 

(v) Decompression procedure assess-
ment evaluations (§ 1910.423)—5 years; 

(vi) Equipment inspections and test-
ing records (§ 1910.430)—current entry 
or tag, or until equipment is with-
drawn from service; 

(vii) Records of hospitalizations 
(§ 1910.440)—5 years. 

(4) The employer shall comply with 
any additional requirements set forth 
at 29 CFR 1910.1020, 

(5) [Reserved] 

[42 FR 37668, July 22, 1977, as amended at 45 
FR 35281, May 23, 1980; 47 FR 14706, Apr. 6, 
1982; 51 FR 34562, Sept. 29, 1986; 61 FR 9242, 
Mar. 7, 1996; 71 FR 16672, Apr. 3, 2006; 76 FR 
33607, June 8, 2011; 76 FR 80740, Dec. 27, 2011] 

APPENDIX A TO SUBPART T OF PART 
1910—EXAMPLES OF CONDITIONS 
WHICH MAY RESTRICT OR LIMIT EX-
POSURE TO HYPERBARIC CONDITIONS 

The following disorders may restrict or 
limit occupational exposure to hyperbaric 
conditions depending on severity, presence of 
residual effects, response to therapy, number 
of occurrences, diving mode, or degree and 
duration of isolation. 

History of seizure disorder other than 
early febrile convulsions. 

Malignancies (active) unless treated and 
without recurrence for 5 yrs. 

Chronic inability to equalize sinus and/or 
middle ear pressure. 

Cystic or cavitary disease of the lungs. 
Impaired organ function caused by alcohol 

or drug use. 
Conditions requiring continuous medica-

tion for control (e.g., antihistamines, 
steroids, barbiturates, moodaltering drugs, 
or insulin). 

Meniere’s disease. 
Hemoglobinopathies. 
Obstructive or restrictive lung disease. 
Vestibular end organ destruction. 
Pneumothorax. 

Cardiac abnormalities (e.g., pathological 
heart block, valvular disease, 
intraventricular conduction defects other 
than isolated right bundle branch block, an-
gina pectoris, arrhythmia, coronary artery 
disease). 

Juxta-articular osteonecrosis. 

APPENDIX B TO SUBPART T OF PART 
1910—GUIDELINES FOR SCIENTIFIC DIVING 

This appendix contains guidelines that will 
be used in conjunction with § 1910.401(a)(2)(iv) 
to determine those scientific diving pro-
grams which are exempt from the require-
ments for commercial diving. The guidelines 
are as follows: 

1. The Diving Control Board consists of a 
majority of active scientific divers and has 
autonomous and absolute authority over the 
scientific diving program’s operations. 

2. The purpose of the project using sci-
entific diving is the advancement of science; 
therefore, information and data resulting 
from the project are non-proprietary. 

3. The tasks of a scientific diver are those 
of an observer and data gatherer. Construc-
tion and trouble-shooting tasks traditionally 
associated with commercial diving are not 
included within scientific diving. 

4. Scientific divers, based on the nature of 
their activities, must use scientific expertise 
in studying the underwater environment 
and, therefore, are scientists or scientists in 
training. 

[50 FR 1050, Jan. 9, 1985] 

APPENDIX C TO SUBPART T OF PART 
1910—ALTERNATIVE CONDITIONS 
UNDER § 1910.401(a)(3) FOR REC-
REATIONAL DIVING INSTRUCTORS AND 
DIVING GUIDES (MANDATORY) 

Paragraph (a)(3) of § 1910.401 specifies that 
an employer of recreational diving instruc-
tors and diving guides (hereafter, ‘‘divers’’ or 
‘‘employees’’) who complies with all of the 
conditions of this appendix need not provide 
a decompression chamber for these divers as 
required under §§ 1910.423(b)(2) or (c)(3) or 
1910.426(b)(1). 

1. EQUIPMENT REQUIREMENTS FOR 
REBREATHERS 

(a) The employer must ensure that each 
employee operates the rebreather (i.e., semi- 
closed-circuit and closed-circuit self-con-
tained underwater breathing apparatuses 
(hereafter, ‘‘SCUBAs’’)) according to the re-
breather manufacturer’s instructions. 

(b) The employer must ensure that each re-
breather has a counterlung that supplies a 
sufficient volume of breathing gas to their 
divers to sustain the divers’ respiration 
rates, and contains a baffle system and/or 

VerDate Mar<15>2010 11:48 Aug 01, 2014 Jkt 232118 PO 00000 Frm 00994 Fmt 8010 Sfmt 8002 Q:\29\29V5.TXT 31


		Superintendent of Documents
	2020-01-30T00:39:46-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




