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(iii) Identification of components or 
features of the product that are critical 
to the safety of the product; and 

(iv) All documentation, including 
drawings and specifications, as sub-
mitted to the independent laboratory 
by the applicant and as required by 
this part. 

(b) MSHA will consider the applica-
tion and inspect the drawings and parts 
to determine whether it will be nec-
essary to make any tests. 

(c) If no tests are necessary, and the 
change meets the requirements, the ap-
plicant will be officially advised by 
MSHA that his original approval has 
been extended to include the change. 

(d) If tests are judged necessary, the 
applicant will be advised of the mate-
rial that will be required. In this case 
extension of approval will be granted 
upon satisfactory completion of the 
tests and full compliance with the re-
quirements. 

[Sched. 9B, 4 FR 1555, Apr. 11, 1939, as amend-
ed by Supp. 1, 20 FR 2975, May 4, 1955; 43 FR 
12315, Mar. 24, 1978; 52 FR 17514, May 8, 1987; 
68 FR 36421, June 17, 2003; 73 FR 52212, Sept. 
9, 2008] 
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AUTHORITY: 30 U.S.C. 957, 961. 

SOURCE: 31 FR 10607, Aug. 9, 1966, unless 
otherwise noted. 

Subpart A—General Provisions 
§ 27.1 Purpose. 

The regulations in this part set forth 
the requirements for methane-moni-
toring systems or components thereof 
to procure certification for their incor-
poration in or with permissible equip-
ment that is used in gassy mines, tun-
nels, or other underground workings 
and procedures for applying for such 
certification. 

[31 FR 10607, Aug. 9, 1966, as amended at 52 
FR 17515, May 8, 1987] 

§ 27.2 Definitions. 
As used in this part: 
(a) MSHA means the United States 

Department of Labor, Mine Safety and 
Health Administration. 

(b) Applicant means an individual, 
partnership, company, corporation, as-
sociation, or other organization that 
designs, manufactures, or assembles 
and that seeks certification or prelimi-
nary testing of a methane-monitoring 
system or component. 

(c) Methane-monitoring system means a 
complete assembly of one or more 
methane detectors and all other com-
ponents required for measuring and 
signalling the presence of methane in 
the atmosphere of a mine, tunnel, or 
other underground workings, and shall 
include a power-shutoff component. 
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