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75.1912 Fire suppression systems for perma-
nent underground diesel fuel storage fa-
cilities. 

75.1913 Starting aids. 
75.1914 Maintenance of diesel-powered 

equipment. 
75.1915 Training and qualification of persons 

working on diesel-powered equipment. 
75.1916 Operation of diesel-powered equip-

ment. 

AUTHORITY: 30 U.S.C. 811. 

EFFECTIVE DATE NOTE: At 79 FR 24987, May 
1, 2014, authority citation for part 75 was re-
vised, effective Aug. 1, 2014. For the conven-
ience of the user, the revised text is set forth 
as follows: 

AUTHORITY: 30 U.S.C. 811, 813(h), 957. 

SOURCE: 35 FR 17890, Nov. 20, 1970, unless 
otherwise noted. 

EDITORIAL NOTE: The provisions of this 
part marked [Statutory Provision] appear in 
Title III of the Federal Coal Mine Health and 
Safety Act of 1969. 

Subpart A—General 

§ 75.1 Scope. 

This part 75 sets forth safety stand-
ards compliance with which is manda-
tory in each underground coal mine 
subject to the Federal Mine Safety and 
Health Act of 1977. Some standards also 
are applicable to surface operations. 
Regulations and criteria supple-
mentary to these standards also are set 
forth in this part. 

[35 FR 17890, Nov. 20, 1970, as amended at 43 
FR 12319, Mar. 24, 1978] 

§ 75.2 Definitions. 

The following definitions apply in 
this part. 

Act. The Federal Mine Safety and 
Health Act of 1977. 

Active workings. Any place in a coal 
mine where miners are normally re-
quired to work or travel. 

Adequate interrupting capacity. The 
ability of an electrical protective de-
vice, based upon its required and in-
tended application, to safely interrupt 
values of current in excess of its trip 
setting or melting point. 

Anthracite. Coals with a volatile ratio 
equal to 0.12 or less. The volatile ratio 
is the volatile matter content divided 
by the volatile matter plus the fixed 
carbon. 

Approval documentation. Formal pa-
pers issued by the Mine Safety and 
Health Administration which describe 
and illustrate the complete assembly 
of electrical machinery or accessories 
which have met the applicable require-
ments of 30 CFR part 18. 

Certified or registered. As applied to 
any person, a person certified or reg-
istered by the State in which the coal 
mine is located to perform duties pre-
scribed by this part 75, except that in a 
State where no program of certifi-
cation or registration is provided or 
where the program does not meet at 
least minimum Federal standards es-
tablished by the Secretary, such cer-
tification or registration shall be by 
the Secretary. 

Circuit-interrupting device. A device 
designed to open and close a circuit by 
nonautomatic means and to open the 
circuit automatically at a predeter-
mined overcurrent value without dam-
age to the device when operated within 
its rating. 

Coal mine. Includes areas of adjoining 
mines connected underground. 

Filter Self-Rescuer (FSR). A type of gas 
mask approved by MSHA and NIOSH 
under 42 CFR part 84 for escape only 
from underground mines and which 
provides at least 1 hour of protection 
against carbon monoxide. 

Ground fault or grounded phase. An 
unintentional connection between an 
electric circuit and the grounding sys-
tem. 

Low voltage. Up to and including 660 
volts, medium voltage means voltages 
from 661 to 1,000 volts; and high voltage 
means more than 1,000 volts. 

Motor-starter enclosure. An enclosure 
containing motor starting circuits and 
equipment. 

Nominal voltage. The phase-to-phase 
or line-to-line root-mean-square value 
assigned to a circuit or system for des-
ignation of its voltage class, such as 
480 or 4,160 volts. Actual voltage at 
which the circuit or system operates 
may vary from the nominal voltage 
within a range that permits satisfac-
tory operation of equipment. 

Permissible. (1) As applied to electric 
face equipment, all electrically oper-
ated equipment taken into or used inby 
the last open crosscut of an entry or a 
room of any coal mine the electrical 
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parts of which, including, but not lim-
ited to, associated electrical equip-
ment, components, and accessories, are 
designed, constructed, and installed, in 
accordance with the specifications of 
the Secretary, to assure that such 
equipment will not cause a mine explo-
sion or mine fire, and the other fea-
tures of which are designed and con-
structed, in accordance with the speci-
fications of the Secretary, to prevent, 
to the greatest extent possible, other 
accidents in the use of such equipment. 
The regulations of the Secretary or the 
Director of the Bureau of Mines in ef-
fect on March 30, 1970, relating to the 
requirements for investigation, testing, 
approval, certification, and acceptance 
of such equipment as permissible shall 
continue in effect until modified or su-
perseded by the Secretary, except that 
the Secretary shall provide procedures, 
including, where feasible, testing, ap-
proval, certification, and acceptance in 
the field by an authorized representa-
tive of the Secretary, to facilitate com-
pliance by an operator with the re-
quirements of § 75.500 within the peri-
ods prescribed in § 75.500. 

(2) As applied to equipment other 
than permissible electric face equip-
ment: (i) Equipment used in the oper-
ation of a coal mine to which an ap-
proval plate, label, or other device is 
attached as authorized by the Sec-
retary and which meets specifications 
which are prescribed by the Secretary 
for the construction and maintenance 
of such equipment and are designed to 
assure that such equipment will not 
cause a mine explosion or a mine fire. 
(ii) The manner of use of equipment 
means the manner of use prescribed by 
the Secretary. 

Qualified person. As the context re-
quires: 

(1) An individual deemed qualified by 
the Secretary and designated by the 
operator to make tests and examina-
tions required by this part 75; and 

(2) An individual deemed, in accord-
ance with minimum requirements to be 
established by the Secretary, qualified 
by training, education, and experience, 
to perform electrical work, to main-
tain electrical equipment, and to con-
duct examinations and tests of all elec-
trical equipment. 

Respirable dust. Dust collected with a 
sampling device approved by the Sec-
retary and the Secretary of Health and 
Human Services in accordance with 
part 74—Coal Mine Dust Personal Sam-
pler Units of this title. Sampling de-
vice approvals issued by the Secretary 
of the Interior and Secretary of Health, 
Education, and Welfare are continued 
in effect. 

Rock dust. Pulverized limestone, do-
lomite, gypsum, anhydrite, shale, 
adobe, or other inert material, pref-
erably light colored, 100 percent of 
which will pass through a sieve having 
20 meshes per linear inch and 70 per-
cent or more of which will pass 
through a sieve having 200 meshes per 
linear inch; the particles of which when 
wetted and dried will not cohere to 
form a cake which will not be dispersed 
into separate particles by a light blast 
of air; and which does not contain more 
than 5 percent combustible matter or 
more than a total of 4 percent free and 
combined silica (SiO2), or, where the 
Secretary finds that such silica con-
centrations are not available, which 
does not contain more than 5 percent 
of free and combined silica. 

Secretary. The Secretary of Labor or 
the Secretary’s delegate. 

Self-Contained Self-Rescuer (SCSR). A 
type of closed-circuit, self-contained 
breathing apparatus approved by 
MSHA and NIOSH under 42 CFR part 84 
for escape only from underground 
mines. 

Short circuit. An abnormal connection 
of relatively low impedance, whether 
made accidentally or intentionally, be-
tween two points of different potential. 

Working face. Any place in a coal 
mine in which work of extracting coal 
from its natural deposit in the earth is 
performed during the mining cycle. 

Working place. The area of a coal 
mine inby the last open crosscut. 

Working section. All areas of the coal 
mine from the loading point of the sec-
tion to and including the working 
faces. 

[57 FR 20913, May 15, 1992, as amended at 60 
FR 30401, June 8, 1995; 67 FR 11001, Mar. 11, 
2002] 
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