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mine ventilation plan. In those instances 
when a shift change is accomplished without 
an interruption in production on a section, 
the examination shall be made anytime 
within 1 hour after the shift change. In those 
instances when there is an interruption in 
production during the shift change, the ex-
amination shall be made before production 
begins on a section. Deficiencies in dust con-
trols shall be corrected before production be-
gins or resumes. The examination shall in-
clude: Air quantities and velocities; water 
pressures and flow rates; excessive leakage 
in the water delivery system; water spray 
numbers and orientations; section ventila-
tion and control device placement; roof bolt-
ing machine dust collector vacuum levels; 
scrubber air flow rate; work practices re-
quired by the ventilation plan; and any other 
dust suppression measures. Measurements of 
the air velocity and quantity, water pressure 
and flow rates are not required if continuous 
monitoring of these controls is used and in-
dicates that the dust controls are func-
tioning properly. 

* * * * * 

(g) * * * 
(2) The certified person directing the on- 

shift examination to assure compliance with 
the respirable dust control parameters speci-
fied in the approved mine ventilation plan 
shall: 

(i) Certify by initials, date, and time on a 
board maintained at the section load-out or 
similar location showing that the examina-
tion was made prior to resuming production; 
and 

(ii) Verify, by initials and date, the record 
of the results of the examination required 
under (a)(2) of this section to assure compli-
ance with the respirable dust control param-
eters specified in the mine ventilation plan. 
The verification shall be made no later than 
the end of the shift for which the examina-
tion was made. 

(3) The mine foreman or equivalent mine 
official shall countersign each examination 
record required under (a)(2) of this section 
after it is verified by the certified person 
under (g)(2)(ii) of this section, and no later 
than the end of the mine foreman’s or equiv-
alent mine official’s next regularly sched-
uled working shift. The record shall be made 
in a secure book that is not susceptible to al-
teration or electronically in a computer sys-
tem so as to be secure and not susceptible to 
alteration. 

(4) Records shall be retained at a surface 
location at the mine for at least 1 year and 
shall be made available for inspection by au-
thorized representatives of the Secretary and 
the representative of miners. 

§ 75.363 Hazardous conditions and vio-
lations of mandatory health or safe-
ty standards; posting, correcting, 
and recording. 

(a) Any hazardous condition found by 
the mine foreman or equivalent mine 
official, assistant mine foreman or 
equivalent mine official, or other cer-
tified persons designated by the oper-
ator for the purposes of conducting ex-
aminations under this subpart D, shall 
be posted with a conspicuous danger 
sign where anyone entering the areas 
would pass. A hazardous condition 
shall be corrected immediately or the 
area shall remain posted until the haz-
ardous condition is corrected. If the 
condition creates an imminent danger, 
everyone except those persons referred 
to in section 104(c) of the Act shall be 
withdrawn from the area affected to a 
safe area until the hazardous condition 
is corrected. Only persons designated 
by the operator to correct or evaluate 
the hazardous condition may enter the 
posted area. Any violation of a manda-
tory health or safety standard found 
during a preshift, supplemental, on- 
shift, or weekly examination shall be 
corrected. 

(b) A record shall be made of any haz-
ardous condition and any violation of 
the nine mandatory health or safety 
standards found by the mine examiner. 
This record shall be kept in a book 
maintained for this purpose on the sur-
face at the mine. The record shall be 
made by the completion of the shift on 
which the hazardous condition or viola-
tion of the nine mandatory health or 
safety standards is found and shall in-
clude the nature and location of the 
hazardous condition or violation and 
the corrective action taken. This 
record shall not be required for shifts 
when no hazardous conditions or viola-
tions of the nine mandatory health or 
safety standards are found. 

(c) The record shall be made by the 
certified person who conducted the ex-
amination or a person designated by 
the operator. If made by a person other 
than the certified person, the certified 
person shall verify the record by ini-
tials and date by or at the end of the 
shift for which the examination was 
made. Records shall be countersigned 
by the mine foreman or equivalent 
mine official by the end of the mine 
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foreman’s or equivalent mine official’s 
next regularly scheduled working shift. 
The record shall be made in a secure 
book that is not susceptible to alter-
ation or electronically in a computer 
system so as to be secure and not sus-
ceptible to alteration. 

(d) Retention period. Records shall be 
retained at a surface location at the 
mine for at least 1 year and shall be 
made available for inspection by au-
thorized representatives of the Sec-
retary and the representative of min-
ers. 

(e) Review of citations and orders. The 
mine operator shall review with mine 
examiners on a quarterly basis cita-
tions and orders issued in areas where 
preshift, supplemental, on-shift, and 
weekly examinations are required. 

[61 FR 9829, Mar. 11, 1996; 61 FR 26442, May 28, 
1996; 77 FR 20715, Apr. 6, 2012] 

§ 75.364 Weekly examination. 
(a) Worked-out areas. (1) At least 

every 7 days, a certified person shall 
examine unsealed worked-out areas 
where no pillars have been recovered 
by traveling to the area of deepest pen-
etration; measuring methane and oxy-
gen concentrations and air quantities 
and making tests to determine if the 
air is moving in the proper direction in 
the area. The locations of measure-
ment points where tests and measure-
ments will be performed shall be in-
cluded in the mine ventilation plan and 
shall be adequate in number and loca-
tion to assure ventilation and air qual-
ity in the area. Air quantity measure-
ments shall also be made where the air 
enters and leaves the worked-out area. 
An alternative method of evaluating 
the ventilation of the area may be ap-
proved in the ventilation plan. 

(2) At least every 7 days, a certified 
person shall evaluate the effectiveness 
of bleeder systems required by § 75.334 
as follows: 

(i) Measurements of methane and ox-
ygen concentrations and air quantity 
and a test to determine if the air is 
moving in its proper direction shall be 
made where air enters the worked-out 
area. 

(ii) Measurements of methane and 
oxygen concentrations and air quan-
tity and a test to determine if the air 
is moving in the proper direction shall 

be made immediately before the air en-
ters a return split of air. 

(iii) At least one entry of each set of 
bleeder entries used as part of a bleeder 
system under § 75.334 shall be traveled 
in its entirety. Measurements of meth-
ane and oxygen concentrations and air 
quantities and a test to determine if 
the air is moving in the proper direc-
tion shall be made at the measurement 
point locations specified in the mine 
ventilation plan to determine the effec-
tiveness of the bleeder system. 

(iv) In lieu of the requirements of 
paragraphs (a)(2)(i) and (iii) of this sec-
tion, an alternative method of evalua-
tion may be specified in the ventilation 
plan provided the alternative method 
results in proper evaluation of the ef-
fectiveness of the bleeder system. 

(b) Hazardous conditions and violations 
of mandatory health or safety standards. 
At least every 7 days, an examination 
for hazardous conditions and violations 
of the mandatory health or safety 
standards referenced in paragraph 
(b)(8) of this section shall be made by a 
certified person designated by the oper-
ator at the following locations: 

(1) In at least one entry of each in-
take air course, in its entirety, so that 
the entire air course is traveled. 

(2) In at least one entry of each re-
turn air course, in its entirety, so that 
the entire air course is traveled. 

(3) In each longwall or shortwall 
travelway in its entirety, so that the 
entire travelway is traveled. 

(4) At each seal along return and 
bleeder air courses and at each seal 
along intake air courses not examined 
under § 75.360(b)(5). 

(5) In each escapeway so that the en-
tire escapeway is traveled. 

(6) On each working section not ex-
amined under § 75.360(b)(3) during the 
previous 7 days. 

(7) At each water pump not examined 
during a preshift examination con-
ducted during the previous 7 days. 

(8) Weekly examinations shall in-
clude examinations to identify viola-
tions of the standards listed below: 

(i) §§ 75.202(a) and 75.220(a)(1)—roof 
control; 

(ii) §§ 75.333(h) and 75.370(a)(1)—ven-
tilation, methane; 
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