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requirements to ensure that they are 
also detectable from a safe distance 
away, will be required to have the least 
powerful obstruction lights or sound 
signals. The location and standards for 
Class B structures will generally be in 
between Class A and C structures. 

(c) What criteria will be used to classify 
structures? When assigning a structure 
to a class, the District Commander will 
take into consideration whether a line 
of demarcation has been prescribed, 
and matters concerning, but not nec-
essarily limited to, the dimensions of 
the structure and the depth of water in 
which it is located, the proximity of 
the structure to vessel routes, the na-
ture and amount of vessel traffic, and 
the effect of background lighting. 

(1) If a line of demarcation has been 
prescribed, the District Commander 
will assign those structures seaward of 
the line of demarcation to Class A. He 
or she will assign all structures shore-
ward of the line of demarcation to ei-
ther Class B or Class C, unless the Dis-
trict Commander determines under 
§ 67.05–25 that the structure should be 
assigned to Class A because of the 
structure’s proximity to a navigable 
channel, fairway or line of demarca-
tion. 

(2) If a line of demarcation has not 
been prescribed, the District Com-
mander will assign a structure to Class 
A, B, or C as he or she deems appro-
priate. 

[USCG–2001–10714, 69 FR 24983, May 5, 2004] 

§ 67.01–20 Prescribing lines of demar-
cation. 

The District Commander sends rec-
ommendations for establishing or 
changing lines of demarcation to the 
Commandant. For the purposes of this 
part, when the Commandant approves 
of additions to or changes in prescribed 
lines of demarcation, such additions or 
changes will be published in the FED-
ERAL REGISTER and will become effec-
tive on the date specified in that publi-
cation. 

[USCG–2001–10714, 69 FR 24983, May 5, 2004] 

§ 67.01–30 Equivalents. 
The use of alternate equipment, ap-

paratus, or installation arrangements 
specified in this part may be permitted 

by the District Commander to such ex-
tent and under such conditions as will 
result in achieving a degree of safety or 
compliance with these regulations 
equivalent to or above the minimum 
requirements set forth in this part. 

Subpart 67.05—General 
Requirements for Lights 

§ 67.05–1 Arrangement of obstruction 
lights. 

(a) Structures having a maximum 
horizontal dimension of 30 feet or less 
on any one side, or in diameter, shall 
be required to have one obstruction 
light visible for 360°. 

(b) Structures having a maximum 
horizontal dimension of over 30 feet, 
but not in excess of 50 feet, on any one 
side, or in diameter, shall be required 
to have two obstruction lights in-
stalled on diagonally opposite corners, 
180° apart, or as prescribed by the Dis-
trict Commander, each light to have a 
360° lens. 

(c) Structures having a horizontal di-
mension of over 50 feet on any one side, 
or in diameter, shall be required to 
have an obstruction light on each cor-
ner, or 90° apart in the case of circular 
structures, or as prescribed by the Dis-
trict Commander, each light to have a 
360° lens. 

(d) Where the overall dimensions of a 
structure require the installation of 
two or more obstruction lights, the 
lights shall all be mounted on the same 
horizontal plane within the limitations 
of height specified in § 67.20–5, § 67.25–5, 
or § 67.30–5, as applicable. 

(e) Lesser structures and piles, pile 
clusters or flare templates, etc., will 
not normally be required to be marked 
by obstruction lights, when they are 
located within 100 yards of a Class ‘‘A’’, 
‘‘B’’ or ‘‘C’’ structure marked by estab-
lished obstruction lights, but they 
shall be marked with red or white 
retro-reflective material, installed as 
prescribed by the District Commander. 

(f) All obstruction lights shall be in-
stalled in a manner which will permit 
at least one of them to be carried in 
sight of the mariner, regardless of the 
angle of approach, until the mariner is 
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