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(b) Any discharge of oil or hazardous 
material into the water shall be re-
ported, by the service vessel, in accord-
ance with the procedures specified in 
§ 151.15 of this chapter. 

§ 156.225 Designation of lightering 
zones. 

The District Commander is delegated 
the authority to designate lightering 
zones and their operating require-
ments, where they are necessary for 
safety or environmental protection. 
When a lightering zone has been des-
ignated, lightering operations in a 
given geographic area may only be con-
ducted within the designated lightering 
zone. 

§ 156.230 Factors considered in desig-
nating lightering zones. 

The following factors are considered 
in designating a lightering zone: 

(a) The findings of the environmental 
analysis or, if prepared, the Environ-
mental Impact Statement; 

(b) The proximity of the zone to: 
(1) Shipping lanes; 
(2) Vessel traffic schemes or vessel 

separation systems; 
(3) Anchorages; 
(4) Fixed structures; 
(5) Designated marine sanctuaries; 
(6) Commercial and recreational fish-

ing areas; 
(7) Environmentally sensitive areas; 

and 
(8) Designated units of the National 

Park System, National Wild and Scenic 
Rivers System, National Wilderness 
Preservation System, properties in-
cluded on the National Register of His-
toric Places and National Registry of 
Natural Landmarks, and National 
Wildlife Refuge System. 

(c) The traditional use of areas for 
lightering operations; 

(d) The normal weather and sea con-
ditions in the areas, and their effect on 
lightering operations, and the fate of 
possible cargo discharges; 

(e) The depth of water and under-
water obstructions that may adversely 
impact anchorages and clearance of 
vessels; 

(f) Other relevant safety, environ-
mental, or economic data. 

Subpart C—Lightering Zones and 
Operational Requirements for 
the Gulf of Mexico 

SOURCE: CGD 93–081, 60 FR 45017, Aug. 29, 
1995, unless otherwise noted. 

§ 156.300 Designated lightering zones. 
The following lightering zones are 

designated in the Gulf of Mexico and 
are more than 60 miles from the base-
line from which the territorial sea is 
measured: 

(a) Southtex—lightering zone. This 
lightering zone and the geographic area 
for this zone are coterminous and con-
sist of the waters bounded by a line 
connecting the following points begin-
ning at: 

Latitude N. Longitude W. 
27°40′00″, 93°00′00″, thence to 
27°40′00″, 94°35′00″, thence to 
28°06′30″, 94°35′00″, thence to 
27°21′00″, 96°00′00″, thence to 
26°30′00″, 96°00′00″, thence to 
26°30′00″, 93°00′00″, and thence 

to the point of be-
ginning. 

(NAD 83) 
(b) Gulfmex No. 2—lightering zone. 

This lightering zone and the geo-
graphic area for this zone are cotermi-
nous and consist of the waters bounded 
by a line connecting the following 
points beginning at: 

Latitude N. Longitude W. 
27°53′00″, 89°00′00″, thence to 
27°53′00″, 91°30′00″, thence to 
26°30′00″, 91°30′00″, thence to 
26°30′00″, 89°00′00″, and thence 

to the point of be-
ginning. 

(NAD 83) 
(c) Offshore Pascagoula No. 2— 

lightering zone. This lightering zone and 
the geographic area for this zone are 
coterminous and consist of the waters 
bounded by a line connecting the fol-
lowing points beginning at: 

Latitude N. Longitude W. 
29°20′00″, 87°00′00″, thence to 
29°12′00″, 87°45′00″, thence to 
28°39′00″, 88°00′00″, thence to 
28°00′00″, 88°00′00″, thence to 
28°00′00″, 87°00′00″, and thence 

to the point of be-
ginning. 
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