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(6) All records documenting the qual-
ity assurance program for valves or 
pumps as specified in §§ 63.175(e)(7) and 
63.176(d)(7) of this subpart. 

(7) Records indicating that all valves 
or pumps replaced or modified during 
the period of the quality improvement 
program are in compliance with the 
quality assurance requirements in 
§ 63.175(e)(7) and § 63.176(d)(7) of this 
subpart. 

(8) Records documenting compliance 
with the 20 percent or greater annual 
replacement rate for pumps as speci-
fied in § 63.176(d)(8) of this subpart. 

(9) Information and data to show the 
corporation has fewer than 100 employ-
ees, including employees providing pro-
fessional and technical contracted 
services. 

(i) The owner or operator of equip-
ment in heavy liquid service shall com-
ply with the requirements of either 
paragraph (i)(1) or (i)(2) of this section, 
as provided in paragraph (i)(3) of this 
section. 

(1) Retain information, data, and 
analyses used to determine that a piece 
of equipment is in heavy liquid service. 

(2) When requested by the Adminis-
trator, demonstrate that the piece of 
equipment or process is in heavy liquid 
service. 

(3) A determination or demonstration 
that a piece of equipment or process is 
in heavy liquid service shall include an 
analysis or demonstration that the 
process fluids do not meet the defini-
tion of ‘‘in light liquid service.’’ Exam-
ples of information that could docu-
ment this include, but are not limited 
to, records of chemicals purchased for 
the process, analyses of process stream 
composition, engineering calculations, 
or process knowledge. 

(j) Identification, either by list, loca-
tion (area or group) of equipment in or-
ganic HAP service less than 300 hours 
per year within a process unit subject 
to the provisions of this subpart under 
§ 63.160 of this subpart. 

(k) Owners and operators choosing to 
comply with the requirements of 
§ 63.179 of this subpart shall maintain 
the following records: 

(1) Identification of the process 
unit(s) and the organic HAP’s they 
handle. 

(2) A schematic of the process unit, 
enclosure, and closed-vent system. 

(3) A description of the system used 
to create a negative pressure in the en-
closure to ensure that all emissions are 
routed to the control device. 

[59 FR 19568, Apr. 22, 1994, as amended at 59 
FR 48177, Sept. 20, 1994; 60 FR 18030, Apr. 10, 
1995; 61 FR 31441, June 20, 1996; 62 FR 2792, 
Jan. 17, 1997; 64 FR 20198, Apr. 26, 1999; 68 FR 
37344, June 23, 2003] 

§ 63.182 Reporting requirements. 

(a) Each owner or operator of a 
source subject to this subpart shall 
submit the reports listed in paragraphs 
(a)(1) through (a)(5) of this section. 
Owners or operators requesting an ex-
tension of compliance shall also submit 
the report listed in paragraph (a)(6) of 
this section. 

(1) An Initial Notification described 
in paragraph (b) of this section, and 

(2) A Notification of Compliance Sta-
tus described in paragraph (c) of this 
section, 

(3) Periodic Reports described in 
paragraph (d) of this section, and 

(4)–(5) [Reserved] 
(6) Pursuant to section 112(i)(3)(B) of 

the Act, an owner or operator may re-
quest an extension allowing an existing 
source up to 1 additional year beyond 
the compliance date specified in the 
subpart that references this subpart. 

(i) For purposes of this subpart, a re-
quest for an extension shall be sub-
mitted to the operating permit author-
ity as part of the operating permit ap-
plication. If the State in which the 
source is located does not have an ap-
proved operating permit program, a re-
quest for an extension shall be sub-
mitted to the Administrator as a sepa-
rate submittal. The dates specified in 
§ 63.6(i) of subpart A of this part for 
submittal of requests for extensions 
shall not apply to sources subject to 
this subpart. 

(ii) A request for an extension of 
compliance must include the data de-
scribed in § 63.6(i)(6)(i) (A), (B), and (D) 
of subpart A of this part. 

(iii) The requirements in § 63.6(i)(8) 
through (i)(14) of subpart A of this part 
will govern the review and approval of 
requests for extensions of compliance 
with this subpart. 
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(b) Each owner or operator of an ex-
isting or new source subject to the pro-
visions of this subpart shall submit a 
written Initial Notification to the Ad-
ministrator, containing the informa-
tion described in paragraph (b)(1), ac-
cording to the schedule in paragraph 
(b)(2) of this section. The Initial Notifi-
cation provisions in § 63.9(b)(1) through 
(b)(3) of subpart A of this part shall not 
apply to owners or operators of sources 
subject to this subpart. 

(1) The Initial Notification shall in-
clude the following information: 

(i) The name and address of the 
owner or operator; 

(ii) The address (physical location) of 
the affected source; 

(iii) An identification of the chemical 
manufacturing processes subject to 
this subpart; and 

(iv) A statement of whether the 
source can achieve compliance by the 
applicable compliance date specified in 
the subpart in 40 CFR part 63 that ref-
erences this subpart. 

(2) The Initial Notification shall be 
submitted according to the schedule in 
paragraph (b)(2)(i), (b)(2)(ii), or 
(b)(2)(iii) of this section, as applicable. 

(i) For an existing source, the Initial 
Notification shall be submitted within 
120 days after the date of promulgation 
of the subpart that references this sub-
part. 

(ii) For a new source that has an ini-
tial start-up 90 days after the date of 
promulgation of this subpart or later, 
the application for approval of con-
struction or reconstruction required by 
§ 63.5(d) of subpart A of this part shall 
be submitted in lieu of the Initial Noti-
fication. The application shall be sub-
mitted as soon as practicable before 
the construction or reconstruction is 
planned to commence (but it need not 
be sooner than 90 days after the date of 
promulgation of the subpart that ref-
erences this subpart). 

(iii) For a new source that has an ini-
tial start-up prior to 90 days after the 
date of promulgation of the applicable 
subpart, the Initial Notification shall 
be submitted within 90 days after the 
date of promulgation of the subpart 
that references this subpart. 

(c) Each owner or operator of a 
source subject to this subpart shall 
submit a Notification of Compliance 

Status within 90 days after the compli-
ance dates specified in the subpart in 40 
CFR part 63 that references this sub-
part, except as provided in paragraph 
(c)(4) of this section. 

(1) The notification shall provide the 
information listed in paragraphs 
(c)(1)(i) through (c)(1)(iv) of this sec-
tion for each process unit subject to 
the requirements of § 63.163 through 
§ 63.174 of this subpart. 

(i) Process unit identification. 
(ii) Number of each equipment type 

(e.g., valves, pumps) excluding equip-
ment in vacuum service. 

(iii) Method of compliance with the 
standard (for example, ‘‘monthly leak 
detection and repair’’ or ‘‘equipped 
with dual mechanical seals’’). 

(iv) Planned schedule for each phase 
of the requirements in § 63.163 and 
§ 63.168 of this subpart. 

(2) The notification shall provide the 
information listed in paragraphs 
(c)(2)(i) and (c)(2)(ii) of this section for 
each process unit subject to the re-
quirements of § 63.178(b) of this subpart. 

(i) Batch products or product codes 
subject to the provisions of this sub-
part, and 

(ii) Planned schedule for pressure 
testing when equipment is configured 
for production of products subject to 
the provisions of this subpart. 

(3) The notification shall provide the 
information listed in paragraphs 
(c)(3)(i) and (c)(3)(ii) of this section for 
each process unit subject to the re-
quirements in § 63.179 of this subpart. 

(i) Process unit identification. 
(ii) A description of the system used 

to create a negative pressure in the en-
closure and the control device used to 
comply with the requirements of 
§ 63.172 of this subpart. 

(4) For existing sources subject to 
subpart F of this part, the Notification 
of Compliance Status shall be sub-
mitted for the group of process units 
with the earliest compliance date spec-
ified in § 63.100(k) of subpart F of this 
part, by no later than 90 days after the 
compliance date for that group. The 
Notification of Compliance Status for 
each subsequent group shall be sub-
mitted as part of the first periodic re-
port that is due not less than 90 days 
after the compliance date for that 
group. 
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(d) The owner or operator of a source 
subject to this subpart shall submit 
Periodic Reports. 

(1) A report containing the informa-
tion in paragraphs (d)(2), (d)(3), and 
(d)(4) of this section shall be submitted 
semiannually starting 6 months after 
the Notification of Compliance Status, 
as required in paragraph (c) of this sec-
tion. The first periodic report shall 
cover the first 6 months after the com-
pliance date specified in § 63.100(k)(3) of 
subpart F. Each subsequent periodic re-
port shall cover the 6 month period fol-
lowing the preceding period. 

(2) For each process unit complying 
with the provisions of § 63.163 through 
§ 63.174 of this subpart, the summary in-
formation listed in paragraphs (i) 
through (xvi) of this paragraph for each 
monitoring period during the 6-month 
period. 

(i) The number of valves for which 
leaks were detected as described in 
§ 63.168(b) of this subpart, the percent 
leakers, and the total number of valves 
monitored; 

(ii) The number of valves for which 
leaks were not repaired as required in 
§ 63.168(f) of this subpart, identifying 
the number of those that are deter-
mined nonrepairable; 

(iii) The number of pumps for which 
leaks were detected as described in 
§ 63.163(b) of this subpart, the percent 
leakers, and the total number of pumps 
monitored; 

(iv) The number of pumps for which 
leaks were not repaired as required in 
§ 63.163(c) of this subpart; 

(v) The number of compressors for 
which leaks were detected as described 
in § 63.164(f) of this subpart; 

(vi) The number of compressors for 
which leaks were not repaired as re-
quired in § 63.164(g) of this subpart; 

(vii) The number of agitators for 
which leaks were detected as described 
in § 63.173(a) and (b) of this subpart; 

(viii) The number of agitators for 
which leaks were not repaired as re-
quired in § 63.173(c) of this subpart; 

(ix) The number of connectors for 
which leaks were detected as described 
in § 63.174(a) of this subpart, the per-
cent of connectors leaking, and the 
total number of connectors monitored; 

(x) [Reserved] 

(xi) The number of connectors for 
which leaks were not repaired as re-
quired in § 63.174(d) of this subpart, 
identifying the number of those that 
are determined nonrepairable; 

(xii) [Reserved] 
(xiii) The facts that explain any 

delay of repairs and, where appro-
priate, why a process unit shutdown 
was technically infeasible. 

(xiv) The results of all monitoring to 
show compliance with §§ 63.164(i), 
63.165(a), and 63.172(f) of this subpart 
conducted within the semiannual re-
porting period. 

(xv) If applicable, the initiation of a 
monthly monitoring program under 
§ 63.168(d)(1)(i) of this subpart, or a 
quality improvement program under 
either §§ 63.175 or 63.176 of this subpart. 

(xvi) If applicable, notification of a 
change in connector monitoring alter-
natives as described in § 63.174(c)(1) of 
this subpart. 

(xvii) If applicable, the compliance 
option that has been selected under 
§ 63.172(n). 

(3) For owners or operators electing 
to meet the requirements of § 63.178(b) 
of this subpart, the report shall include 
the information listed in paragraphs (i) 
through (v) of this paragraph for each 
process unit. 

(i) Batch product process equipment 
train identification; 

(ii) The number of pressure tests con-
ducted; 

(iii) The number of pressure tests 
where the equipment train failed the 
pressure test; 

(iv) The facts that explain any delay 
of repairs; and 

(v) The results of all monitoring to 
determine compliance with § 63.172(f) of 
this subpart. 

(4) The information listed in para-
graph (c) of this section for the Notifi-
cation of Compliance Status for proc-
ess units with later compliance dates. 
Any revisions to items reported in ear-
lier Notification of Compliance Status, 
if the method of compliance has 
changed since the last report. 

[59 FR 19568, Apr. 22, 1994, as amended at 59 
FR 48178, Sept. 20, 1994; 60 FR 18030, Apr. 10, 
1995; 60 FR 63631, Dec. 12, 1995; 62 FR 2792, 
Jan. 17, 1997] 
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