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this section prior to the next required 
inspection. 

(A) The owner or operator shall mon-
itor the agitator seal shall as specified 
in § 63.1004(b) to determine the presence 
of regulated material in the barrier 
fluid. If an instrument reading of 10,000 
parts per million or greater is meas-
ured, a leak is detected and it shall be 
repaired using the procedures in 
§ 63.1005; or 

(B) The owner or operator shall 
eliminate the visual indications of liq-
uids dripping. 

(v) Each sensor as described in para-
graph (e)(1)(iii) of this section is ob-
served daily or is equipped with an 
alarm unless the agitator seal is lo-
cated within the boundary of an un-
manned plant site. 

(vi) The owner or operator of each 
dual mechanical seal system shall 
meet the requirements specified in 
paragraphs (e)(1)(vi)(A) through 
(e)(1)(vi)(D). 

(A) The owner or operator shall de-
termine, based on design consider-
ations and operating experience, cri-
teria applicable to the presence and 
frequency of drips and to the sensor 
that indicates failure of the seal sys-
tem, the barrier fluid system, or both. 

(B) The owner or operator shall keep 
records of the design criteria and an 
explanation of the design criteria; and 
any changes to these criteria and the 
reasons for the changes. 

(C) If indications of liquids dripping 
from the agitator seal exceed the cri-
teria established in paragraphs 
(e)(1)(vi)(A) and (e)(1)(vi)(B) of this sec-
tion, or if, based on the criteria estab-
lished in paragraphs (e)(1)(vi)(A) and 
(e)(1)(vi)(B) of this section, the sensor 
indicates failure of the seal system, the 
barrier fluid system, or both, a leak is 
detected. 

(D) When a leak is detected, it shall 
be repaired using the procedures in 
§ 63.1005. 

(2) No external shaft. Any agitator 
that is designed with no externally ac-
tuated shaft penetrating the agitator 
housing is exempt from the require-
ments of paragraph (b) of this section. 

(3) Routed to a process or fuel gas sys-
tem or equipped with a closed vent system. 
Any agitator that is routed to a proc-
ess or fuel gas system or equipped with 

a closed vent system that captures and 
transports leakage from the agitator to 
a control device meeting the require-
ments of § 63.1015 is exempt from the 
monitoring requirements of paragraph 
(b) of this section. 

(4) Unmanned plant site. Any agitator 
that is located within the boundary of 
an unmanned plant site is exempt from 
the weekly visual inspection require-
ment of paragraphs (b)(3) and (e)(1)(iv) 
of this section, and the daily require-
ments of paragraph (e)(1)(v) of this sec-
tion, provided that each agitator is vis-
ually inspected as often as practical 
and at least monthly. 

(5) Difficult-to-monitor agitator seals. 
Any agitator seal that is designated, as 
described in § 63.1003(c)(2), as a dif-
ficult-to-monitor agitator seal is ex-
empt from the requirements of para-
graph (b) of this section and the owner 
or operator shall monitor the agitator 
seal according to the written plan spec-
ified in § 63.1003(c)(5). 

(6) Equipment obstructions. Any agita-
tor seal that is obstructed by equip-
ment or piping that prevents access to 
the agitator by a monitor probe is ex-
empt from the monitoring require-
ments of paragraph (b) of this section. 

(7) Unsafe-to-monitor agitator seals. 
Any agitator seal that is designated, as 
described in § 63.1003(c)(1), as an unsafe- 
to-monitor agitator seal is exempt 
from the requirements of paragraph (b) 
of this section and the owner or oper-
ator of the agitator seal monitors the 
agitator seal according to the written 
plan specified in § 63.1003(c)(5). 

§ 63.1010 Pumps, valves, connectors, 
and agitators in heavy liquid serv-
ice; pressure relief devices in liquid 
service; and instrumentation sys-
tems standards. 

(a) Compliance schedule. The owner or 
operator shall comply with this section 
no later than the compliance dates 
specified in the referencing subpart. 

(b) Leak detection—(1) Monitoring 
method. Unless otherwise specified in 
§ 63.1002(b), or § 63.1016, the owner or op-
erator shall comply with paragraphs 
(b)(1) and (b)(2) of this section. Pumps, 
valves, connectors, and agitators in 
heavy liquid service; pressure relief de-
vices in light liquid or heavy liquid 
service; and instrumentation systems 
shall be monitored within 5 calendar 
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days by the method specified in 
§ 63.1004(b) if evidence of a potential 
leak to the atmosphere is found by vis-
ual, audible, olfactory, or any other de-
tection method. If such a potential 
leak is repaired as required in para-
graph (c) of this section, it is not nec-
essary to monitor the system for leaks 
by the method specified in § 63.1004(b). 

(2) Instrument reading that defines a 
leak. For systems monitored by the 
method specified in § 63.1004(b), if an in-
strument reading of 10,000 parts per 
million or greater is measured, a leak 
is detected. If a leak is detected, it 
shall be identified pursuant to 
§ 63.1004(e) and repaired pursuant to 
§ 63.1005. 

(c) Leak repair. If a leak is deter-
mined pursuant to this section, then 
the leak shall be repaired using the 
procedures in § 63.1005, as applicable. 
For equipment identified in paragraph 
(b) of this section that is not mon-
itored by the method specified in 
§ 63.1004(b), repaired shall mean that 
the visual, audible, olfactory, or other 
indications of a leak to the atmosphere 
have been eliminated; that no bubbles 
are observed at potential leak sites 
during a leak check using soap solu-
tion; or that the system will hold a 
test pressure. 

§ 63.1011 Pressure relief devices in gas 
and vapor service standards. 

(a) Compliance schedule. The owner or 
operator shall comply with this section 
no later than the compliance dates 
specified in the referencing subpart. 

(b) Compliance standard. Except dur-
ing pressure releases as provided for in 
paragraph (c) of this section, each pres-
sure relief device in gas or vapor serv-
ice shall be operated with an instru-
ment reading of less than 500 parts per 
million as measured by the method 
specified in § 63.1004(c). 

(c) Pressure relief requirements. (1) 
After each pressure release, the pres-
sure relief device shall be returned to a 
condition indicated by an instrument 
reading of less than 500 parts per mil-
lion, as soon as practical, but no later 
than 5 calendar days after each pres-
sure release, except as provided in 
paragraph (d) of this section. 

(2) The pressure relief device shall be 
monitored no later than five calendar 

days after the pressure release and 
being returned to regulated material 
service to confirm the condition indi-
cated by an instrument reading of less 
than 500 parts per million, as measured 
by the method specified in § 63.1004(c). 

(3) The owner or operator shall 
record the dates and results of the 
monitoring required by paragraph (c)(2) 
of this section following a pressure re-
lease including maximum instrument 
reading measured during the moni-
toring and the background level meas-
ured if the instrument reading is ad-
justed for background. 

(d) Pressure relief devices routed to a 
process or fuel gas system or equipped 
with a closed vent system and control de-
vice. Any pressure relief device that is 
routed to a process or fuel gas system 
or equipped with a closed vent system 
that captures and transports leakage 
from the pressure relief device to a 
control device meeting the require-
ments of § 63.1015 is exempt from the re-
quirements of paragraphs (b) and (c) of 
this section. 

(e) Rupture disk exemption. Any pres-
sure relief device that is equipped with 
a rupture disk upstream of the pressure 
relief device is exempt from the re-
quirements of paragraphs (b) and (c) of 
this section provided the owner or op-
erator installs a replacement rupture 
disk upstream of the pressure relief de-
vice as soon as practical after each 
pressure release, but no later than 5 
calendar days after each pressure re-
lease, except as provided in § 63.1005(d). 

§ 63.1012 Compressor standards. 

(a) Compliance schedule. The owner or 
operator shall comply with this section 
no later than the compliance dates 
specified in the referencing subpart. 

(b) Seal system standard. Each com-
pressor shall be equipped with a seal 
system that includes a barrier fluid 
system and that prevents leakage of 
process fluid to the atmosphere, except 
as provided in § 63.1002(b) and para-
graphs (e) and (f) of this section. Each 
compressor seal system shall meet the 
requirements specified in paragraphs 
(b)(1), (b)(2), or (b)(3) of this section. 

(1) Operated with the barrier fluid at 
a pressure that is greater than the 
compressor stuffing box pressure at all 
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