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the water flow rate for conventional 
waterwash systems, or the rec-
ommended parameter(s) that indicate 
the booth performance for pumpless 
systems as specified by the booth man-
ufacturer or in locally prepared oper-
ating procedures. 

(f) Chemical milling maskant applica-
tion operations. Each owner or operator 
seeking to comply with the organic 
HAP and VOC content limits for the 
chemical milling maskant application 
operation, as specified in § 63.747(c), or 
the control system requirements speci-
fied in § 63.747(d), shall record the infor-
mation specified in paragraphs (f)(1) 
through (f)(4) of this section, as appro-
priate. 

(1) For uncontrolled chemical milling 
maskants that meet the organic HAP 
or VOC content limit without aver-
aging: 

(i) The mass of organic HAP emitted 
per unit volume of chemical milling 
maskant as applied (less water) (Hi) 
and the mass of VOC emitted per unit 
volume of chemical milling maskant as 
applied (less water and exempt sol-
vents) (Gi) for each chemical milling 
maskant formulation used each month 
(as determined by the procedures speci-
fied in § 63.750 (k) and (m)); 

(ii) All data, calculations, and test 
results (including EPA Method 24 re-
sults) used in determining the values of 
Hi and Gi; and 

(iii) The volume (gal) of each chem-
ical milling maskant formulation used 
each month. 

(2) For chemical milling maskants 
complying with the organic HAP or 
VOC content level by averaging: 

(i) The monthly volume-weighted av-
erage masses of organic HAP emitted 
per unit volume of chemical milling 
maskant as applied (less water) (Ha) 
and of VOC emitted per unit volume of 
chemical milling maskant as applied 
(less water and exempt solvents) (Ga) 
for all chemical milling maskants (as 
determined by the procedures specified 
in § 63.750 (l) and (n)); and 

(ii) All data, calculations, and test 
results (including EPA Method 24 re-
sults) used to determine the values of 
Ha and Ga. 

(3) For chemical milling maskants 
that are controlled by a carbon 
adsorber: 

(i) The overall control efficiency of 
the control system (as determined 
using the procedures specified in 
§ 63.750(g)) and all test results, data, 
and calculations used in determining 
the overall control efficiency. The 
length of the rolling material balance 
period and all data and calculations 
used for determining this rolling pe-
riod. The record of the certification of 
the accuracy of the device that meas-
ures the amount of HAP or VOC recov-
ered; or 

(ii) For nonregenerative carbon 
adsorbers, the overall control effi-
ciency of the control system (as deter-
mined using the procedures specified in 
§ 63.750(g)) and all test results, data, 
and calculations used in determining 
the overall control efficiency. The 
record of the carbon replacement time 
established as the site-specific oper-
ating parameter to demonstrate com-
pliance. 

(4) For chemical milling maskants 
that are controlled by a control device 
other than a carbon adsorber: 

(i) The overall control efficiency of 
the control system (as determined 
using the procedures specified in 
§ 63.750(h)) and all test results, data, 
and calculations used in determining 
the overall control efficiency; 

(ii) If an incinerator other than a 
catalytic incinerator is used, contin-
uous records of the firebox temperature 
recorded under § 63.751(b)(9) and all cal-
culated 3-hour averages of the firebox 
temperature; and 

(iii) If a catalytic incinerator is used, 
continuous records of the temperature 
recorded under § 63.751(b)(10) and all 
calculated 3-hour averages of the re-
corded temperatures. 

[60 FR 45956, Sept. 1, 1996, as amended at 63 
FR 15023, Mar. 27, 1998; 63 FR 46534, Sept. 1, 
1998] 

§ 63.753 Reporting requirements. 
(a)(1) Except as provided in para-

graphs (a)(2) and (a)(3) of this section, 
each owner or operator subject to this 
subpart shall fulfill the requirements 
contained in § 63.9(a) through (e) and 
(h) through (j), Notification require-
ments, and § 63.10(a), (b), (d), and (f), 
Recordkeeping and reporting require-
ments, of the General Provisions, 40 
CFR part 63, subpart A, and that the 
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initial notification for existing sources 
required in § 63.9(b)(2) shall be sub-
mitted not later than September 1, 
1997. In addition to the requirements of 
§ 63.9(h), the notification of compliance 
status shall include: 

(i) Information detailing whether the 
source has operated within the speci-
fied ranges of its designated operating 
parameters. 

(ii) For each coating line, where 
averaging will be used along with the 
types of quantities of coatings the fa-
cility expects to use in the first year of 
operation. Averaging scheme shall be 
approved by the Administrator or dele-
gated State authority and shall be in-
cluded as part of the facility’s title V 
or part 70 permit. 

(2) The initial notification for exist-
ing sources, required in § 63.9(b)(2) shall 
be submitted no later than September 
1, 1997. For the purposes of this sub-
part, a title V or part 70 permit appli-
cation may be used in lieu of the initial 
notification required under § 63.9(b)(2), 
provided the same information is con-
tained in the permit application as re-
quired by § 63.9(b)(2), and the State to 
which the permit application has been 
submitted has an approved operating 
permit program under part 70 of this 
chapter and has received delegation of 
authority from the EPA. Permit appli-
cations shall be submitted by the same 
due dates as those specified for the ini-
tial notifications. 

(3) For the purposes of this subpart, 
the Administrator will notify the 
owner or operator in writing of ap-
proval or disapproval of the request for 
an adjustment to a particular time pe-
riod or postmark deadline submitted 
under § 63.9(i) within 30 calendar days 
of receiving sufficient information to 
evaluate the request, rather than 15 
calendar days as provided for in 
§ 63.9(i)(3). 

(b) Cleaning operation. Each owner or 
operator of a cleaning operation sub-
ject to this subpart shall submit the 
following information: 

(1) Semiannual reports occurring 
every 6 months from the date of the no-
tification of compliance status that 
identify: 

(i) Any instance where a noncompli-
ant cleaning solvent is used for a non- 
exempt hand-wipe cleaning operation; 

(ii) A list of any new cleaning sol-
vents used for hand-wipe cleaning in 
the previous 6 months and, as appro-
priate, their composite vapor pressure 
or notification that they comply with 
the composition requirements specified 
in § 63.744(b)(1); 

(iii) Any instance where a noncompli-
ant spray gun cleaning method is used; 

(iv) Any instance where a leaking en-
closed spray gun cleaner remains 
unrepaired and in use for more than 15 
days; and 

(v) If the operations have been in 
compliance for the semiannual period, 
a statement that the cleaning oper-
ations have been in compliance with 
the applicable standards. Sources shall 
also submit a statement of compliance 
signed by a responsible company offi-
cial certifying that the facility is in 
compliance with all applicable require-
ments. 

(c) Primer and topcoat application oper-
ations. Each owner or operator of a 
primer or topcoat application oper-
ation subject to this subpart shall sub-
mit the following information: 

(1) Semiannual reports occurring 
every 6 months from the date of the no-
tification of compliance status that 
identify: 

(i) For primers and topcoats where 
compliance is not being achieved 
through the use of averaging or a con-
trol device, each value of Hi and Gi, as 
recorded under § 63.752(c)(2)(i), that ex-
ceeds the applicable organic HAP or 
VOC content limit specified in 
§ 63.745(c); 

(ii) For primers and topcoats where 
compliance is being achieved through 
the use of averaging, each value of Ha 
and Ga, as recorded under 
§ 63.752(c)(4)(i), that exceeds the appli-
cable organic HAP or VOC content 
limit specified in § 63.745(c); 

(iii) If incinerators are used to com-
ply with the standards, all periods 
when the 3-hour average combustion 
temperature(s) is (are) less than the av-
erage combustion temperature(s) es-
tablished under § 63.751(b) (11) or (12) 
during the most recent performance 
test during which compliance was dem-
onstrated; 

(iv) If a carbon adsorber is used; 
(A) each rolling period when the 

overall control efficiency of the control 
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system is calculated to be less than 
81%, the initial material balance cal-
culation, and any exceedances as dem-
onstrated through the calculation; or, 

(B) for nonregenerative carbon 
adsorbers, submit the design evalua-
tion, the continuous monitoring sys-
tem performance report, and any ex-
cess emissions as demonstrated 
through deviations of monitored val-
ues. 

(v) For control devices other than an 
incinerator or carbon adsorber, each 
exceedance of the operating param-
eter(s) established for the control de-
vice under the initial performance test 
during which compliance was dem-
onstrated; 

(vi) All times when a primer or top-
coat application operation was not im-
mediately shut down when the pressure 
drop across a dry particulate filter or 
HEPA filter system, the water flow 
rate through a conventional waterwash 
system, or the recommended param-
eter(s) that indicate the booth perform-
ance for pumpless systems, as appro-
priate, was outside the limit(s) speci-
fied by the filter or booth manufac-
turer or in locally prepared operating 
procedures; 

(vii) If the operations have been in 
compliance for the semiannual period, 
a statement that the operations have 
been in compliance with the applicable 
standards; and, 

(2) Annual reports beginning 12 
months after the date of the notifica-
tion of compliance status listing the 
number of times the pressure drop or 
water flow rate for each dry filter or 
waterwash system, as applicable, was 
outside the limit(s) specified by the fil-
ter or booth manufacturer or in locally 
prepared operating procedures. 

(d) Depainting operation. Each owner 
or operator of a depainting operation 
subject to this subpart shall submit the 
following information: 

(1) Semiannual reports occurring 
every 6 months from the date of the no-
tification of compliance status that 
identify: 

(i) Any 24-hour period where organic 
HAP were emitted from the depainting 
of aerospace vehicles, other than from 
the exempt operations listed in § 63.746 
(a), (b)(3), and (b)(5). 

(ii) Any new chemical strippers used 
at the facility during the reporting pe-
riod; 

(iii) The organic HAP content of 
these new chemical strippers; 

(iv) For each chemical stripper that 
undergoes reformulation, its organic 
HAP content; 

(v) Any new non-chemical depainting 
technique in use at the facility since 
the notification of compliance status 
or any subsequent semiannual report 
was filed; 

(vi) For periods of malfunctions: 
(A) The non-chemical method or 

technique that malfunctioned; 
(B) The date that the malfunction oc-

curred; 
(C) A description of the malfunction; 
(D) The methods used to depaint 

aerospace vehicles during the malfunc-
tion period; 

(E) The dates that these methods 
were begun and discontinued; and 

(F) The date that the malfunction 
was corrected; 

(vii) All periods where a nonchemical 
depainting operation subject to 
§ 63.746(b)(2) and (b)(4) for the control of 
inorganic HAP emissions was not im-
mediately shut down when the pressure 
drop, water flow rate, or recommended 
booth parameter(s) was outside the 
limit(s) specified by the filter or booth 
manufacturer or in locally prepared 
operational procedures; 

(viii) A list of new and discontinued 
aircraft models depainted at the facil-
ity over the last 6 months and a list of 
the parts normally removed for 
depainting for each new aircraft model 
being depainted; and 

(ix) If the depainting operation has 
been in compliance for the semiannual 
period, a statement signed by a respon-
sible company official that the oper-
ation was in compliance with the appli-
cable standards. 

(2) Annual reports occurring every 12 
months from the date of the notifica-
tion of compliance status that identify: 

(i) The average volume per aircraft of 
organic HAP-containing chemical 
strippers or weight of organic HAP 
used for spot stripping and decal re-
moval operations if it exceeds the lim-
its specified in § 63.746(b)(3); and 

(ii) The number of times the pressure 
drop limit(s) for each filter system or 
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the number of times the water flow 
rate limit(s) for each waterwash sys-
tem were outside the limit(s) specified 
by the filter or booth manufacturer or 
in locally prepared operating proce-
dures. 

(3) Where a control device is used to 
control organic HAP emissions, semi-
annual reports that identify: 

(i) If a carbon adsorber is used, 
(A) each rolling period when the 

overall control efficiency of the control 
system is calculated to be less than 
81% for existing systems or less than 
95% for new systems, the initial mate-
rial balance calculation, and any 
exceedances as demonstrated through 
the calculation; or, 

(B) for nonregenerative carbon 
adsorbers, submit the design evalua-
tion, the continuous monitoring sys-
tem performance report, and any ex-
cess emissions as demonstrated 
through deviations of monitored val-
ues. 

(ii) For control devices other than a 
carbon adsorber, each exceedance of 
the operating parameter(s) established 
for the control device under the initial 
performance test during which compli-
ance was demonstrated; 

(iii) Descriptions of any control de-
vices currently in use that were not 
listed in the notification of compliance 
status or any subsequent report. 

(e) Chemical milling maskant applica-
tion operation. Each owner or operator 
of a chemical milling maskant applica-
tion operation subject to this subpart 
shall submit semiannual reports occur-
ring every 6 months from the date of 
the notification of compliance status 
that identify: 

(1) For chemical milling maskants 
where compliance is not being achieved 
through the use of averaging or a con-
trol device, each value of Hi and Gi, as 
recorded under § 63.752(f)(1)(i), that ex-
ceeds the applicable organic HAP or 
VOC content limit specified in 
§ 63.747(c); 

(2) For chemical milling maskants 
where compliance is being achieved 
through the use of averaging, each 
value of Ha and Ga, as recorded under 
§ 63.752(f)(2)(i), that exceeds the applica-
ble organic HAP or VOC content limit 
specified in § 63.747(c); 

(3) Where a control device is used, 

(i) If incinerators are used to comply 
with the standards, all periods when 
the 3-hour average combustion tem-
perature(s) is (are) less than the aver-
age combustion temperature(s) estab-
lished under § 63.751(b) (11) or (12) dur-
ing the most recent performance test 
during which compliance was dem-
onstrated; 

(ii) If a carbon adsorber is used, 
(A) Each rolling period when the 

overall control efficiency of the control 
system is calculated to be less than 
81%, the initial material balance cal-
culation, and any exceedances as dem-
onstrated through the calculation; or, 

(B) For nonregenerative carbon 
adsorbers, submit the design evalua-
tion, the continuous monitoring sys-
tem performance report, and any ex-
cess emissions as demonstrated 
through deviations of monitored val-
ues. 

(iii) For control devices other than 
an incinerator or carbon adsorber, each 
exceedance of the operating param-
eter(s) established for the control de-
vice under the initial performance test 
during which compliance was dem-
onstrated; 

(4) All chemical milling maskants 
currently in use that were not listed in 
the notification of compliance status 
or any other subsequent semiannual re-
port; 

(5) Descriptions of any control de-
vices currently in use that were not 
listed in the notification of compliance 
status or any subsequent report; and 

(6) If the operations have been in 
compliance for the semiannual period, 
a statement that the chemical milling 
maskant application operation has 
been in compliance with the applicable 
standards. 

[60 FR 45956, Sept. 1, 1996; 61 FR 4903, Feb. 9, 
1996, as amended at 61 FR 66227, Dec. 17, 1996; 
63 FR 15023, Mar. 27, 1998; 63 FR 46535, Sept. 
1, 1998] 

§§ 63.754–63.758 [Reserved] 

§ 63.759 Implementation and enforce-
ment. 

(a) This subpart can be implemented 
and enforced by the U.S. EPA, or a del-
egated authority such as the applicable 
State, local, or Tribal agency. If the 
U.S. EPA Administrator has delegated 
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