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the number of times the water flow 
rate limit(s) for each waterwash sys-
tem were outside the limit(s) specified 
by the filter or booth manufacturer or 
in locally prepared operating proce-
dures. 

(3) Where a control device is used to 
control organic HAP emissions, semi-
annual reports that identify: 

(i) If a carbon adsorber is used, 
(A) each rolling period when the 

overall control efficiency of the control 
system is calculated to be less than 
81% for existing systems or less than 
95% for new systems, the initial mate-
rial balance calculation, and any 
exceedances as demonstrated through 
the calculation; or, 

(B) for nonregenerative carbon 
adsorbers, submit the design evalua-
tion, the continuous monitoring sys-
tem performance report, and any ex-
cess emissions as demonstrated 
through deviations of monitored val-
ues. 

(ii) For control devices other than a 
carbon adsorber, each exceedance of 
the operating parameter(s) established 
for the control device under the initial 
performance test during which compli-
ance was demonstrated; 

(iii) Descriptions of any control de-
vices currently in use that were not 
listed in the notification of compliance 
status or any subsequent report. 

(e) Chemical milling maskant applica-
tion operation. Each owner or operator 
of a chemical milling maskant applica-
tion operation subject to this subpart 
shall submit semiannual reports occur-
ring every 6 months from the date of 
the notification of compliance status 
that identify: 

(1) For chemical milling maskants 
where compliance is not being achieved 
through the use of averaging or a con-
trol device, each value of Hi and Gi, as 
recorded under § 63.752(f)(1)(i), that ex-
ceeds the applicable organic HAP or 
VOC content limit specified in 
§ 63.747(c); 

(2) For chemical milling maskants 
where compliance is being achieved 
through the use of averaging, each 
value of Ha and Ga, as recorded under 
§ 63.752(f)(2)(i), that exceeds the applica-
ble organic HAP or VOC content limit 
specified in § 63.747(c); 

(3) Where a control device is used, 

(i) If incinerators are used to comply 
with the standards, all periods when 
the 3-hour average combustion tem-
perature(s) is (are) less than the aver-
age combustion temperature(s) estab-
lished under § 63.751(b) (11) or (12) dur-
ing the most recent performance test 
during which compliance was dem-
onstrated; 

(ii) If a carbon adsorber is used, 
(A) Each rolling period when the 

overall control efficiency of the control 
system is calculated to be less than 
81%, the initial material balance cal-
culation, and any exceedances as dem-
onstrated through the calculation; or, 

(B) For nonregenerative carbon 
adsorbers, submit the design evalua-
tion, the continuous monitoring sys-
tem performance report, and any ex-
cess emissions as demonstrated 
through deviations of monitored val-
ues. 

(iii) For control devices other than 
an incinerator or carbon adsorber, each 
exceedance of the operating param-
eter(s) established for the control de-
vice under the initial performance test 
during which compliance was dem-
onstrated; 

(4) All chemical milling maskants 
currently in use that were not listed in 
the notification of compliance status 
or any other subsequent semiannual re-
port; 

(5) Descriptions of any control de-
vices currently in use that were not 
listed in the notification of compliance 
status or any subsequent report; and 

(6) If the operations have been in 
compliance for the semiannual period, 
a statement that the chemical milling 
maskant application operation has 
been in compliance with the applicable 
standards. 

[60 FR 45956, Sept. 1, 1996; 61 FR 4903, Feb. 9, 
1996, as amended at 61 FR 66227, Dec. 17, 1996; 
63 FR 15023, Mar. 27, 1998; 63 FR 46535, Sept. 
1, 1998] 

§§ 63.754–63.758 [Reserved] 

§ 63.759 Implementation and enforce-
ment. 

(a) This subpart can be implemented 
and enforced by the U.S. EPA, or a del-
egated authority such as the applicable 
State, local, or Tribal agency. If the 
U.S. EPA Administrator has delegated 
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