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(vii) The expected date of successful 
repair of the leak if a leak is not re-
paired within 15 calendar days. 

(viii) Dates of shutdowns that occur 
while the equipment is unrepaired. 

(ix) The date of successful repair of 
the leak. 

(8) For each inspection conducted in 
accordance with § 63.1258(h)(3) during 
which no leaks are detected, a record 
that the inspection was performed, the 
date of the inspection, and a statement 
that no leaks were detected. 

(9) For each visual inspection con-
ducted in accordance with 
§ 63.1258(h)(2)(i)(B) or (h)(2)(iii)(B) of 
this section during which no leaks are 
detected, a record that the inspection 
was performed, the date of the inspec-
tion, and a statement that no leaks 
were detected. 

[63 FR 50326, Sept. 21, 1998, as amended at 65 
FR 52613, Aug. 29, 2000; 66 FR 40135, Aug. 2, 
2001; 70 FR 25670, May 13, 2005; 71 FR 20459, 
Apr. 20, 2006; 76 FR 22601, Apr. 21, 2011] 

§ 63.1260 Reporting requirements. 
(a) The owner or operator of an af-

fected source shall comply with the re-
porting requirements of paragraphs (b) 
through (n) of this section. Applicable 
reporting requirements of §§ 63.9 and 
63.10 are also summarized in Table 1 of 
this subpart. 

(b) Initial notification. The owner or 
operator shall submit the applicable 
initial notification in accordance with 
§ 63.9(b) or (d). 

(c) Application for approval of con-
struction or reconstruction. An owner or 
operator who is subject to § 63.5(b)(3) 
shall submit to the Administrator an 
application for approval of the con-
struction of a new major affected 
source, the reconstruction of a major 
affected source, or the reconstruction 
of a major source such that the source 
becomes a major affected source sub-
ject to the standards. The application 
shall be prepared in accordance with 
§ 63.5(d). 

(d) Notification of CMS performance 
evaluation. An owner or operator who is 
required by the Administrator to con-
duct a performance evaluation for a 
continuous monitoring system shall 
notify the Administrator of the date of 
the performance evaluation as speci-
fied in § 63.8(e)(2). 

(e) Precompliance report. The 
Precompliance report shall be sub-
mitted at least 6 months prior to the 
compliance date of the standard. For 
new sources, the Precompliance report 
shall be submitted to the Adminis-
trator with the application for ap-
proval of construction or reconstruc-
tion. The Administrator shall have 90 
days to approve or disapprove the plan. 
The plan shall be considered approved 
if the Administrator either approves 
the plan in writing, or fails to dis-
approve the plan in writing. The 90 day 
period shall begin when the Adminis-
trator receives the request. If the re-
quest is denied, the owner or operator 
must still be in compliance with the 
standard by the compliance date. To 
change any of the information sub-
mitted in the report, the owner or op-
erator shall notify the Administrator 
90 days before the planned change is to 
be implemented; the change shall be 
considered approved if the Adminis-
trator either approves the change in 
writing, or fails to disapprove the 
change in writing. The Precompliance 
report shall include: 

(1) Requests for approval to use alter-
native monitoring parameters or re-
quests to set monitoring parameters 
according to § 63.1258(b)(4). 

(2) Descriptions of the daily or per 
batch demonstrations to verify that 
control devices subject to 
§ 63.1258(b)(1)(i) are operating as de-
signed. 

(3) A description of test conditions, 
and the corresponding monitoring pa-
rameter values for parameters that are 
set according to § 63.1258(b)(3)(ii)(C). 

(4) For owners and operators com-
plying with the requirements of 
§ 63.1252(e), the P2 demonstration sum-
mary required in § 63.1257(f). 

(5) Data and rationale used to sup-
port an engineering assessment to cal-
culate uncontrolled emissions from 
process vents as required in 
§ 63.1257(d)(2)(ii). 

(6) Data and other information sup-
porting the determination of annual 
average concentrations by process sim-
ulation as required in § 63.1257(e)(1)(ii). 

(7) Bench scale or pilot-scale test 
data and rationale used to determine 
annual average concentrations as re-
quired in § 63.1257(e)(1)(ii)(C). 
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(f) Notification of Compliance Status re-
port. The Notification of Compliance 
Status report required under § 63.9 shall 
be submitted no later than 150 days 
after the compliance date and shall in-
clude: 

(1) The results of any applicability 
determinations, emission calculations, 
or analyses used to identify and quan-
tify HAP emissions from the affected 
source. 

(2) The results of emissions profiles, 
performance tests, engineering anal-
yses, design evaluations, or calcula-
tions used to demonstrate compliance. 
For performance tests, results should 
include descriptions of sampling and 
analysis procedures and quality assur-
ance procedures. 

(3) Descriptions of monitoring de-
vices, monitoring frequencies, and the 
values of monitored parameters estab-
lished during the initial compliance de-
terminations, including data and cal-
culations to support the levels estab-
lished. 

(4) Listing of all operating scenarios. 
(5) Descriptions of worst-case oper-

ating and/or testing conditions for con-
trol devices. 

(6) Identification of emission points 
subject to overlapping requirements 
described in § 63.1250(h) and the author-
ity under which the owner or operator 
will comply. 

(7) Anticipated periods of planned 
routine maintenance of a CCCD subject 
to § 63.1252(h) during the period between 
the compliance date and the end of the 
period covered by the first Periodic re-
port, and if applicable, the rationale 
for why the planned routine mainte-
nance must be performed while a proc-
ess with a vent subject to § 63.1254(a)(3) 
will be operating. 

(g) Periodic reports. An owner or oper-
ator shall prepare Periodic reports in 
accordance with paragraphs (g)(1) and 
(2) of this section and submit them to 
the Administrator. 

(1) Submittal schedule. Except as pro-
vided in paragraphs (g)(1)(i), (ii), and 
(iii) of this section, an owner or oper-
ator shall submit Periodic reports 
semiannually. The first report shall be 
submitted no later than 240 days after 
the Notification of Compliance Status 
is due and shall cover the 6-month pe-
riod beginning on the date the Notifi-

cation of Compliance Status is due. 
Each subsequent Periodic report shall 
cover the 6-month period following the 
preceding period. 

(i) When the Administrator deter-
mines on a case-by-case basis that 
more frequent reporting is necessary to 
accurately assess the compliance sta-
tus of the affected source; or 

(ii) Quarterly reports shall be sub-
mitted when the source experiences an 
exceedance of a temperature limit 
monitored according to the provisions 
of § 63.1258(b)(1)(iii) or an exceedance of 
the outlet concentration monitored ac-
cording to the provisions of 
§ 63.1258(b)(1)(x) or (b)(5). Once an af-
fected source reports quarterly, the af-
fected source shall follow a quarterly 
reporting format until a request to re-
duce reporting frequency is approved. 
If an owner or operator submits a re-
quest to reduce the frequency of re-
porting, the provisions in § 63.10(e)(3)(ii) 
and (iii) shall apply, except that the 
phrase ‘‘excess emissions and contin-
uous monitoring system performance 
report and/or summary report’’ shall 
mean ‘‘Periodic report’’ for the pur-
poses of this section. 

(iii) When a new operating scenario 
has been operated since the last report, 
in which case quarterly reports shall be 
submitted. 

(2) Content of Periodic report. The 
owner or operator shall include the in-
formation in paragraphs (g)(2)(i) 
through (vii) of this section, as applica-
ble. 

(i) Each Periodic report must include 
the information in § 63.10(e)(3)(vi)(A) 
through (I) and (K) through (M). For 
each continuous monitoring system, 
the Periodic report must also include 
the information in § 63.10(e)(3)(vi)(J). 

(ii) If the total duration of excess 
emissions, parameter exceedances, or 
excursions for the reporting period is 1 
percent or greater of the total oper-
ating time for the reporting period, or 
the total continuous monitoring sys-
tem downtime for the reporting period 
is 5 percent or greater of the total op-
erating time for the reporting period, 
the Periodic report must include the 
information in paragraphs (g)(2)(ii)(A) 
through (D) of this section. 

(A) Monitoring data, including 15- 
minute monitoring values as well as 
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daily average values of monitored pa-
rameters, for all operating days when 
the average values were outside the 
ranges established in the Notification 
of Compliance Status report or oper-
ating permit. 

(B) Duration of excursions, as defined 
in § 63.1258(b)(7). 

(C) Operating logs and operating sce-
narios for all operating scenarios for 
all operating days when the values are 
outside the levels established in the 
Notification of Compliance Status re-
port or operating permit. 

(D) When a continuous monitoring 
system is used, the information re-
quired in § 63.10(c)(5) through (13). 

(iii) For each inspection conducted in 
accordance with § 63.1258(h)(2) or (3) 
during which a leak is detected, the 
records specified in § 63.1259(i)(7) must 
be included in the next Periodic report. 

(iv) For each vapor collection system 
or closed vent system with a bypass 
line subject to § 63.1252(b)(1), records re-
quired under § 63.1259(i)(6)(i) of all peri-
ods when the vent stream is diverted 
from the control device through a by-
pass line. For each vapor collection 
system or closed vent system with a 
bypass line subject to § 63.1252(b)(2), 
records required under § 63.1259(i)(6)(ii) 
of all periods in which the seal mecha-
nism is broken, the bypass valve posi-
tion has changed, or the key to unlock 
the bypass line valve was checked out. 

(v) The information in paragraphs 
(g)(2)(v)(A) through (D) of this section 
shall be stated in the Periodic report, 
when applicable. 

(A) No excess emissions. 
(B) No exceedances of a parameter. 
(C) No excursions. 
(D) No continuous monitoring system 

has been inoperative, out of control, re-
paired, or adjusted. 

(vi) The information specified in 
paragraphs (g)(2)(vi)(A) through (C) for 
periods of planned routine mainte-
nance. 

(A) For each storage tank subject to 
control requirements, periods of 
planned routine maintenance during 
which the control device does not meet 
the specifications of § 63.1253(b) through 
(d). 

(B) For a CCCD subject to § 63.1252(h), 
periods of planned routine mainte-
nance during the current reporting pe-

riod and anticipated periods of planned 
routine maintenance during the next 
reporting period. 

(C) Rationale for why planned rou-
tine maintenance of a CCCD subject to 
§ 63.1252(h) must be performed while a 
process with a vent subject to 
§ 63.1254(a)(3) will be operating, if appli-
cable. This requirement applies only if 
the rationale is not in, or differs from 
that in, the Notification of Compliance 
Status report. 

(vii) Each new operating scenario 
which has been operated since the time 
period covered by the last Periodic re-
port. For each new operating scenario, 
the owner or operator shall provide 
verification that the operating condi-
tions for any associated control or 
treatment device have not been exceed-
ed, and that any required calculations 
and engineering analyses have been 
performed. For the initial Periodic re-
port, each operating scenario for each 
process operated since the due date of 
the Notification of Compliance Status 
Report shall be submitted. 

(viii) If the owner or operator elects 
to comply with the provisions of 
§ 63.1253(b) or (c) by installing a float-
ing roof, the owner or operator shall 
submit the information specified in 
§ 63.122(d) through (f) as applicable. Ref-
erences to § 63.152 from § 63.122 shall not 
apply for the purposes of this subpart. 

(h) Notification of process change. (1) 
Except as specified in paragraph (h)(2) 
of this section, whenever a process 
change is made, or a change in any of 
the information submitted in the Noti-
fication of Compliance Status Report, 
the owner or operator shall submit the 
information specified in paragraphs 
(h)(1)(i) through (iv) of this section 
with the next Periodic report required 
under paragraph (g) of this section. 

(i) A brief description of the process 
change. 

(ii) A description of any modifica-
tions to standard procedures or quality 
assurance procedures. 

(iii) Revisions to any of the informa-
tion reported in the original Notifica-
tion of Compliance Status Report 
under paragraph (f) of this section. 

(iv) Information required by the No-
tification of Compliance Status Report 
under paragraph (f) of this section for 
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changes involving the addition of proc-
esses or equipment. 

(2) An owner or operator must submit 
a report 60 days before the scheduled 
implementation date of either of the 
following: 

(i) Any change in the activity cov-
ered by the Precompliance report. 

(ii) A change in the status of a con-
trol device from small to large. 

(i) The owner or operator shall sub-
mit a report of the number, duration, 
and a brief description for each type of 
malfunction which occurred during the 
reporting period and which caused or 
may have caused any applicable emis-
sion limitation to be exceeded. The re-
port must also include a description of 
actions taken by an owner or operator 
during a malfunction of an affected 
source to minimize emissions in ac-
cordance with § 63.1250(g)(3), including 
actions taken to correct a malfunction. 
The report shall be submitted on the 
same schedule as the periodic reports 
required under paragraph (g) of this 
section. 

(j) Reports of LDAR programs. The 
owner or operator of any affected 
source implementing the LDAR pro-
gram specified in § 63.1255 of this sub-
part shall implement the reporting re-
quirements in § 63.1255 of this subpart. 
Copies of all reports shall be retained 
as records for a period of 5 years, in ac-
cordance with the requirements of 
§ 63.10(b)(1). 

(k) Reports of emissions averaging. The 
owner or operator of any affected 
source that chooses to comply with the 
requirements of § 63.1252(d) shall submit 
the implementation plan described in 
§ 63.1259(e) 6 months prior to the com-
pliance date of the standard and the 
following information in the periodic 
reports: 

(1) The records specified in § 63.1259(e) 
for each process or storage tank in-
cluded in the emissions average; 

(2) All information as specified in 
paragraph (g) of this section for each 
process or storage tank included in the 
emissions average; 

(3) Any changes of the processes or 
storage tanks included in the average. 

(4) The calculation of the overall per-
cent reduction efficiency for the re-
porting period. 

(5) Changes to the Implementation 
Plan which affect the calculation 
methodology of uncontrolled or con-
trolled emissions or the hazard or risk 
equivalency determination. 

(6) Every second semiannual or 
fourth quarterly report, as appropriate, 
shall include the results according to 
§ 63.1259(e)(4) to demonstrate the emis-
sions averaging provisions of 
§§ 63.1252(d), 63.1257(g) and (h), 63.1258(f), 
and 63.1259(f) are satisfied. 

(l) Notification of performance test and 
test plan. The owner or operator of an 
affected source shall notify the Admin-
istrator of the planned date of a per-
formance test at least 60 days before 
the test in accordance with § 63.7(b). 
The owner or operator also must sub-
mit the test plan required by § 63.7(c) 
and the emission profile required by 
63.1257(b)(8)(ii) with the notification of 
the performance test. 

(m) Request for extension of compli-
ance. An owner or operator may submit 
to the Administrator a request for an 
extension of compliance in accordance 
with § 63.1250(f)(4). 

(n)(1) As of January 1, 2012, and with-
in 60 days after the date of completing 
each performance test, as defined in 
§ 63.2 and as required in this subpart, 
you must submit performance test 
data, except opacity data, electroni-
cally to EPA’s Central Data Exchange 
by using the ERT (see http:// 
www.epa.gov/ttn/chief/ert/ert tool.html/) 
or other compatible electronic spread-
sheet. Only data collected using test 
methods compatible with ERT are sub-
ject to this requirement to be sub-
mitted electronically into EPA’s 
WebFIRE database. 

(2) All reports required by this sub-
part not subject to the requirements in 
paragraphs (n)(1) of this section must 
be sent to the Administrator at the ap-
propriate address listed in § 63.13. If ac-
ceptable to both the Administrator and 
the owner or operator of a source, 
these reports may be submitted on 
electronic media. The Administrator 
retains the right to require submittal 
of reports subject to paragraph (n)(1) of 
this section in paper format. 

[63 FR 50326, Sept. 21, 1998, as amended at 65 
FR 52614, Aug. 29, 2000; 66 FR 40135, Aug. 2, 
2001; 76 FR 22601, Apr. 21, 2011] 

VerDate Sep<11>2014 14:03 Sep 26, 2014 Jkt 232160 PO 00000 Frm 00228 Fmt 8010 Sfmt 8010 Q:\40\40V12.TXT 31


		Superintendent of Documents
	2020-01-29T12:05:57-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




