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mass fraction of a material that is gen-
erated by the manufacturer or means 
other than a test method specified in 
this subpart or an approved alternative 
method. 

HAP means hazardous air pollutants. 
HAP applied means the organic HAP 

content of all coating materials ap-
plied to a substrate by a web coating 
line at an affected source. 

Intermittently-controlled work station 
means a work station associated with a 
dryer with provisions for the dryer ex-
haust to be delivered to or diverted 
from a control device through a bypass 
line, depending on the position of a 
valve or damper. Sampling lines for 
analyzers, relief valves needed for safe-
ty purposes, and periodic cycling of ex-
haust dampers to ensure safe operation 
are not considered bypass lines. 

Metal coil means a continuous metal 
strip that is at least 0.15 millimeter 
(0.006 inch) thick which is packaged in 
a roll or coil prior to coating. After 
coating, it may or may not be rewound 
into a roll or coil. Metal coil does not 
include metal webs that are coated for 
use in flexible packaging. 

Month means a calendar month or a 
pre-specified period of 28 days to 35 
days to allow for flexibility in record-
keeping when data are based on a busi-
ness accounting period. 

Never-controlled work station means a 
work station that is not equipped with 
provisions by which any emissions, in-
cluding those in the exhaust from any 
associated dryer, may be delivered to a 
control device. 

New affected source means any af-
fected source the construction or re-
construction of which is commenced 
after September 13, 2000. 

Overall organic HAP control efficiency 
means the total efficiency of a capture 
and control system. 

Pressure sensitive tape means a flexi-
ble backing material with a pressure- 
sensitive adhesive coating on one or 
both sides of the backing. Examples in-
clude, but are not limited to, duct/duct 
insulation tape and medical tape. 

Research or laboratory equipment 
means any equipment for which the 
primary purpose is to conduct research 
and development into new processes 
and products where such equipment is 
operated under the close supervision of 

technically trained personnel and is 
not engaged in the manufacture of 
products for commercial sale in com-
merce except in a de minimis manner. 

Rewind or cutting station means a unit 
from which substrate is collected at 
the outlet of a web coating line. 

Uncontrolled coating line means a 
coating line consisting of only never- 
controlled work stations. 

Unwind or feed station means a unit 
from which substrate is fed to a web 
coating line. 

Web means a continuous substrate 
(e.g., paper, film, foil) which is flexible 
enough to be wound or unwound as 
rolls. 

Web coating line means any number of 
work stations, of which one or more 
applies a continuous layer of coating 
material across the entire width or any 
portion of the width of a web substrate, 
and any associated curing/drying 
equipment between an unwind or feed 
station and a rewind or cutting sta-
tion. 

Work station means a unit on a web 
coating line where coating material is 
deposited onto a web substrate. 

EMISSION STANDARDS AND COMPLIANCE 
DATES 

§ 63.3320 What emission standards 
must I meet? 

(a) If you own or operate any affected 
source that is subject to the require-
ments of this subpart, you must com-
ply with these requirements on and 
after the compliance dates as specified 
in § 63.3330. 

(b) You must limit organic HAP 
emissions to the level specified in para-
graph (b)(1), (2), (3), or (4) of this sec-
tion. 

(1) No more than 5 percent of the or-
ganic HAP applied for each month (95 
percent reduction) at existing affected 
sources, and no more than 2 percent of 
the organic HAP applied for each 
month (98 percent reduction) at new af-
fected sources; or 

(2) No more than 4 percent of the 
mass of coating materials applied for 
each month at existing affected 
sources, and no more than 1.6 percent 
of the mass of coating materials ap-
plied for each month at new affected 
sources; or 
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(3) No more than 20 percent of the 
mass of coating solids applied for each 
month at existing affected sources, and 
no more than 8 percent of the coating 
solids applied for each month at new 
affected sources. 

(4) If you use an oxidizer to control 
organic HAP emissions, operate the ox-
idizer such that an outlet organic HAP 
concentration of no greater than 20 
parts per million by volume (ppmv) by 
compound on a dry basis is achieved 
and the efficiency of the capture sys-
tem is 100 percent. 

(c) You must demonstrate compli-
ance with this subpart by following the 
procedures in § 63.3370. 

§ 63.3321 What operating limits must I 
meet? 

(a) For any web coating line or group 
of web coating lines for which you use 
add-on control devices, unless you use 
a solvent recovery system and conduct 
a liquid-liquid material balance, you 
must meet the operating limits speci-
fied in Table 1 to this subpart or ac-
cording to paragraph (b) of this sec-
tion. These operating limits apply to 
emission capture systems and control 
devices, and you must establish the op-
erating limits during the performance 
test according to the requirements in 
§ 63.3360(e)(3). You must meet the oper-
ating limits at all times after you es-
tablish them. 

(b) If you use an add-on control de-
vice other than those listed in Table 1 
to this subpart or wish to monitor an 
alternative parameter and comply with 
a different operating limit, you must 
apply to the Administrator for ap-
proval of alternative monitoring under 
§ 63.8(f). 

§ 63.3330 When must I comply? 
(a) If you own or operate an existing 

affected source subject to the provi-
sions of this subpart, you must comply 
by the compliance date. The compli-
ance date for existing affected sources 
in this subpart is December 5, 2005. You 

must complete any performance test 
required in § 63.3360 within the time 
limits specified in § 63.7(a)(2). 

(b) If you own or operate a new af-
fected source subject to the provisions 
of this subpart, your compliance date 
is immediately upon start-up of the 
new affected source or by December 4, 
2002, whichever is later. You must com-
plete any performance test required in 
§ 63.3360 within the time limits speci-
fied in § 63.7(a)(2). 

(c) If you own or operate a recon-
structed affected source subject to the 
provisions of this subpart, your compli-
ance date is immediately upon startup 
of the affected source or by December 
4, 2002, whichever is later. Existing af-
fected sources which have undergone 
reconstruction as defined in § 63.2 are 
subject to the requirements for new af-
fected sources. The costs associated 
with the purchase and installation of 
air pollution control equipment are not 
considered in determining whether the 
existing affected source has been re-
constructed. Additionally, the costs of 
retrofitting and replacing of equipment 
that is installed specifically to comply 
with this subpart are not considered re-
construction costs. You must complete 
any performance test required in 
§ 63.3360 within the time limits speci-
fied in § 63.7(a)(2). 

GENERAL REQUIREMENTS FOR COMPLI-
ANCE WITH THE EMISSION STANDARDS 
AND FOR MONITORING AND PERFORM-
ANCE TESTS 

§ 63.3340 What general requirements 
must I meet to comply with the 
standards? 

Table 2 to this subpart specifies the 
provisions of subpart A of this part 
that apply if you are subject to this 
subpart, such as startup, shutdown, 
and malfunction plans (SSMP) in 
§ 63.6(e)(3) for affected sources using a 
control device to comply with the 
emission standards. 

§ 63.3350 If I use a control device to comply with the emission standards, what 
monitoring must I do? 

(a) A summary of monitoring you must do follows: 
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