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month plus the next month. The initial 
compliance demonstration includes the 
calculations according to § 63.4151 and 
supporting documentation showing 
that the organic HAP emission rate for 
the initial compliance period was equal 
to or less than the applicable emission 
limit in § 63.4090. 

§ 63.4151 How do I demonstrate initial 
compliance with the emission limi-
tations? 

You may use the emission rate with-
out add-on controls option for any indi-
vidual coating operation, for any group 
of coating operations in the affected 
source, or for all of the coating oper-
ations in the affected source. You must 
use either the compliant material op-
tion or the emission rate with add-on 
controls option for any coating oper-
ation(s) in the affected source for 
which you do not use this option. To 
demonstrate initial compliance using 
the emission rate without add-on con-
trols option, the coating operation(s) 
must meet the applicable emission 
limit in § 63.4090 but not the operating 
limits or work practice standards in 
§§ 63.4092 and 63.4093, respectively, dur-
ing the initial compliance period. You 
must meet all of the requirements of 
this section to demonstrate initial 
compliance with the applicable emis-
sion limit in § 63.4090 for the coating 
operation(s). When calculating the or-
ganic HAP emission rate according to 
this section, do not include any coat-
ings, thinners, or cleaning materials 
used on coating operations for which 
you use the compliant material option 
or the emission rate with add-on con-
trols option. You do not need to rede-
termine the mass of organic HAP in 
coatings, thinners, or cleaning mate-
rials that have been reclaimed onsite 
and reused in the coating operation(s) 
for which you use the emission rate 
without add-on controls option. 

(a) Determine the mass fraction of or-
ganic HAP for each material. Determine 
the mass fraction of organic HAP for 
each coating, thinner, and cleaning 
material used during the compliance 
period according to the requirements 
in § 63.4141(a). 

(b) Determine the volume fraction of 
coating solids for each coating. Deter-
mine the volume fraction of coating 

solids for each coating used during the 
compliance period according to the re-
quirements in § 63.4141(b). 

(c) Determine the density of each mate-
rial. Determine the density of each 
coating, thinner, and cleaning material 
used during the compliance period ac-
cording to the requirements in 
§ 63.4141(c). 

(d) Determine the volume of each mate-
rial used during the compliance period. 
Determine the volume (liters) of each 
coating, thinner, and cleaning material 
used during the compliance period by 
measurement or usage records. 

(e) Calculate the mass of organic HAP 
emissions during the compliance period. 
The mass of organic HAP emissions is 
the combined mass of organic HAP 
contained in all coatings, thinners, and 
cleaning materials used during the 
compliance period minus the organic 
HAP in certain waste materials. Cal-
culate it using Equation 1 of this sec-
tion. 

H A B C R Eqe w= + + − ( .  1)
Where: 

He = total mass of organic HAP emissions 
during the compliance period, kg. 

A = total mass of organic HAP in the coat-
ings used during the compliance period, 
kg, as calculated in Equation 1A of this 
section. 

B = total mass of organic HAP in the thin-
ners used during the compliance period, 
kg, as calculated in Equation 1B of this 
section. 

C = total mass of organic HAP in the clean-
ing materials used during the compliance 
period, kg, as calculated in Equation 1C 
of this section. 

Rw = total mass of organic HAP in waste ma-
terials sent or designated for shipment to 
a hazardous waste TSDF for treatment 
or disposal during the compliance period, 
kg, determined according to paragraph 
(e)(4) of this section. (You may assign a 
value of zero to Rw if you do not wish to 
use this allowance.) 

(1) Calculate the kg organic HAP in 
the coatings used during the compli-
ance period, using Equation 1A of this 
section: 

A Vol D W Eqc i
i

m

c i c i= ( )( )( )
=
∑ , , , ( .

1

 1A)

Where: 
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A = total mass of organic HAP in the coat-
ings used during the compliance period, 
kg. 

Volc,i = total volume of coating, i, used dur-
ing the compliance period, liters. 

Dc,i = density of coating, i, kg coating per 
liter coating. 

Wc,i = mass fraction of organic HAP in coat-
ing, i, kg organic HAP per kg coating. 

m = number of different coatings used during 
the compliance period. 

(2) Calculate the kg of organic HAP 
in the thinners used during the compli-
ance period, using Equation 1B of this 
section: 

B Vol D W Eqt j
j i

n

t j t j= ( )( )( )
=
∑ , , , ( .  1B)

Where: 
B = total mass or organic HAP in the thin-

ners used during the compliance period, 
kg. 

Volt,j = total volume of thinner, j, used dur-
ing the compliance period, liters. 

Dt,j = density of thinner, j, kg thinner per 
liter thinner. 

Wt,j = mass fraction of organic HAP in thin-
ner, j, kg organic HAP per kg thinner. 

n = number of different thinners used during 
the compliance period. 

(3) Calculate the kg organic HAP in 
the cleaning materials used during the 
compliance period, using Equation 1C 
of this section: 

C Vol D W Eqs k
k

P

s k s k= ( )( )( )
=

∑ , , , ( .
1

 1C)

Where: 
C = total mass of organic HAP in the clean-

ing materials used during the compliance 
period, kg. 

Vols,k = total volume of cleaning material, k, 
used during the compliance period, liters. 

Ds,k = density of cleaning material, k, kg 
cleaning material per liter cleaning ma-
terial. 

Ws,k = mass fraction of organic HAP in clean-
ing material, k, kg organic HAP per kg 
material. 

p = number of different cleaning materials 
used during the compliance period. 

(4) Determine the mass of organic 
HAP contained in waste materials sent 
to a TSDF. If you choose to account for 
the mass of organic HAP contained in 
waste materials sent or designated for 
shipment to a hazardous waste TSDF 
in the calculation of the mass of or-
ganic HAP emissions (Equation 1 of 

this section), then you must determine 
it according to paragraphs (e)(4)(i) 
through (v) of this section. 

(i) You may include in the deter-
mination of organic HAP in waste ma-
terials only the waste materials that 
are generated by coating operations for 
which you use Equation 1 of this sec-
tion and that will be treated or dis-
posed of by a facility that is regulated 
as a TSDF under 40 CFR part 262, 264, 
265, or 266. The TSDF may be either 
off-site or on-site. You may not include 
in the determination the organic HAP 
contained in wastewater. 

(ii) You must determine either the 
amount of waste materials sent to a 
TSDF during the compliance period or 
the amount collected and stored during 
the compliance period and designated 
for future transport to a TSDF. Do not 
include in your determination any 
waste materials sent to a TSDF during 
a compliance period if you have al-
ready included them in the amount col-
lected and stored during that compli-
ance period or a previous compliance 
period. 

(iii) Determine the total mass of or-
ganic HAP contained in the waste ma-
terials specified in paragraph (e)(4)(ii) 
of this section. 

(iv) You must document your meth-
odology to determine the amount of 
waste materials and the total mass of 
organic HAP they contain, as required 
in § 63.4130(h). 

(v) To the extent that waste mani-
fests include this information, they 
may be used as part of the documenta-
tion of the amount of waste materials 
and mass of organic HAP contained in 
them. 

(f) Calculate the total volume of coating 
solids used during the compliance period. 
Determine the total volume of coating 
solids used, liters, which is the com-
bined volume of coating solids for all of 
the coatings used during the compli-
ance period, using Equation 2 of this 
section. 

V Vol V Eqst c i s i
i

m

= ( )( )
=
∑ , , ( .

1

 2)

Where: 

Vst = total volume of coating solids used dur-
ing the compliance period, liters. 

VerDate Mar<15>2010 17:20 Jul 23, 2014 Jkt 232161 PO 00000 Frm 00620 Fmt 8010 Sfmt 8010 Q:\40\40V13.TXT 31 E
R

23
JY

02
.0

02
<

/G
P

H
>

E
R

23
JY

02
.0

03
<

/G
P

H
>

E
R

23
JY

02
.0

04
<

/G
P

H
>



611 

Environmental Protection Agency § 63.4160 

Volc,i = total volume of coating, i, used dur-
ing the compliance period, liters. 

Vs,i = volume fraction of coating solids for 
coating, i, liters solids per liter coating, 
determined according to § 63.4141(b). 

m = number of coatings used during the com-
pliance period. 

(g) Calculate the organic HAP emis-
sion rate, kg organic HAP per liter 
coating solids used, using Equation 3 of 
this section: 

H
H

V
Eqavg

e

st

= ( .  3)

Where: 

Havg = organic HAP emission rate for the 
compliance period, kg organic HAP per 
liter coating solids. 

He = total mass organic HAP emissions from 
all materials used during the compliance 
period, kg, as calculated by Equation 1 of 
this section. 

Vst = total volume coating solids used during 
the compliance period, liters, as cal-
culated by Equation 2 of this section. 

(h) The organic HAP emission rate 
for the initial compliance period must 
be less than or equal to the applicable 
emission limit in § 63.4090. You must 
keep all records as required by §§ 63.4130 
and 63.4131. As part of the Notification 
of Compliance Status required by 
§ 63.4110, you must identify the coating 
operation(s) for which you used the 
emission rate without add-on controls 
option and submit a statement that 
the coating operation(s) was (were) in 
compliance with the emission limita-
tions during the initial compliance pe-
riod because the organic HAP emission 
rate was less than or equal to the ap-
plicable emission limit in § 63.4090. 

§ 63.4152 How do I demonstrate con-
tinuous compliance with the emis-
sion limitations? 

(a) To demonstrate continuous com-
pliance, the organic HAP emission rate 
for each compliance period, determined 
according to § 63.4151(a) through (g), 
must be less than or equal to the appli-
cable emission limit in § 63.4090. Each 
month following the initial compliance 
period described in § 63.4150 is a compli-
ance period. 

(b) If the organic HAP emission rate 
for any compliance period exceeded the 
applicable emission limit in § 63.4090, 
this is a deviation from the emission 

limitations for that compliance period 
and must be reported as specified in 
§§ 63.4110(b)(6) and 63.4120(e). 

(c) As part of each semiannual com-
pliance report required by § 63.4120, you 
must submit a statement that you 
were in compliance with the emission 
limitations during the reporting period 
because the organic HAP emission rate 
for each compliance period was less 
than or equal to the applicable emis-
sion limit in § 63.4090. 

(d) You must maintain records as 
specified in §§ 63.4130 and 63.4131. 

COMPLIANCE REQUIREMENTS FOR THE 
EMISSION RATE WITH ADD-ON CON-
TROLS OPTION 

§ 63.4160 By what date must I conduct 
performance tests and other initial 
compliance demonstrations? 

(a) Existing affected sources. For an ex-
isting affected source, you must meet 
the requirements of paragraphs (a)(1) 
through (3) of this section. 

(1) All emission capture systems, 
add-on control devices, and CPMS you 
use to demonstrate compliance must be 
installed and operating no later than 
the applicable compliance date speci-
fied in § 63.4183. Except for solvent re-
covery systems for which you conduct 
liquid-liquid material balances accord-
ing to § 63.4161(h), you must conduct a 
performance test of each capture sys-
tem and add-on control device accord-
ing to the procedures in §§ 63.4164, 
63.4165, and 63.4166, and establish the 
operating limits required by § 63.4092 no 
later than the compliance date speci-
fied in § 63.4083. For a solvent recovery 
system for which you conduct liquid- 
liquid material balances according to 
§ 63.4161(h), you must initiate the first 
material balance no later than the 
compliance date specified in § 63.4083. 

(2) You must develop and begin im-
plementing the work practice plan re-
quired by § 63.4093 no later than the 
compliance date specified in § 63.4083. 

(3) You must complete the compli-
ance demonstration for the initial 
compliance period according to the re-
quirements of § 63.4161. The initial com-
pliance period begins on the applicable 
compliance date specified in § 63.4083 
and ends on the last day of the first 
full month after the compliance date. 
If the compliance date occurs on any 
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