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Environmental Protection Agency § 63.5460 

§ 63.5435 In what form and how long 
must I keep my records? 

(a) Your records must be in a form 
suitable and readily available for expe-
ditious review according to § 63.10(b)(1). 

(b) As specified in § 63.10(b)(1), you 
must keep each record for 5 years fol-
lowing the date of each occurrence, 
measurement, maintenance, corrective 
action, report, or record. 

(c) You must keep each record onsite 
for at least 2 years after the date of 
each occurrence, measurement, main-
tenance, corrective action, report, or 
record according to § 63.10(b)(1). You 
can keep the records offsite for the re-
maining 3 years. 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.5450 What parts of the General 
Provisions apply to me? 

Table 2 of this subpart shows which 
parts of the General Provisions in 
§§ 63.1 through 63.15 apply to you. 

§ 63.5455 Who administers this sub-
part? 

(a) This subpart can be administered 
by us, the United States Environ-
mental Protection Agency (U.S. EPA), 
or a delegated authority such as your 
State, local, or tribal agency. If the 
U.S. EPA Administrator has delegated 
authority to your State, local, or tribal 
agency, then that agency has the pri-
mary authority to administer and en-
force this subpart. You should contact 
your U.S. EPA Regional Office to find 
out if the authority to implement and 
enforce this subpart is delegated to 
your State, local, or tribal agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under subpart E of this part, the au-
thorities contained in paragraph (c) of 
this section are retained by the Admin-
istrator of U.S. EPA and are not trans-
ferred to the State, local, or tribal 
agency. 

(c) The authorities that will not be 
delegated to State, local, or tribal 
agencies are listed in paragraphs (c)(1) 
through (4) of this section: 

(1) Approval of alternatives to the 
emission standards in § 63.5305 under 
§ 63.6(g). 

(2) Approval of major alternatives to 
test methods under § 63.7(e)(2)(ii) and (f) 
and as defined in § 63.90. 

(3) Approval of major alternatives to 
monitoring under § 63.8(f) and as de-
fined in § 63.90. 

(4) Approval of major alternatives to 
recordkeeping and reporting under 
§ 63.10(f) and as defined in § 63.90. 

§ 63.5460 What definitions apply to this 
subpart? 

Terms used in this subpart are de-
fined in the Clean Air Act, § 63.2, and in 
this section as follows: 

Area source means any stationary 
source of hazardous air pollutants that 
is not a major source as defined in this 
part. 

Compliance ratio means the ratio of 
the actual HAP loss from the previous 
12 months to the allowable HAP loss 
from the previous 12 months. Equation 
1 in § 63.5330 is used to calculate this 
value. If the value is less than or equal 
to 1.00, the source is in compliance. If 
the value is greater than 1.00, the 
source is deviating from compliance. 

Deviation means any instance in 
which an affected source subject to this 
subpart, or an owner or operator of 
such a source: 

(1) Fails to meet any requirement or 
obligation established by this subpart, 
including but not limited to any emis-
sion limits or work practice standards. 

(2) Fails to meet any emission limits, 
operating limits, or work practice 
standards in this subpart during start-
up, shutdown, or malfunction, regard-
less of whether or not such failure is 
permitted by this subpart. 

Drying means the process of remov-
ing all but equilibrium moisture from 
the leather. Drying methods currently 
in use include: toggling, hanging, past-
ing, and vacuum drying. 

Finish add-on means the amount of 
solid material deposited on the leather 
substrate due to finishing operations. 
Typically, the solid deposition is a dye 
or other chemical used to enhance the 
color and performance of the leather. 
Finish add-on is quantified as mass per 
surface area of substrate, such as 
grams of finish add-on per square foot 
of leather substrate. 

Hazardous air pollutants (HAP) means 
any substance or mixture of substances 
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listed as a hazardous air pollutant 
under section 112(b) of the Clean Air 
Act. 

Leather means the pelt or hide of an 
animal which has been transformed by 
a tanning process into a nonputrescible 
and useful material. 

Leather finishing means a single proc-
ess or group of processes used to adjust 
and improve the physical and aesthetic 
characteristics of the leather surface 
through the multistage application of a 
coating comprised of dyes, pigments, 
film-forming materials, and perform-
ance modifiers dissolved or suspended 
in liquid carriers. 

Leather substrate means a nonputres-
cible leather surface intended for the 
application of finishing chemicals and 
materials. The leather substrate may 
be a continuous piece of material such 
as side leather or may be a combina-
tion of smaller leather pieces and 
leather fibers, which when joined to-
gether, form an integral composite 
leather material. 

Leather tanning means the processes, 
commonly referred to as wet oper-
ations, used to purify and stabilize the 
collagen content of the hide. Wet oper-
ations are divided into three phases, 
the beamhouse (includes soaking and 
unhairing); the tanyard (includes bat-
ing, pickling, tanning, trimming/sid-
ing, and splitting); and the coloring de-
partment (includes retanning, coloring, 
and atliquoring operations). 

Month means that all references to a 
month in this subpart refer to a cal-
endar month. 

Nonwater-resistant leather means non-
upholstery leather that is not treated 
with any type of waterproof finish and, 
thus, cannot withstand 5,000 Maeser 
Flexes with a Maeser Flex Testing Ma-
chine or a method approved by the Ad-
ministrator prior to initial water pene-
tration. This leather is typically used 
for dress shoes, handbags, and gar-
ments. 

Product process operation means any 
one of the four leather production clas-
sifications developed for ease of com-
pliance with this subpart. The four 
leather product process operations are 
as follows: upholstery leather with 
greater than or equal to 4 grams finish 
add-on per square foot, upholstery 
leather with less than 4 grams finish 

add-on per square foot, water-resistant/ 
specialty leather, and nonwater-resist-
ant leather. 

Specialty leather means a select grade 
of chrome tanned, bark retanned, or fat 
liquored leather that is retanned 
through the application of grease, 
waxes, and oil in quantities greater 
than 12 percent of the dry leather 
weight or high-quality dress or per-
formance shoe leather that can with-
stand one or more of the following vis-
ual tests: moisture injection into the 
leather using vacuum mulling without 
signs of blistering, or prolonged ironing 
at 200 °F for smoothing out surface 
roughness without finish lift off. Spe-
cialty leather is also finished with 
higher solvent-based finishes that pro-
vide rich color, luster, or an oily/tacky 
feel. Specialty leather products are 
generally low volume, high-quality 
leather, such as specialty shoe leather 
and top grade football leathers. 

Upholstery leather (greater than or 
equal to 4 grams finish add-on per square 
foot) means an upholstery leather with 
a final finish add-on to leather ratio of 
4 or more grams of finish per square 
foot of leather. These types of finishes 
are used primarily for automobile seat-
ing covers. These finishes tend to be 
aqueous-based. 

Upholstery leather (less than 4 grams 
finish add-on per square foot) means an 
upholstery leather with a final finish 
add-on to leather ratio of less than 4 
grams of finish per square foot of leath-
er. These types of finishes are typically 
used for furniture seating covers. The 
finishes tend to be solvent-based and 
leave a thinner, softer, and more nat-
ural leather texture. 

Vacuum mulling means the injection 
of water into the leather substrate 
using a vacuum process to increase the 
moisture content of the leather. 

Water-resistant leather means non-
upholstery leather that has been treat-
ed with one or more waterproof fin-
ishes such that the leather can with-
stand 5,000 or more Maeser Flexes with 
a Maeser Flex Testing Machine or a 
method approved by the Administrator 
prior to initial water penetration. This 
leather is used for outerwear, boots and 
outdoor applications. 

[67 FR 9162, Feb. 27, 2002, as amended at 70 
FR 6360, Feb. 7, 2005] 
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