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40 CFR Ch. I (7–1–14 Edition) § 63.5713 

PVi = the MACT model point value for resin 
or gel coat i used within an operation in 
the past 12 months, kilograms of HAP 
per megagram of material applied. 

(d) You must use the equations in 
Table 3 to this subpart to calculate the 
MACT model point value (PVi) for each 
resin and gel coat used in each oper-
ation in the past 12 months. 

(e) If the organic HAP emissions, as 
calculated in paragraph (b) of this sec-
tion, are less than the organic HAP 
limit calculated in § 63.5698(b) for the 
same 12-month period, then you are in 
compliance with the emission limit in 
§ 63.5698 for those operations and mate-
rials included in the average. 

[66 FR 44232, Aug. 22, 2001; 66 FR 50504, Oct. 
3, 2001] 

§ 63.5713 How do I demonstrate com-
pliance using compliant materials? 

(a) Compliance using the organic 
HAP content requirements listed in 
Table 2 to this subpart is based on a 12- 
month rolling average that is cal-
culated at the end of every month. The 
first 12-month rolling-average period 
begins on the compliance date specified 

in § 63.5695. If you are using filled mate-
rial (production resin or tooling resin), 
you must comply according to the pro-
cedure described in § 63.5714. 

(b) At the end of the twelfth month 
after your compliance date and at the 
end of every subsequent month, review 
the organic HAP contents of the resins 
and gel coats used in the past 12 
months in each operation. If all resins 
and gel coats used in an operation have 
organic HAP contents no greater than 
the applicable organic HAP content 
limits in Table 2 to this subpart, then 
you are in compliance with the emis-
sion limit specified in § 63.5698 for that 
12-month period for that operation. In 
addition, you do not need to complete 
the weighted-average organic HAP con-
tent calculation contained in para-
graph (c) of this section for that oper-
ation. 

(c) At the end of every month, you 
must use equation 1 of this section to 
calculate the weighted-average organic 
HAP content for all resins and gel 
coats used in each operation in the 
past 12 months. 
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Where: 

Mi = mass of open molding resin or gel coat 
i used in the past 12 months in an oper-
ation, megagrams. 

HAPi = Organic HAP content, by weight per-
cent, of open molding resin or gel coat i 
used in the past 12 months in an oper-
ation. Use the methods in § 63.5758 to de-
termine organic HAP content. 

n = number of different open molding resins 
or gel coats used in the past 12 months in 
an operation. 

(d) If the weighted-average organic 
HAP content does not exceed the appli-
cable organic HAP content limit speci-
fied in Table 2 to this subpart, then 
you are in compliance with the emis-
sion limit specified in § 63.5698. 

§ 63.5714 How do I demonstrate com-
pliance if I use filled resins? 

(a) If you are using a filled produc-
tion resin or filled tooling resin, you 
must demonstrate compliance for the 
filled material on an as-applied basis 
using equation 1 of this section. 

PV PV EqF u= × −( ) ( )100

100

%
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Where: 

PVF = The as-applied MACT model point 
value for a filled production resin or 
tooling resin, kilograms organic HAP per 
megagram of filled material. 

PVu = The MACT model point value for the 
neat (unfilled) resin, before filler is 
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