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months, respectively, after the initial 
startup of the new or reconstructed af-
fected source. 

(e) If you demonstrate compliance 
with the mercury, HCl, or TSM based 
on fuel analysis, you must conduct a 
monthly fuel analysis according to 
§ 63.7521 for each type of fuel burned 
that is subject to an emission limit in 
Tables 1, 2, or 11 through 13 to this sub-
part. You may comply with this 
monthly requirement by completing 
the fuel analysis any time within the 
calendar month as long as the analysis 
is separated from the previous analysis 
by at least 14 calendar days. If you 
burn a new type of fuel, you must con-
duct a fuel analysis before burning the 
new type of fuel in your boiler or proc-
ess heater. You must still meet all ap-
plicable continuous compliance re-
quirements in § 63.7540. If each of 12 
consecutive monthly fuel analyses 
demonstrates 75 percent or less of the 
compliance level, you may decrease the 
fuel analysis frequency to quarterly for 
that fuel. If any quarterly sample ex-
ceeds 75 percent of the compliance 
level or you begin burning a new type 
of fuel, you must return to monthly 
monitoring for that fuel, until 12 
months of fuel analyses are again less 
than 75 percent of the compliance 
level. 

(f) You must report the results of 
performance tests and the associated 
fuel analyses within 60 days after the 
completion of the performance tests. 
This report must also verify that the 
operating limits for each boiler or 
process heater have not changed or 
provide documentation of revised oper-
ating limits established according to 
§ 63.7530 and Table 7 to this subpart, as 
applicable. The reports for all subse-
quent performance tests must include 
all applicable information required in 
§ 63.7550. 

(g) For affected sources (as defined in 
§ 63.7490) that have not operated since 
the previous compliance demonstration 
and more than one year has passed 
since the previous compliance dem-
onstration, you must complete the sub-
sequent compliance demonstration, if 
subject to the emission limits in Ta-
bles 1, 2, or 11 through 13 to this sub-
part, no later than 180 days after the 
re-start of the affected source and ac-

cording to the applicable provisions in 
§ 63.7(a)(2) as cited in Table 10 to this 
subpart. You must complete a subse-
quent tune-up by following the proce-
dures described in § 63.7540(a)(10)(i) 
through (vi) and the schedule described 
in § 63.7540(a)(13) for units that are not 
operating at the time of their sched-
uled tune-up. 

(h) If your affected boiler or process 
heater is in the unit designed to burn 
light liquid subcategory and you com-
bust ultra low sulfur liquid fuel, you do 
not need to conduct further perform-
ance tests if the pollutants measured 
during the initial compliance perform-
ance tests meet the emission limits in 
Tables 1 or 2 of this subpart providing 
you demonstrate ongoing compliance 
with the emissions limits by moni-
toring and recording the type of fuel 
combusted on a monthly basis. If you 
intend to use a fuel other than ultra 
low sulfur liquid fuel, natural gas, re-
finery gas, or other gas 1 fuel, you 
must conduct new performance tests 
within 60 days of burning the new fuel 
type. 

(i) If you operate a CO CEMS that 
meets the Performance Specifications 
outlined in § 63.7525(a)(3) of this subpart 
to demonstrate compliance with the 
applicable alternative CO CEMS emis-
sion standard listed in Tables 1, 2, or 11 
through 13 to this subpart, you are not 
required to conduct CO performance 
tests and are not subject to the oxygen 
concentration operating limit require-
ment specified in § 63.7510(a). 

[78 FR 7165, Jan. 31, 2013] 

§ 63.7520 What stack tests and proce-
dures must I use? 

(a) You must conduct all perform-
ance tests according to § 63.7(c), (d), (f), 
and (h). You must also develop a site- 
specific stack test plan according to 
the requirements in § 63.7(c). You shall 
conduct all performance tests under 
such conditions as the Administrator 
specifies to you based on the represent-
ative performance of each boiler or 
process heater for the period being 
tested. Upon request, you shall make 
available to the Administrator such 
records as may be necessary to deter-
mine the conditions of the performance 
tests. 
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(b) You must conduct each perform-
ance test according to the require-
ments in Table 5 to this subpart. 

(c) You must conduct each perform-
ance test under the specific conditions 
listed in Tables 5 and 7 to this subpart. 
You must conduct performance tests at 
representative operating load condi-
tions while burning the type of fuel or 
mixture of fuels that has the highest 
content of chlorine and mercury, and 
TSM if you are opting to comply with 
the TSM alternative standard and you 
must demonstrate initial compliance 
and establish your operating limits 
based on these performance tests. 
These requirements could result in the 
need to conduct more than one per-
formance test. Following each perform-
ance test and until the next perform-
ance test, you must comply with the 
operating limit for operating load con-
ditions specified in Table 4 to this sub-
part. 

(d) You must conduct a minimum of 
three separate test runs for each per-
formance test required in this section, 
as specified in § 63.7(e)(3). Each test run 
must comply with the minimum appli-
cable sampling times or volumes speci-
fied in Tables 1 and 2 or 11 through 13 
to this subpart. 

(e) To determine compliance with the 
emission limits, you must use the F- 
Factor methodology and equations in 
sections 12.2 and 12.3 of EPA Method 19 
at 40 CFR part 60, appendix A–7 of this 
chapter to convert the measured par-
ticulate matter (PM) concentrations, 
the measured HCl concentrations, the 
measured mercury concentrations, and 
the measured TSM concentrations that 
result from the performance test to 
pounds per million Btu heat input 
emission rates. 

(f) Except for a 30-day rolling average 
based on CEMS (or sorbent trap moni-
toring system) data, if measurement 
results for any pollutant are reported 
as below the method detection level 
(e.g., laboratory analytical results for 
one or more sample components are 
below the method defined analytical 
detection level), you must use the 
method detection level as the meas-
ured emissions level for that pollutant 
in calculating compliance. The meas-
ured result for a multiple component 
analysis (e.g., analytical values for 

multiple Method 29 fractions both for 
individual HAP metals and for total 
HAP metals) may include a combina-
tion of method detection level data and 
analytical data reported above the 
method detection level. 

[76 FR 15664, Mar. 21, 2011, as amended at 78 
FR 7166, Jan. 31, 2013] 

§ 63.7521 What fuel analyses, fuel spec-
ification, and procedures must I 
use? 

(a) For solid and liquid fuels, you 
must conduct fuel analyses for chloride 
and mercury according to the proce-
dures in paragraphs (b) through (e) of 
this section and Table 6 to this sub-
part, as applicable. For solid fuels and 
liquid fuels, you must also conduct fuel 
analyses for TSM if you are opting to 
comply with the TSM alternative 
standard. For gas 2 (other) fuels, you 
must conduct fuel analyses for mer-
cury according to the procedures in 
paragraphs (b) through (e) of this sec-
tion and Table 6 to this subpart, as ap-
plicable. (For gaseous fuels, you may 
not use fuel analyses to comply with 
the TSM alternative standard or the 
HCl standard.) For purposes of com-
plying with this section, a fuel gas sys-
tem that consists of multiple gaseous 
fuels collected and mixed with each 
other is considered a single fuel type 
and sampling and analysis is only re-
quired on the combined fuel gas system 
that will feed the boiler or process 
heater. Sampling and analysis of the 
individual gaseous streams prior to 
combining is not required. You are not 
required to conduct fuel analyses for 
fuels used for only startup, unit shut-
down, and transient flame stability 
purposes. You are required to conduct 
fuel analyses only for fuels and units 
that are subject to emission limits for 
mercury, HCl, or TSM in Tables 1 and 
2 or 11 through 13 to this subpart. Gas-
eous and liquid fuels are exempt from 
the sampling requirements in para-
graphs (c) and (d) of this section and 
Table 6 to this subpart. 

(b) You must develop a site-specific 
fuel monitoring plan according to the 
following procedures and requirements 
in paragraphs (b)(1) and (2) of this sec-
tion, if you are required to conduct fuel 
analyses as specified in § 63.7510. 
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