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solid forms of iron and/or steel to a liq-
uid state. This definition does not in-
clude a holding furnace, an argon oxy-
gen decarburization vessel, or ladle 
that receives molten metal from a 
metal melting furnace, to which metal 
ingots or other material may be added 
to adjust the metal chemistry. 

Mold or core making line means the 
collection of equipment that is used to 
mix an aggregate of sand and binder 
chemicals, form the aggregate into 
final shape, and harden the formed ag-
gregate. This definition does not in-
clude a line for making greensand 
molds or cores. 

Motor vehicle means an automotive 
vehicle not operated on rails and usu-
ally is operated with rubber tires for 
use on highways. 

Motor vehicle scrap means vehicle or 
automobile bodies, including auto-
mobile body hulks, that have been 
processed through a shredder. Motor ve-
hicle scrap does not include automobile 
manufacturing bundles, or miscella-
neous vehicle parts, such as wheels, 
bumpers, or other components that do 
not contain mercury switches. 

Nonferrous metal means any pure 
metal other than iron or any metal 
alloy for which an element other than 
iron is its major constituent in percent 
by weight. 

On blast means those periods of cu-
pola operation when combustion (blast) 
air is introduced to the cupola furnace 
and the furnace is capable of producing 
molten metal. On blast conditions are 
characterized by both blast air intro-
duction and molten metal production. 

Responsible official means responsible 
official as defined in § 63.2. 

Scrap preheater means a vessel or 
other piece of equipment in which 
metal scrap that is to be used as melt-
ing furnace feed is heated to a tempera-
ture high enough to eliminate volatile 

impurities or other tramp materials by 
direct flame heating or similar means 
of heating. Scrap dryers, which solely 
remove moisture from metal scrap, are 
not considered to be scrap preheaters 
for purposes of this subpart. 

Scrap provider means the person (in-
cluding a broker) who contracts di-
rectly with an iron and steel foundry 
to provide motor vehicle scrap. Scrap 
processors such as shredder operators 
or vehicle dismantlers that do not sell 
scrap directly to a foundry are not 
scrap providers. 

Scrubber blowdown means liquor or 
slurry discharged from a wet scrubber 
that is either removed as a waste 
stream or processed to remove impuri-
ties or adjust its composition or pH. 

Small foundry means, for an existing 
affected source, an iron and steel 
foundry that has an annual metal melt 
production of 20,000 tons or less. For a 
new affected source, small foundry 
means an iron and steel foundry that 
has an annual metal melt capacity of 
10,000 tons or less. 

Total metal HAP means, for the pur-
poses of this subpart, the sum of the 
concentrations of compounds of anti-
mony, arsenic, beryllium, cadmium, 
chromium, cobalt, lead, manganese, 
mercury, nickel, and selenium as meas-
ured by EPA Method 29 (40 CFR part 60, 
appendix A–8). Only the measured con-
centration of the listed analytes that 
are present at concentrations exceed-
ing one-half the quantitation limit of 
the analytical method are to be used in 
the sum. If any of the analytes are not 
detected or are detected at concentra-
tions less than one-half the quantita-
tion limit of the analytical method, 
the concentration of those analytes 
will be assumed to be zero for the pur-
poses of calculating the total metal 
HAP for this subpart. 

TABLE 1 TO SUBPART ZZZZZ OF PART 63—PERFORMANCE TEST REQUIREMENTS FOR 
NEW AND EXISTING AFFECTED SOURCES CLASSIFIED AS LARGE FOUNDRIES 

As required in § 63.10898(c) and (h), you must conduct performance tests according to the 
test methods and procedures in the following table: 
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For. . . You must. . . According to the following 
requirements. . . 

1. Each metal melting furnace subject to a 
PM or total metal HAP limit in 
§ 63.10895(c).

a. Select sampling port locations and the 
number of traverse points in each 
stack or duct using EPA Method 1 or 
1A (40 CFR part 60, appendix A).

b. Determine volumetric flow rate of the 
stack gas using Method 2, 2A, 2C, 
2D, 2F, or 2G (40 CFR part 60, ap-
pendix A).

c. Determine dry molecular weight of the 
stack gas using EPA Method 3, 3A, or 
3B (40 CFR part 60, appendix A).1.

d. Measure moisture content of the stack 
gas using EPA Method 4 (40 CFR 
part 60, A).

e. Determine PM concentration using 
EPA Method 5, 5B, 5D, 5F, or 5I, as 
applicable or total metal HAP con-
centration using EPA Method 29 (40 
CFR part 60, appendix A).

Sampling sites must be located at the 
outlet of the control device (or at the 
outlet of the emissions source if no 
control device is present) prior to any 
releases to the atmosphere. 

i. Collect a minimum sample volume of 
60 dscf of gas during each PM sam-
pling run. The PM concentration is de-
termined using only the front-half 
(probe rinse and filter) of the PM 
catch. 

ii. For Method 29, only the measured 
concentration of the listed metal HAP 
analytes that are present at concentra-
tions exceeding one-half the quan-
tification limit of the analytical method 
are to be used in the sum. If any of 
the analytes are not detected or are 
detected at concentrations less than 
one-half the quantification limit of the 
analytical method, the concentration of 
those analytes is assumed to be zero 
for the purposes of calculating the 
total metal HAP. 

iii. A minimum of three valid test runs 
are needed to comprise a PM or total 
metal HAP performance test. 

iv. For cupola metal melting furnaces, 
sample PM or total metal HAP only 
during times when the cupola is on 
blast. 

v. For electric arc and electric induction 
metal melting furnaces, sample PM or 
total metal HAP only during normal 
melt production conditions, which may 
include, but are not limited to the fol-
lowing operations: Charging, melting, 
alloying, refining, slagging, and tap-
ping. 

vi. Determine and record the total com-
bined weight of tons of metal charged 
during the duration of each test run. 
You must compute the process- 
weighted mass emissions of PM ac-
cording to Equation 1 of § 63.10898(d) 
for an individual furnace or Equation 2 
of § 63.10898(e) for the group of all 
metal melting furnaces at the foundry. 

2. Fugitive emissions from buildings or 
structures housing any iron and steel 
foundry emissions sources subject to 
opacity limit in § 63.10895(e).

a. Using a certified observer, conduct 
each opacity test according to EPA 
Method 9 (40 CFR part 60, appendix 
A–4) and 40 CFR 63.6(h)(5).

i. The certified observer may identify a 
limited number of openings or vents 
that appear to have the highest opac-
ities and perform opacity observations 
on the identified openings or vents in 
lieu of performing observations for 
each opening or vent from the building 
or structure. Alternatively, a single 
opacity observation for the entire 
building or structure may be per-
formed, if the fugitive release points 
afford such an observation. 

ii. During testing intervals when PM or 
total metal HAP performance tests, if 
applicable, are being conducted, con-
duct the opacity test such that the 
opacity observations are recorded dur-
ing the PM or total metal HAP per-
formance tests. 
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For. . . You must. . . According to the following 
requirements. . . 

b. As alternative to Method 9 perform-
ance test, conduct visible emissions 
test by Method 22 (40 CFR part 60, 
appendix A–7). The test is successful 
if no visible emissions are observed 
for 90 percent of the readings over 1 
hour. If VE is observed greater than 
10 percent of the time over 1 hour, 
then the facility must conduct another 
performance test as soon as possible, 
but no later than 15 calendar days 
after the Method 22 test, using Meth-
od 9 (40 CFR part 60, appendix A–4).

i. The observer may identify a limited 
number of openings or vents that ap-
pear to have the highest visible emis-
sions and perform observations on the 
identified openings or vents in lieu of 
performing observations for each 
opening or vent from the building or 
structure. Alternatively, a single obser-
vation for the entire building or struc-
ture may be performed, if the fugitive 
release points afford such an observa-
tion. 

ii. During testing intervals when PM or 
total metal HAP performance tests, if 
applicable, are being conducted, con-
duct the visible emissions test such 
that the observations are recorded 
during the PM or total metal HAP per-
formance tests. 

1 You may also use as an alternative to EPA Method 3B (40 CFR part 60, appendix A), the manual method for measuring the 
oxygen, carbon dioxide, and carbon monoxide content of exhaust gas, ANSI/ASME PTC 19.10–1981, ‘‘Flue and Exhaust Gas 
Analyses’’ (incorporated by reference—see § 63.14). 

TABLE 2 TO SUBPART ZZZZZ OF PART 63—PROCEDURES FOR ESTABLISHING 
OPERATING LIMITS FOR NEW AFFECTED SOURCES CLASSIFIED AS LARGE FOUNDRIES 

As required in § 63.10898(k), you must establish operating limits using the procedures in the 
following table: 

For . . . You must . . . 

1. Each wet scrubber subject to the oper-
ating limits in § 63.10895(d)(1) for pres-
sure drop and scrubber water flow rate. 

Using the CPMS required in § 63.10897(b), measure and record the pressure drop 
and scrubber water flow rate in intervals of no more than 15 minutes during each 
PM or total metal HAP test run. Compute and record the average pressure drop 
and average scrubber water flow rate for all the valid sampling runs in which the 
applicable emissions limit is met. 

2. Each electrostatic precipitator subject to 
operating limits in § 63.10895(d)(2) for 
voltage and secondary current (or total 
power input). 

Using the CPMS required in § 63.10897(c), measure and record voltage and sec-
ondary current (or total power input) in intervals of no more than 15 minutes dur-
ing each PM or total metal HAP test run. Compute and record the minimum 
hourly average voltage and secondary current (or total power input) from all the 
readings for each valid sampling run in which the applicable emissions limit is 
met. 

TABLE 3 TO SUBPART ZZZZZ OF PART 63—APPLICABILITY OF GENERAL PROVISIONS 
TO NEW AND EXISTING AFFECTED SOURCES CLASSIFIED AS LARGE FOUNDRIES 

As required in § 63.10900(a), you must meet each requirement in the following table that ap-
plies to you: 

Citation Subject Applies to large 
foundry? Explanation 

63.1 ................................................. Applicability .................................. Yes. 
63.2 ................................................. Definitions ..................................... Yes. 
63.3 ................................................. Units and abbreviations ............... Yes. 
63.4 ................................................. Prohibited activities ...................... Yes. 
63.5 ................................................. Construction/reconstruction .......... Yes. 
63.6(a)–(g) ...................................... Compliance with standards and 

maintenance requirements.
Yes. 

63.6(h) ............................................. Opacity and visible emissions 
standards.

Yes. 

63.6(i)(i)–(j) ..................................... Compliance extension and Presi-
dential compliance exemption.

Yes. 

63.7(a)(3), (b)–(h) ........................... Performance testing requirements Yes. 
63.7(a)(1)–(a)(2) ............................. Applicability and performance test 

dates.
No ....................... Subpart ZZZZZ specifies applica-

bility and performance test 
dates. 

63.8(a)(1)–(a)(3), (b), (c)(1)–(c)(3), 
(c)(6)–(c)(8), (d), (e), (f)(1)–(f)(6), 
(g)(1)–(g)(4).

Monitoring requirements .............. Yes. 
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