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(ii) Statement by a responsible offi-
cial, with the official’s name, title, and 
signature, certifying the truth, accu-
racy and completeness of the content 
of the report. 

(iii) Date of the report and beginning 
and ending dates of the reporting pe-
riod. 

(iv) Identification of the affected 
source, the pollutant being monitored, 
applicable requirement, description of 
deviation, and corrective action taken. 

[74 FR 30393, June 25, 2009, as amended at 74 
FR 46495, Sept. 10, 2009] 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.11555 What General Provisions 
apply to this subpart? 

Table 1 to this subpart shows which 
parts of the General Provisions in 
§§ 63.1 through 63.16 apply to you. 

§ 63.11556 What definitions apply to 
this subpart? 

Terms used in this subpart are de-
fined in the Clean Air Act, in § 63.2, and 
in this section as follows: 

Aluminum foundry means a facility 
that melts aluminum and pours molten 
aluminum into molds to manufacture 
aluminum castings (except die casting) 
that are complex shapes. For purposes 
of this subpart, this definition does not 
include primary or secondary metal 
producers that cast molten aluminum 
to produce simple shapes such as sows, 
ingots, bars, rods, or billets. 

Aluminum foundry HAP means any 
compound of the following metals: be-
ryllium, cadmium, lead, manganese, or 
nickel, or any of these metals in the 
elemental form. 

Annual copper and other nonferrous 
foundry metal melt capacity means, for 
new affected sources, the lower of the 
copper and other nonferrous metal 
melting operation capacity, assuming 
8,760 operating hours per year or, if ap-
plicable, the maximum permitted cop-
per and other nonferrous metal melting 
operation production rate for the melt-
ing operation calculated on an annual 
basis. Unless otherwise specified in the 
permit, permitted copper and other 
nonferrous metal melting operation 
rates that are not specified on an an-
nual basis must be annualized assum-
ing 24 hours per day, 365 days per year 

of operation. If the permit limits the 
operating hours of the melting oper-
ation(s) or foundry, then the permitted 
operating hours are used to annualize 
the maximum permitted copper and 
other nonferrous metal melt produc-
tion rate. The annual copper and other 
nonferrous metal melt capacity does 
not include the melt capacity for fer-
rous metal melted in iron or steel 
foundry melting operations that are 
co-located with copper or other non-
ferrous melting operations or the non-
ferrous metal melted in non-foundry 
melting operations. 

Annual copper and other nonferrous 
foundry metal melt production means, for 
existing affected sources, the quantity 
of copper and other nonferrous metal 
melted in melting operations at the 
foundry in a given calendar year. For 
the purposes of this subpart, metal 
melt production is determined on the 
basis of the quantity of metal charged 
to the melting operations. The annual 
copper and nonferrous metal melt pro-
duction does not include the melt pro-
duction of ferrous metal melted in iron 
or steel foundry melting operations 
that are co-located with copper and 
other nonferrous melting operations or 
the nonferrous metal melted in non- 
foundry melting operations. 

Annual metal melt capacity, for new af-
fected sources, means the lower of the 
aluminum, copper, and other non-
ferrous metal melting operation capac-
ity, assuming 8,760 operating hours per 
year or, if applicable, the maximum 
permitted aluminum, copper, and other 
nonferrous metal melting operation 
production rate for the melting oper-
ation calculated on an annual basis. 
Unless otherwise specified in the per-
mit, permitted aluminum, copper, and 
other nonferrous metal melting oper-
ation rates that are not specified on an 
annual basis must be annualized as-
suming 24 hours per day, 365 days per 
year of operation. If the permit limits 
the operating hours of the melting op-
eration(s) or foundry, then the per-
mitted operating hours are used to an-
nualize the maximum permitted alu-
minum, copper, and other nonferrous 
metal melt production rate. The an-
nual metal melt capacity does not in-
clude the melt capacity for ferrous 
metal melted in iron or steel foundry 
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