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of this section and meet the require-
ments of paragraphs (c) and (d) of this 
section. 

(1) You must collect process waste-
water samples as specified in para-
graphs (b)(1)(i) and (ii) of this section. 

(i) For treated process wastewater 
streams, you must collect process 
wastewater samples at the outlet of 
the treatment process and before the 
process wastewater stream is mixed 
with any other process wastewater 
stream containing vinyl chloride or 
total non-vinyl chloride organic HAP 
concentrations less than the applicable 
limits specified in Table 1 or 2 to this 
subpart, before being exposed to the at-
mosphere, and before being discharged 
from the affected source. 

(ii) For untreated process wastewater 
streams, you must collect process 
wastewater samples at the location im-
mediately as the stream leaves a piece 
of process equipment, before being 
mixed with any other process stream 
or process wastewater stream, before 
being exposed to the atmosphere, and 
before being discharged from the af-
fected source. 

(2) You must measure the concentra-
tion of vinyl chloride and total non- 
vinyl chloride organic HAP using the 
test methods and procedures specified 
in § 63.11980. 

(c) Requirements for process wastewater 
streams that must be treated. Each proc-
ess wastewater stream that has a vinyl 
chloride or total non-vinyl chloride or-
ganic HAP concentration equal to or 
greater than the limits specified in 
Table 1 or 2 to this subpart, determined 
pursuant to paragraph (a) of this sec-
tion must be treated to reduce the con-
centration of vinyl chloride or total 
non-vinyl chloride organic HAP to 
below the applicable limits specified in 
Table 1 or 2 to this subpart. You must 
route wastewater streams through 
hard-piping to the treatment process 
and route the vent stream from the 
treatment process to a closed vent sys-
tem and control device meeting the re-
quirements of §§ 63.11925 through 
63.11950. You must also meet the initial 
and continuous compliance require-
ments specified in § 63.11970(a) and 
§ 63.11975. 

(d) Requirements for process wastewater 
streams that do not need to be treated. 

For each process wastewater stream 
that has a vinyl chloride or total non- 
vinyl chloride organic HAP concentra-
tion less than the limits specified in 
Table 1 or 2 to this subpart, determined 
pursuant to paragraph (a) of this sec-
tion, you must meet the initial and 
continuous compliance requirements 
specified in §§ 63.11970(b) and 63.11975(c). 

(e) Maintenance wastewater. You must 
comply with the requirements specified 
in § 63.105 of subpart F of this part. 

(f) Determination of total non-vinyl 
chloride organic HAP. You must develop 
a facility-specific list of HAP that are 
expected to be present in each process 
wastewater stream at your PVCPU. 
This list must be continuously updated 
and must be available for inspection by 
the Administrator. This list must in-
clude the identification of each HAP 
expected to be present in each process 
wastewater stream, and the CAS num-
ber for each HAP. 

(1) For the purposes of demonstrating 
initial and continuous compliance as 
required in §§ 63.11970 and 63.11975 of 
this subpart, you must meet the re-
quirements specified in paragraphs 
(f)(1)(i) and (ii) of this section. 

(i) You must analyze each process 
wastewater sample for all HAP listed 
in Table 10 to this subpart using the 
test methods specified in § 63.11980(a)(2) 
and (3). 

(ii) You must also analyze each proc-
ess wastewater sample for any HAP 
that are not listed in Table 10 to this 
subpart but are expected to be present 
in that sample based on your facility- 
specific list of HAP using the appro-
priate test method specified in 
§ 63.11980(a)(2). 

(2) [Reserved] 

§ 63.11970 What are my initial compli-
ance requirements for process 
wastewater? 

(a) Demonstration of initial compliance 
for process wastewater streams that must 
be treated. For each process wastewater 
stream that must be treated as speci-
fied in § 63.11965(b) and (c), you must 
conduct an initial performance test for 
the wastewater treatment process, 
measuring the concentration of vinyl 
chloride and total non-vinyl chloride 
organic HAP in the wastewater stream 
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at the outlet of the wastewater treat-
ment process before the wastewater is 
exposed to the atmosphere, mixed with 
any other process stream, and before 
being discharged from the affected fa-
cility, using the test method(s) and 
procedures specified in § 63.11980(a). 

(b) Demonstration of initial compliance 
for process wastewater streams that are 
not required to be treated. For each proc-
ess wastewater stream that has a vinyl 
chloride or total non-vinyl chloride or-
ganic HAP concentration less than the 
limits specified in Tables 1 or 2 to this 
subpart, you must use the measure-
ment specified in § 63.11965(b)(1)(ii) to 
demonstrate initial compliance. 

§ 63.11975 What are my continuous 
compliance requirements for proc-
ess wastewater? 

(a) For each process wastewater 
stream that must be treated to reduce 
the concentration of vinyl chloride or 
total non-vinyl chloride organic HAP 
as specified in § 63.11965(b) and (c), you 
must demonstrate continuous compli-
ance as specified in paragraph (b) of 
this section. For each process waste-
water stream for which you initially 
determine in § 63.11970(b) that treat-
ment is not required to reduce either 
vinyl chloride or total non-vinyl chlo-
ride organic HAP concentration, you 
must demonstrate continuous compli-
ance as specified in paragraph (c) of 
this section. 

(b) For each process wastewater 
stream that must be treated according 
to § 63.11965(b), you must demonstrate 
continuous compliance with the emis-
sion limits for vinyl chloride and total 
non-vinyl chloride organic HAP speci-
fied in Table 1 or 2 to this subpart by 
following the procedures specified in 
paragraphs (b)(1) and (2) of this section. 

(1) Following your demonstration of 
initial compliance in § 63.11970(a), make 
monthly measurements of the vinyl 
chloride and total non-vinyl chloride 
organic HAP concentrations using the 
procedures and methods specified in 
§ 63.11965(b)(1) and (2). 

(2) You must demonstrate continuous 
compliance with the emission limits in 
Table 1 or 2 to this subpart on a month-
ly basis, using the monthly concentra-
tion measurement specified in para-
graph (b)(1) of this section. 

(c) For each wastewater stream for 
which you initially determine in 
§ 63.11970(b) that treatment is not re-
quired to reduce the vinyl chloride or 
total non-vinyl chloride organic HAP 
concentration, you must demonstrate 
continuous compliance as specified in 
paragraphs (c)(1) and (2) of this section. 

(1) Conduct annual performance 
tests, measuring the vinyl chloride and 
total non-vinyl chloride organic HAP 
concentrations using the procedures 
and methods specified in § 63.11965(b)(1) 
and (2). 

(2) If any annual performance test 
conducted as specified in paragraph 
(c)(1) of this section results in a con-
centration of vinyl chloride or total 
non-vinyl chloride organic HAP in the 
process wastewater stream that is 
greater than or equal to the emission 
limits in Table 1 or 2 to this subpart, 
then you must meet the requirements 
of § 63.11965(c) and you must dem-
onstrate initial and continuous compli-
ance as specified in § 63.11970 and this 
section. 

§ 63.11980 What are the test methods 
and calculation procedures for 
process wastewater? 

(a) Performance test methods and proce-
dures. You must determine the con-
centration of vinyl chloride and total 
non-vinyl chloride organic HAP using 
the test methods and procedures speci-
fied in paragraphs (a)(1) through (4) of 
this section. Upon request, the owner 
or operator shall make available to the 
Administrator such records as may be 
necessary to determine the conditions 
of performance tests. 

(1) You must conduct performance 
tests during worst-case operating con-
ditions for the PVCPU when the proc-
ess wastewater treatment process is 
operating as close as possible to max-
imum operating conditions. If the 
wastewater treatment process will be 
operating at several different sets of 
operating conditions, you must supple-
ment the testing with additional test-
ing, modeling or engineering assess-
ments to demonstrate compliance with 
the emission limits. 

(2) For measuring total non-vinyl 
chloride organic HAP, you must con-
duct sampling and analysis using the 
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