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operation does not effectively or ade-
quately control, monitor or document 
the sulfur content of the refinery’s gas-
oline production, or if EPA determines 
that any other circumstances exist 
which merit modification of the re-
quirements of an exemption, such as 
advancements in the state of the art 
for in-line blending measurement 
which allow for additional control or 
more accurate monitoring or docu-
mentation of sulfur content. If EPA 
finds that a refiner provided false or in-
accurate information in any submis-
sion required for an exemption under 
this section, upon notification from 
EPA, the refiner’s exemption will be 
void ab initio. 

(b) Sampling methods. For purposes of 
paragraph (a) of this section, refiners, 
gasoline importers, and producers and 
importers of certified ethanol dena-
turant shall sample each batch of gaso-
line by using one of the methods speci-
fied in § 80.8. Alternative methods for 
sampling batches of certified ethanol 
denaturant may be used as approved by 
the Administrator. 

(c) Test method for measuring sulfur 
content of gasoline and certified ethanol 
denaturant. (1) For purposes of para-
graph (a) of this section, refiners, gaso-
line importers, and producers and im-
porters of certified ethanol denaturant 
shall use the method provided in § 80.47, 
as applicable, to measure the sulfur 
content of gasoline or certified ethanol 
denaturant they produce or import. 

(2) Sulfur content shall be reported 
to the nearest ppm. 

(3) Alternative methods for the meas-
urement of the sulfur content of cer-
tified ethanol denaturants may be used 
as approved by the Administrator. 

§ 80.1631 Gasoline, RBOB, and CBOB 
sample retention requirements. 

(a) Sample retention requirements. Be-
ginning January 1, 2017, or January 1 of 
the first year credits are generated 
under § 80.1615, whichever is earlier, 
any refiner or importer shall do all the 
following: 

(1) Collect a representative portion of 
each sample analyzed under § 80.1630, of 
at least 330 milliliters in volume. 

(2) Retain sample portions for the 
most recent 20 samples collected, or for 
each sample collected during the most 

recent 21 day period, whichever is 
greater, not to exceed 90 days for any 
given sample. 

(3) Comply with the gasoline sample 
handling and storage procedures under 
§ 80.1630 for each sample portion re-
tained. 

(4) Comply with any request by EPA 
to— 

(i) Provide a retained sample portion 
to the Administrator’s authorized rep-
resentative; and 

(ii) Ship a retained sample portion to 
EPA, within two working days of the 
date of the request, by an overnight 
shipping service or comparable means, 
to the address and following procedures 
specified by EPA, and accompanied 
with the sulfur test result for the sam-
ple determined under § 80.1630. 

(b) Sample retention requirement for 
samples subject to independent analysis 
requirements. (1) Any refiner or im-
porter who meets the independent 
analysis requirements under § 80.65(f) 
for any batch of reformulated gasoline 
or RBOB will have met the require-
ments of paragraph (a) of this section, 
provided the independent laboratory 
meets the requirements of paragraph 
(a) of this section for the gasoline 
batch; except that the retained RBOB 
sample for purposes of this subpart O 
must be a sample of the RBOB prior to 
hand blending with oxygenate. 

(2) For samples retained by an inde-
pendent laboratory under this para-
graph (b), the test results required to 
be submitted under paragraph (a) of 
this section shall be the test results de-
termined under § 80.65(e). 

(c) Sampling compliance certification. 
Any refiner or importer shall include 
with each annual report filed under 
§ 80.1652, the following statement, 
which must accurately reflect the facts 
and must be signed and dated by the 
same person who signs the annual re-
port: 

I certify that I have made inquiries 
that are sufficient to give me knowl-
edge of the procedures to collect and 
store gasoline samples, and I further 
certify that the procedures meet the 
requirements of the ASTM procedures 
required under 40 CFR 80.1630. 

(d) Requirements for refiners who ana-
lyze composited samples. Prior to Janu-
ary 1, 2017, for purposes of complying 
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with the requirements of this section, 
refiners who analyze composited sam-
ples under § 80.1630 must retain portions 
of the composited samples. Portions of 
samples of each batch comprising the 
composited samples are not required to 
be retained. 

(e) Requirements for RBOB. For pur-
poses of complying with the require-
ments of this section for RBOB, a sam-
ple of each RBOB batch produced must 
be retained. 

§§ 80.1632–80.1639 [Reserved] 

§ 80.1640 Standards and requirements 
that apply to refiners producing 
gasoline by blending blendstocks 
into previously certified gasoline 
(PCG). 

(a) Any refiner who produces gasoline 
by blending blendstock into PCG, as 
defined at § 80.2(d), must meet the re-
quirements of § 80.1630 to sample and 
test every batch of gasoline as follows: 

(1) Exclude the PCG for purposes of 
demonstrating compliance with the 
sulfur standards of this subpart O. 

(2) To accomplish the exclusion re-
quired in paragraph (a)(5) of this sec-
tion, the refiner must determine the 
volume and sulfur content of the PCG 
used at the refinery and the volume of 
and sulfur content of the gasoline pro-
duced at the refinery, and use the com-
pliance calculation procedures in para-
graphs (a)(3) and (4) of this section. 

(3) For each batch of PCG that is 
used to produce gasoline the refiner 
must include the volume and sulfur 
content of the PCG as a negative vol-
ume and a positive sulfur content in 
the refiner’s compliance calculations 
in accord with the requirements at 
§ 80.1603. 

(4) For each batch of gasoline pro-
duced at the refinery using PCG and 
blendstock, the refiner must determine 
the volume and sulfur content of the 
combined product and include each 
batch of combined product for purposes 
of sulfur compliance in the refinery’s 
compliance calculations at § 80.1603 
without regard to the presence of pre-
viously certified gasoline in the batch. 

(5) The refiner must use any PCG 
that it includes as a negative batch in 
its compliance calculations pursuant 
to § 80.1603 as a component in gasoline 
production during the annual aver-

aging period in which the PCG was in-
cluded as a negative batch in the refin-
er’s compliance calculations. 

(6) The refiner must also comply with 
§ 80.65(i) when producing RBOB or RFG 
and § 80.101(g)(9) when producing con-
ventional gasoline or CBOB. 

(7) Any negative annual average sul-
fur value shall be reported as zero and 
not as a negative result. 

(b) In the alternative, a refiner may 
sample and test each batch of 
blendstock when received at the refin-
ery to determine the volume and sulfur 
content, and treat each blendstock re-
ceipt as a separate batch for purposes 
of compliance calculations for the an-
nual average sulfur standard and for 
reporting. This alternative applies only 
if every batch of blendstock used at a 
refinery during an averaging period has 
a sulfur content that is equal to, or 
less than, the applicable per-gallon cap 
standard under § 80.1603. 

(c) Refiners who blend only butane 
into PCG may meet the sampling and 
testing requirements of this subpart O 
for sulfur by using sulfur test results of 
the butane supplier, provided that the 
requirements of § 80.82 are met. 

(d) Refiners who blend only blender 
grade pentane into PCG may meet the 
sampling and testing requirements of 
this subpart O for sulfur by using sul-
fur test results of the pentane supplier, 
provided that the requirements of 
§ 80.85 are met. 

§ 80.1641 Alternative sulfur standards 
and requirements that apply to im-
porters who transport gasoline by 
truck. 

Importers who import gasoline into 
the United States by truck may com-
ply with the following requirements in-
stead of the requirements to sample 
and test every batch of gasoline under 
§ 80.1630, and the annual sulfur average 
and per-gallon cap standards otherwise 
applicable to importers under § 80.1603: 

(a) Alternative standards. The im-
ported gasoline must comply with the 
following standards: 

(1) The annual average standard of 10 
ppm and the per-gallon standard of 80 
ppm as provided by § 80.1603; or 

(2) A per-gallon standard of 10 ppm. 
(b) Terminal testing. The importer 

may use test results for sulfur content 
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