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40 CFR Ch. I (7–1–14 Edition) §§ 80.180–80.185 

(1) Option 1. (i) The test fuel must be 
a commercial full boiling range hydro-
carbon gasoline or gasoline blending 
component, without oxygenates. 

(ii) The test fuel containing no de-
posit control additives must produce at 
least 5 inoperable injectors valves when 
subjected to the fuel injector deposit 
test specified in § 80.176(c). 

(2) Option 2. (i) The test fuel must 
meet the requirements for federal 
emissions test gasoline specified in 
§§ 80.112 and 80.113 into which 4- 
methylbenzenethiol has been blended 
as a concentration of 56 mg/L. 

(ii) The test fuel containing no de-
posit control additives must produce at 
least 4 inoperable injectors valves when 
subjected to the fuel injector deposit 
test specified in § 80.176(c). 

(d) Materials incorporated by reference. 
The published materials identified in 
this section are incorporated by ref-
erence into this section with the ap-
proval of the Director of the Federal 
Register under 5 U.S.C. 552(a) and 1 
CFR part 51. To enforce any edition 
other than that specified in this sec-
tion, a document must be published in 
the FEDERAL REGISTER and the mate-
rial must be available to the public. All 
approved materials are available for in-
spection at the Air and Radiation 
Docket and Information Center (Air 
Docket) in the EPA Docket Center 
(EPA/DC) at Rm. 3334, EPA West Bldg., 
1301 Constitution Ave. NW., Wash-
ington, DC. The EPA/DC Public Read-
ing Room hours of operation are 8:30 
a.m. to 4:30 p.m., Monday through Fri-
day, excluding legal holidays. The tele-
phone number of the EPA/DC Public 
Reading Room is (202) 566–1744, and the 
telephone number for the Air Docket is 
(202) 566–1742. These approved materials 
are also available for inspection at the 
National Archives and Records Admin-
istration (NARA). For information on 
the availability of this material at 
NARA, call (202) 741–6030 or go to http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. In addition, these 
materials are available from the 
sources listed below. 

(1) ASTM International material. The 
following standards are available from 
ASTM International, 100 Barr Harbor 
Dr., P.O. Box C700, West Conshohocken, 

PA 19428–2959, (877) 909–ASTM, or http:// 
www.astm.org; 

(i) ASTM D4806–13a, Standard Speci-
fication for Denatured Fuel Ethanol for 
Blending with Gasolines for Use as 
Automotive Spark-Ignition Engine 
Fuel, approved June 15, 2013. 

(ii) ASTM D4814–13b, Standard Speci-
fication for Automotive Spark-Ignition 
Engine Fuel, approved December 1, 
2013. 

(2) [Reserved] 

[79 FR 23651, Apr. 28, 2014] 

Subpart H—Gasoline Sulfur 

SOURCE: 65 FR 6823, Feb. 10, 2000, unless 
otherwise noted. 

GENERAL INFORMATION 

§§ 80.180–80.185 [Reserved] 

§ 80.190 Who must register with EPA 
under the sulfur program? 

(a) Refiners and importers who are 
registered by EPA under § 80.76 are 
deemed to be registered for purposes of 
this subpart. 

(b) Refiners and importers subject to 
the standards in § 80.195 who are not 
registered by EPA under § 80.76 must 
provide to EPA the information re-
quired by § 80.76 by November 1, 2003, or 
not later than three months in advance 
of the first date that such person pro-
duces or imports gasoline, whichever is 
later. 

(c) Refiners with any refinery subject 
to the small refiner standards under 
§ 80.240, or refiners subject to the geo-
graphic phase-in area (GPA) standards 
under § 80.216, who are not registered by 
EPA under § 80.76 must provide to EPA 
the information required under § 80.76 
by December 31, 2000. 

(d) Any refiner who plans to generate 
credits or allotments under § 80.305 or 
§ 80.275 in any year prior to 2004 who is 
not registered by EPA under § 80.76 
must register under § 80.76 no later 
than September 30 of the year prior to 
the first year of credit generation. Any 
refiner who plans to generate credits in 
2000 who is not registered by EPA 
under § 80.76 must register under § 80.76 
no later than May 10, 2000. 
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Environmental Protection Agency § 80.195 

GASOLINE SULFUR STANDARDS 

§ 80.195 What are the gasoline sulfur 
standards for refiners and import-
ers? 

(a)(1) The gasoline sulfur standards 
for refiners and importers, excluding 
gasoline produced by small refiners 
subject to the standards at § 80.240, and 
gasoline designated as GPA gasoline 
under § 80.219(a), are as follows: 

Gasoline sulfur standards for the 
averaging period 

beginning: 

January 
1, 2004 

January 
1, 2005 

January 1, 
2006 and 

subsequent 

Refinery or Importer Av-
erage .......................... (1) 30.00 30.00 

Corporate Pool Average 120.00 90.00 (1) 
Per-Gallon Cap .............. 300 300 80 

1 Not applicable. 

(2) The sulfur standards and all com-
pliance calculations for sulfur under 
this subpart are in parts per million 
(ppm) and volumes are in gallons. 

(3) The averaging period is January 1 
through December 31 of each year. 

(4) The standards under this para-
graph (a) for all imported gasoline 
shall be met by the importer. 

(b)(1) The refinery or importer an-
nual average gasoline sulfur standard 
is the maximum average sulfur level 
allowed for gasoline produced at a re-
finery or imported by an importer dur-
ing each calendar year starting Janu-
ary 1, 2005. 

(2) The annual average sulfur level is 
calculated in accordance with § 80.205. 

(3) The refinery or importer annual 
average gasoline sulfur standard may 
be met using credits as provided under 
§ 80.275 or § 80.315. 

(4) In 2005 only, the refinery or im-
porter annual average sulfur standard 
may be met using allotments or credits 
as provided under § 80.275, or credits as 
provided under § 80.315. The same allot-
ments used to demonstrate compliance 
with the corporate pool average stand-
ard may be used by a refinery in the 
corporate pool toward a demonstration 
of compliance with the refinery aver-
age standard, or by an importer for 
demonstration of compliance with the 
importer average standard. Alter-
natively, some of the allotments may 
be used toward a demonstration of 

compliance with the refinery average 
standard by one refinery in the cor-
porate pool and the remainder used by 
another refinery or refineries in the 
corporate pool. 

(c)(1) The corporate pool average gas-
oline sulfur standards applicable in 2004 
and 2005 are the maximum average sul-
fur levels allowed for a refiner’s or im-
porter’s gasoline production from all of 
the refiner’s refineries or all gasoline 
imported by an importer in a calendar 
year. The corporate pool average 
standards for a party that is both a re-
finer and an importer are the max-
imum average sulfur levels allowed for 
all the party’s combined gasoline pro-
duction from all refineries and im-
ported gasoline in a calendar year. 

(2) The corporate pool average is cal-
culated in accordance with the provi-
sions of § 80.205. 

(3) The corporate pool average stand-
ard may be met using sulfur allotments 
under § 80.275. 

(4) The corporate pool average stand-
ards do not apply to approved small re-
finers subject to the gasoline sulfur 
standards under § 80.240. 

(5)(i) Joint ventures, in which two or 
more parties collectively own and oper-
ate one or more refineries, will be 
treated as a separate refiner under this 
section. 

(ii) One partner to a joint venture 
may include one or more joint venture 
refineries in its corporate pool for pur-
poses of complying with the corporate 
pool average standards. The joint ven-
ture will be in compliance for such 
joint venture refinery(ies) if the part-
ner’s corporate pool average meets the 
corporate pool average standards. The 
joint venture entity must demonstrate 
compliance with the corporate pool av-
erage standards for any refinery(ies) 
owned by the joint venture that are not 
included in one partner’s corporate 
pool. 

(iii) In the case of a refinery that is 
owned by a two or more parties that is 
not a joint venture under this para-
graph (c)(5), the business entity con-
sisting of the joint owners is the re-
finer of that refinery. One of the own-
ers of such a refinery may include the 
refinery in its corporate pool for pur-
poses of complying with the corporate 
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