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(iii) Visible signal systems used 
under paragraph (b)(6)(ii)(C) of this sec-
tion are considered an element of de-
sign of the emission control system. 
Therefore, disabling, resetting, or oth-
erwise rendering such signals inoper-
ative without also performing the indi-
cated maintenance procedure is a pro-
hibited act under section 203(a)(3) of 
the Clean Air Act (42 U.S.C. 7522(a)(3)). 

(b)(7)–(h) [Reserved]. For guidance 
see § 86.094–25. 

[62 FR 54725, Oct. 21, 1997, as amended at 79 
FR 23688, Apr. 28, 2014] 

§ 86.004–26 Mileage and service accu-
mulation; emission measurements. 

(a)–(b) [Reserved] 
(c)(1) Paragraph (c) of this section 

applies to heavy-duty engines. 
(2) Two types of service accumulation 

are applicable to heavy-duty engines, 
as described in paragraphs (c)(2)(i) and 
(ii) of this section. For Otto-cycle 
heavy-duty engines exhaust emissions, 
the service accumulation method used 
by a manufacturer must be designed to 
effectively predict the deterioration of 
emissions in actual use over the full 
useful life of the of the candidate in- 
use vehicles and must cover the 
breadth of the manufacturer’s product 
line that will be covered by the dura-
bility procedure. Manufacturers not se-
lecting Options 1 or 2 described in 
§ 86.005–10(f) may certify Otto-cycle en-
gines using the provisions contained in 
§ 86.094–26(c)(2) rather than those con-
tained in this paragraph (c)(2) for 2004 
model year engine families certified 
using carry-over durability data, ex-
cept for those engines used for early 
credit banking as allowed in § 86.000– 
15(k). 

(i) Service accumulation on engines, 
subsystems, or components selected by 
the manufacturer under § 86.094– 
24(c)(3)(i). The manufacturer deter-
mines the form and extent of this serv-
ice accumulation, consistent with good 
engineering practice, and describes it 
in the application for certification. 

(ii) Dynamometer service accumula-
tion on emission data engines selected 
under § 86.094–24(b)(2) or (3). The manu-
facturer determines the engine oper-
ating schedule to be used for dyna-
mometer service accumulation, con-
sistent with good engineering practice. 

A single engine operating schedule 
shall be used for all engines in an en-
gine family-control system combina-
tion. Operating schedules may be dif-
ferent for different combinations. 

(3) Exhaust emission deterioration 
factors will be determined on the basis 
of the service accumulation described 
in § 86.000–26(b)(2)(i) and related testing, 
according to the manufacturer’s proce-
dures. 

(4) The manufacturer shall deter-
mine, for each engine family, the num-
ber of hours at which the engine sys-
tem combination is stabilized for emis-
sion-data testing. The manufacturer 
shall maintain, and provide to the Ad-
ministrator if requested, a record of 
the rationale used in making this de-
termination. The manufacturer may 
elect to accumulate 125 hours on each 
test engine within an engine family 
without making a determination. Any 
engine used to represent emission-data 
engine selections under § 86.094–24(b)(2) 
shall be equipped with an engine sys-
tem combination that has accumulated 
at least the number of hours deter-
mined under this paragraph. Complete 
exhaust emission tests shall be con-
ducted for each emission-data engine 
selection under § 86.094–24(b)(2). Evapo-
rative emission controls must be con-
nected, as described in 40 CFR part 
1065, subpart F. The Administrator 
may determine under § 86.094–24(f) that 
no testing is required. 

(d)(1) This paragraph (d) applies for 
heavy-duty engines. 

(2)(i) The results of all emission test-
ing shall be supplied to the Adminis-
trator. The manufacturer shall furnish 
to the Administrator explanation for 
voiding any test. The Administrator 
will determine if voiding the test was 
appropriate based upon the explanation 
given by the manufacturer for the void-
ed test. Tests between test points may 
be conducted as required by the Admin-
istrator. Data from all tests (including 
voided tests) may be submitted weekly 
to the Administrator, but shall be de-
livered to the Administrator within 7 
days after completion of the test. In 
addition, all test data shall be com-
piled and provided to the Adminis-
trator in accordance with § 86.007–23. 
Where the Administrator conducts a 
test on a durability data vehicle at a 
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prescribed test point, the results of 
that test will be used in the calculation 
of the deterioration factor. 

(ii) The results of all emission tests 
shall be recorded and reported to the 
Administrator. These test results shall 
be rounded as specified in 40 CFR part 
1065 to the number of decimal places 
contained in the applicable emission 
standard expressed to one additional 
significant figure. 

(3) Whenever a manufacturer intends 
to operate and test a vehicle (or en-
gine) that may be used for emission 
data, the manufacturer shall retain in 
its records all information concerning 
all emission tests and maintenance, in-
cluding vehicle (or engine) alterations 
to represent other vehicle (or engine) 
selections. This information shall be 
submitted, including the vehicle (or en-
gine) description and specification in-
formation required by the Adminis-
trator, to the Administrator following 
the emission test. 

(4) Emission testing of any type with 
respect to any certification vehicle or 
engine other than that specified in this 
subpart is not allowed except as such 
testing may be specifically authorized 
by the Administrator. 

[65 FR 59947, Oct. 6, 2000, as amended at 70 FR 
40432, July 13, 2005; 79 FR 23688, Apr. 28, 2014] 

§ 86.004–28 Compliance with emission 
standards. 

(a)–(b) [Reserved] 
(c)(1) Paragraph (c) of this section 

applies to heavy-duty engines. 
(2) The applicable exhaust emission 

standards (or family emission limits, 
as appropriate) for Otto-cycle engines 
and for diesel-cycle engines apply to 
the emissions of engines for their use-
ful life. 

(3) Since emission control efficiency 
generally decreases with the accumula-
tion of service on the engine, deteriora-
tion factors will be used in combina-
tion with emission data engine test re-
sults as the basis for determining com-
pliance with the standards. 

(4)(i) Paragraph (c)(4) of this section 
describes the procedure for deter-
mining compliance of an engine with 
emission standards (or family emission 
limits, as appropriate), based on dete-
rioration factors supplied by the manu-
facturer. Deterioration factors shall be 

established using applicable emissions 
test procedures. NOX plus NMHC dete-
rioration factors shall be established 
based on the sum of the pollutants. 
When establishing deterioration fac-
tors for NOX plus NMHC, a negative de-
terioration (emissions decrease from 
the official exhaust emissions test re-
sult) for one pollutant may not offset 
deterioration of the other pollutant. 
Where negative deterioration occurs 
for NOX and/or NMHC, the official ex-
haust emission test result shall be used 
for purposes of determining the NOX 
plus NMHC deterioration factor. 

(ii) Separate exhaust emission dete-
rioration factors, determined from 
tests of engines, subsystems, or compo-
nents conducted by the manufacturer, 
shall be supplied for each engine-sys-
tem combination. For Otto-cycle en-
gines, separate factors shall be estab-
lished for transient NMHC (NMHCE), 
CO, NOX. NOX plus NMHC, and idle CO, 
for those engines utilizing 
aftertreatment technology (e.g., cata-
lytic converters). For diesel-cycle en-
gines, separate factors shall be estab-
lished for transient NMHC (NMHCE), 
CO, NOX. NOX plus NMHC and exhaust 
particulate. For diesel-cycle smoke 
testing, separate factors shall also be 
established for the acceleration mode 
(designated as ‘‘A’’), the lugging mode 
(designated as ‘‘B’’), and peak opacity 
(designated as ‘‘C’’). 

(iii)(A) Paragraphs (c)(4)(iii)(A) (1) 
and (2) of this section apply to Otto- 
cycle HDEs. 

(1) Otto-cycle HDEs not utilizing 
aftertreatment technology (e.g., cata-
lytic converters). For transient NMHC 
(NMHCE), CO, NOX. the official exhaust 
emission results for each emission data 
engine at the selected test point shall 
be adjusted by the addition of the ap-
propriate deterioration factor. How-
ever, if the deterioration factor sup-
plied by the manufacturer is less than 
zero, it shall be zero for the purposes of 
this paragraph. 

(2) Otto-cycle HDEs utilizing 
aftertreatment technology (e.g., cata-
lytic converters). For transient NMHC 
(NMHCE), CO, NOX. and for idle CO, the 
official exhaust emission results for 
each emission data engine at the se-
lected test point shall be adjusted by 
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