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Environmental Protection Agency § 86.080–12 

§ 86.079–32 Addition of a vehicle or en-
gine after certification. 

(a) If a manufacturer proposes to add 
to his product line a vehicle (or engine) 
of the same engine-system combina-
tion as vehicles (or engines) previously 
certified but which was not described 
in the application for certification 
when the test vehicle(s) (or test en-
gine(s)) representing other vehicles (or 
engines) of that combination was cer-
tified, he shall notify the Adminis-
trator. Such notification shall be in ad-
vance of the addition unless the manu-
facturer elects to follow the procedure 
described in § 86.079–34. This notifica-
tion shall include a full description of 
the vehicle (or engine) to be added. 

(b) The Administrator may require 
the manufacturer to perform such tests 
on the test vehicle(s) (or test engine(s)) 
representing the vehicle (or engine) to 
be added which would have been re-
quired if the vehicle (or engine) had 
been included in the original applica-
tion for certification. 

(c) If, after a review of the test re-
ports and data submitted by the manu-
facturer, and data derived from any 
testing conducted under § 86.079–29, the 
Administrator determines that the test 
vehicle(s) or test engine(s) meets all 
applicable standards, the appropriate 
certificate will be amended accord-
ingly. If the Administrator determines 
that the test vehicle(s) (or test en-
gine(s)) does not meet applicable stand-
ards, he will proceed under § 86.079– 
30(b). 

[42 FR 45149, Sept. 8, 1977] 

§ 86.079–33 Changes to a vehicle or en-
gine covered by certification. 

(a) The manufacturer shall notify the 
Administrator of any change in produc-
tion vehicles (or production engines) in 
respect to any of the parameters listed 
in § 86.079–24(a)(3), § 86.079–24(b)(1)(iii), 
§ 86.079–24(b)(2) (iii) or § 86.079– 
24(b)(3)(iii) as applicable, giving a full 
description of the change. Such notifi-
cation shall be in advance of the 
change unless the manufacturer elects 
to follow the procedure described in 
§ 86.079–34. 

(b) Based upon the description of the 
change, and data derived from such 
testing as the Administrator may re-

quire or conduct. The Administrator 
will determine whether the vehicle (or 
engine), as modified, would still be cov-
ered by the certificate of conformity 
then in effect. 

(c) If the Administrator determines 
that the outstanding certificate would 
cover the modified vehicles (or engines) 
he will notify the manufacturer in 
writing. Except as provided in § 86.079– 
34 the change may not be put into ef-
fect prior to the manufacturer’s receiv-
ing this notification. If the Adminis-
trator determines that the modified ve-
hicles (or engines) would not be cov-
ered by the certificate then in effect, 
the modified vehicles (or engines) shall 
be treated as additions to the product 
line subject to § 86.079–32. 

[42 FR 45149, Sept. 8, 1977] 

§ 86.079–39 Submission of maintenance 
instructions. 

(a) The manufacturer shall provide to 
the Administrator, no later than the 
time of the submission required by 
§ 86.079–23, a copy of the maintenance 
instructions which the manufacturer 
proposes to supply to the ultimate pur-
chaser in accordance with § 86.079–38(a). 
The Administrator will review such in-
structions to determine whether they 
are reasonable and necessary to assure 
the proper functioning of the vehicle’s 
(or engine’s) emission control systems. 
The Administrator will notify the man-
ufacturer of his determination whether 
such instructions are reasonable and 
necessary to assure the proper func-
tioning of the emission control sys-
tems. 

(b) Any revision to the maintenance 
instructions which will affect emis-
sions shall be supplied to the Adminis-
trator at least 30 days before being sup-
plied to the ultimate purchaser unless 
the Administrator consents to a lesser 
period of time. 

[42 FR 45151, Sept. 8, 1977] 

§ 86.080–12 Alternative certification 
procedures. 

(a)(1) The Administrator will deter-
mine which of the following certifi-
cation procedures (paragraph (a)(3) or 
(a)(4) of this section) may be used to 
demonstrate compliance for each 
heavy-duty engine, light-duty vehicle, 
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