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(2) For constituents for which MCLs 
have not been promulgated, the back-
ground concentration for the con-
stituent established from wells in ac-
cordance with § 257.22(a)(1); or 

(3) For constituents for which the 
background level is higher than the 
MCL identified under subparagraph 
(h)(1) of this section or health based 
levels identified under paragraph (i)(1) 
of this section, the background con-
centration. 

(i) The Director of an approved State 
may establish an alternative ground- 
water protection standard for constitu-
ents for which MCLs have not been es-
tablished. These ground-water protec-
tion standards shall be appropriate 
health based levels that satisfy the fol-
lowing criteria: 

(1) The level is derived in a manner 
consistent with Agency guidelines for 
assessing the health risks of environ-
mental pollutants (51 FR 33992, 34006, 
34014, 34028, September 24, 1986); 

(2) The level is based on scientifically 
valid studies conducted in accordance 
with the Toxic Substances Control Act 
Good Laboratory Practice Standards 
(40 CFR part 792) or equivalent; 

(3) For carcinogens, the level rep-
resents a concentration associated 
with an excess lifetime cancer risk 
level (due to continuous lifetime expo-
sure) within the 1×10¥4 to 1×10¥6 range; 
and 

(4) For systemic toxicants, the level 
represents a concentration to which 
the human population (including sen-
sitive subgroups) could be exposed to 
on a daily basis that is likely to be 
without appreciable risk of deleterious 
effects during a lifetime. For purposes 
of this subpart, systemic toxicants in-
clude toxic chemicals that cause ef-
fects other than cancer or mutation. 

(j) In establishing ground-water pro-
tection standards under paragraph (i) 
of this section, the Director of an ap-
proved State may consider the fol-
lowing: 

(1) Multiple contaminants in the 
ground water; 

(2) Exposure threats to sensitive en-
vironmental receptors; and 

(3) Other site-specific exposure or po-
tential exposure to ground water. 

§ 257.26 Assessment of corrective 
measures. 

(a) Within 90 days of finding that any 
of the constituents listed in appendix II 
(appendix II of 40 CFR Part 258) have 
been detected at a statistically signifi-
cant level exceeding the ground-water 
protection standards defined under 
§ 257.25 (h) or (i), the owner or operator 
must initiate an assessment of correc-
tive measures. Such an assessment 
must be completed within a reasonable 
period of time. 

(b) The owner or operator must con-
tinue to monitor in accordance with 
the assessment monitoring program as 
specified in § 257.25. 

(c) The assessment shall include an 
analysis of the effectiveness of poten-
tial corrective measures in meeting all 
of the requirements and objectives of 
the remedy as described under § 257.27, 
addressing at least the following: 

(1) The performance, reliability, ease 
of implementation, and potential im-
pacts of appropriate potential rem-
edies, including safety impacts, cross- 
media impacts, and control of exposure 
to any residual contamination; 

(2) The time required to begin and 
complete the remedy; 

(3) The costs of remedy implementa-
tion; and 

(4) The institutional requirements 
such as State or local permit require-
ments or other environmental or public 
health requirements that may substan-
tially affect implementation of the 
remedy(s). 

(d) The owner or operator must dis-
cuss the results of the corrective meas-
ures assessment, prior to the selection 
of remedy, in a public meeting with in-
terested and affected parties. 

§ 257.27 Selection of remedy. 
(a) Based on the results of the correc-

tive measures assessment conducted 
under § 257.26, the owner or operator 
must select a remedy that, at a min-
imum, meets the standards listed in 
paragraph (b) of this section. The 
owner or operator must notify the 
State Director, within 14 days of se-
lecting a remedy, that a report describ-
ing the selected remedy has been 
placed in the operating record and how 
it meets the standards in paragraph (b) 
of this section. 

VerDate Sep<11>2014 12:11 Oct 07, 2014 Jkt 232173 PO 00000 Frm 00436 Fmt 8010 Sfmt 8010 Y:\SGML\232173.XXX 232173w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R



427 

Environmental Protection Agency § 257.27 

(b) Remedies must: 
(1) Be protective of human health and 

the environment; 
(2) Attain the ground-water protec-

tion standard as specified pursuant to 
§§ 257.25 (h) or (i); 

(3) Control the source(s) of releases 
so as to reduce or eliminate, to the 
maximum extent practicable, further 
releases of appendix II (appendix II of 
40 CFR part 258) constituents into the 
environment that may pose a threat to 
human health or the environment; and 

(4) Comply with standards for man-
agement of wastes as specified in 
§ 257.28(d). 

(c) In selecting a remedy that meets 
the standards of § 257.27(b), the owner 
or operator shall consider the following 
evaluation factors: 

(1) The long- and short-term effec-
tiveness and protectiveness of the po-
tential remedy(s), along with the de-
gree of certainty that the remedy will 
prove successful based on consideration 
of the following: 

(i) Magnitude of reduction of existing 
risks; 

(ii) Magnitude of residual risks in 
terms of likelihood of further releases 
due to waste remaining following im-
plementation of a remedy; 

(iii) The type and degree of long-term 
management required, including moni-
toring, operation, and maintenance; 

(iv) Short-term risks that might be 
posed to the community, workers, or 
the environment during implementa-
tion of such a remedy, including poten-
tial threats to human health and the 
environment associated with exca-
vation, transportation, and re-disposal 
or containment; 

(v) Time until full protection is 
achieved; 

(vi) Potential for exposure of humans 
and environmental receptors to re-
maining wastes, considering the poten-
tial threat to human health and the en-
vironment associated with excavation, 
transportation, re-disposal, or contain-
ment; 

(vii) Long-term reliability of the en-
gineering and institutional controls; 
and 

(viii) Potential need for replacement 
of the remedy. 

(2) The effectiveness of the remedy in 
controlling the source to reduce fur-

ther releases based on consideration of 
the following factors: 

(i) The extent to which containment 
practices will reduce further releases; 

(ii) The extent to which treatment 
technologies may be used. 

(3) The ease or difficulty of imple-
menting a potential remedy(s) based on 
consideration of the following types of 
factors: 

(i) Degree of difficulty associated 
with constructing the technology; 

(ii) Expected operational reliability 
of the technologies; 

(iii) Need to coordinate with and ob-
tain necessary approvals and permits 
from other agencies; 

(iv) Availability of necessary equip-
ment and specialists; and 

(v) Available capacity and location of 
needed treatment, storage, and dis-
posal services. 

(4) Practicable capability of the 
owner or operator, including a consid-
eration of the technical and economic 
capability. 

(5) The degree to which community 
concerns are addressed by a potential 
remedy(s). 

(d) The owner or operator shall speci-
fy as part of the selected remedy a 
schedule(s) for initiating and com-
pleting remedial activities. Such a 
schedule must require the initiation of 
remedial activities within a reasonable 
period of time taking into consider-
ation the factors set forth in para-
graphs (d)(1) through (d)(8) of this sec-
tion. The owner or operator must con-
sider the following factors in deter-
mining the schedule of remedial activi-
ties: 

(1) Extent and nature of contamina-
tion; 

(2) Practical capabilities of remedial 
technologies in achieving compliance 
with ground-water protection stand-
ards established under §§ 257.25 (g) or 
(h) and other objectives of the remedy; 

(3) Availability of treatment or dis-
posal capacity for wastes managed dur-
ing implementation of the remedy; 

(4) Desirability of utilizing tech-
nologies that are not currently avail-
able, but which may offer significant 
advantages over already available 
technologies in terms of effectiveness, 
reliability, safety, or ability to achieve 
remedial objectives; 
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(5) Potential risks to human health 
and the environment from exposure to 
contamination prior to completion of 
the remedy; 

(6) Resource value of the aquifer in-
cluding: 

(i) Current and future uses; 
(ii) Proximity and withdrawal rate of 

users; 
(iii) Ground-water quantity and qual-

ity; 
(iv) The potential damage to wildlife, 

crops, vegetation, and physical struc-
tures caused by exposure to waste con-
stituent; 

(v) The hydrogeologic characteristic 
of the unit and surrounding land; 

(vi) Ground-water removal and treat-
ment costs; and 

(vii) The cost and availability of al-
ternative water supplies. 

(7) Practicable capability of the 
owner or operator. 

(8) Other relevant factors. 
(e) The Director of an approved State 

may determine that remediation of a 
release of an appendix II (appendix II of 
40 CFR part 258) constituent from the 
unit is not necessary if the owner or 
operator demonstrates to the Director 
of the approved state that: 

(1) The ground-water is additionally 
contaminated by substances that have 
originated from a source other than 
the unit and those substances are 
present in concentrations such that 
cleanup of the release from the unit 
would provide no significant reduction 
in risk to actual or potential receptors; 
or 

(2) The constituent(s) is present in 
ground water that: 

(i) Is not currently or reasonably ex-
pected to be a source of drinking water; 
and 

(ii) Is not hydraulically connected 
with waters to which the hazardous 
constituents are migrating or are like-
ly to migrate in a concentration(s) 
that would exceed the ground-water 
protection standards established under 
§ 257.25 (h) or (i); or 

(3) Remediation of the release(s) is 
technically impracticable; or 

(4) Remediation results in unaccept-
able cross-media impacts. 

(f) A determination by the Director 
of an approved State pursuant to para-
graph (e) of this section shall not affect 

the authority of the State to require 
the owner or operator to undertake 
source control measures or other meas-
ures that may be necessary to elimi-
nate or minimize further releases to 
the ground-water, to prevent exposure 
to the ground-water, or to remediate 
the ground-water to concentrations 
that are technically practicable and 
significantly reduce threats to human 
health or the environment. 

§ 257.28 Implementation of the correc-
tive action program. 

(a) Based on the schedule established 
under § 257.27(d) for initiation and com-
pletion of remedial activities the 
owner/operator must: 

(1) Establish and implement a correc-
tive action ground-water monitoring 
program that: 

(i) At a minimum, meets the require-
ments of an assessment monitoring 
program under § 257.25; 

(ii) Indicates the effectiveness of the 
corrective action remedy; and 

(iii) Demonstrates compliance with 
ground-water protection standard pur-
suant to paragraph (e) of this section. 

(2) Implement the corrective action 
remedy selected under § 257.27; and 

(3) Take any interim measures nec-
essary to ensure the protection of 
human health and the environment. In-
terim measures should, to the greatest 
extent practicable, be consistent with 
the objectives of and contribute to the 
performance of any remedy that may 
be required pursuant to § 257.27. The 
following factors must be considered by 
an owner or operator in determining 
whether interim measures are nec-
essary: 

(i) Time required to develop and im-
plement a final remedy; 

(ii) Actual or potential exposure of 
nearby populations or environmental 
receptors to hazardous constituents; 

(iii) Actual or potential contamina-
tion of drinking water supplies or sen-
sitive ecosystems; 

(iv) Further degradation of the 
ground-water that may occur if reme-
dial action is not initiated expedi-
tiously; 

(v) Weather conditions that may 
cause hazardous constituents to mi-
grate or be released; 
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