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any amount of inspection or mainte-

nance. You may also take these inspec-

tion or maintenance steps during serv-

ice accumulation on your emission- 

data vehicles, as long as they are rea-

sonable and technologically necessary. 

You may perform this non-emission-re-

lated maintenance on emission-data 

vehicles at the least frequent intervals 

that you recommend to the ultimate 

purchaser (but not the intervals rec-

ommended for severe service). 

(f) Source of parts and repairs. State

clearly on the first page of your writ-

ten maintenance instructions that a 

repair shop or person of the owner’s 

choosing may maintain, replace, or re-

pair emission control devices and sys-

tems. Your instructions may not re-

quire components or service identified 

by brand, trade, or corporate name. 

Also, do not directly or indirectly con-

dition your warranty on a requirement 

that the vehicle be serviced by your 

franchised dealers or any other service 

establishments with which you have a 

commercial relationship. You may dis-

regard the requirements in this para-

graph (f) if you do one of two things: 

(1) Provide a component or service 

without charge under the purchase 

agreement.

(2) Get us to waive this prohibition in 

the public’s interest by convincing us 

the vehicle will work properly only 

with the identified component or serv-

ice.

(g) [Reserved] 

(h) Owner’s manual. Explain the own-

er’s responsibility for proper mainte-

nance in the owner’s manual. 

(i) Tire maintenance and replacement. 
Include instructions that will enable 

the owner to replace tires so that the 

vehicle conforms to the original cer-

tified vehicle configuration. 

§ 1037.135 Labeling. 

(a) Assign each vehicle a unique iden-

tification number and permanently 

affix, engrave, or stamp it on the vehi-

cle in a legible way. The vehicle identi-

fication number (VIN) serves this pur-

pose.

(b) At the time of manufacture, affix 

a permanent and legible label identi-

fying each vehicle. The label must be— 

(1) Attached in one piece so it is not 

removable without being destroyed or 

defaced.

(2) Secured to a part of the vehicle 

needed for normal operation and not 

normally requiring replacement. 

(3) Durable and readable for the vehi-

cle’s entire life. 

(4) Written in English. 

(c) The label must— 

(1) Include the heading ‘‘VEHICLE 

EMISSION CONTROL INFORMA-

TION’’.

(2) Include your full corporate name 

and trademark. You may identify an-

other company and use its trademark 

instead of yours if you comply with the 

branding provisions of 40 CFR 1068.45. 

(3) Include EPA’s standardized des-

ignation for the vehicle family. 

(4) State the regulatory sub-category 

that determines the applicable emis-

sion standards for the vehicle family 

(see definition in § 1037.801). 

(5) State the date of manufacture 

[DAY (optional), MONTH, and YEAR]. 

You may omit this from the label if 

you stamp, engrave, or otherwise per-

manently identify it elsewhere on the 

vehicle, in which case you must also 

describe in your application for certifi-

cation where you will identify the date 

on the vehicle. 

(6) Identify the emission control sys-

tem. Use terms and abbreviations as 

described in appendix III to this part or 

other applicable conventions. 

(7) Identify any requirements for fuel 

and lubricants that do not involve fuel- 

sulfur levels. 

(8) State: ‘‘THIS VEHICLE COM-

PLIES WITH U.S. EPA REGULATIONS 

FOR [MODEL YEAR] HEAVY–DUTY 

VEHICLES.’’

(9) Include the following statement 

for vehicles with an evaporative can-

ister for controlling diurnal emissions: 

‘‘THIS VEHICLE IS DESIGNED TO 

COMPLY WITH EVAPORATIVE EMIS-

SION STANDARDS WITH UP TO x 

GALLONS OF FUEL TANK CAPAC-

ITY.’’ Complete this statement by 

identifying the maximum specified fuel 

tank capacity associated with your 

certification.

(d) You may add information to the 

emission control information label to 

identify other emission standards that 

the vehicle meets or does not meet 
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(such as European standards). You may 

also add other information to ensure 

that the vehicle will be properly main-

tained and used. 

(e) You may ask us to approve modi-

fied labeling requirements in this part 

1037 if you show that it is necessary or 

appropriate. We will approve your re-

quest if your alternate label is con-

sistent with the requirements of this 

part.

[76 FR 57398, Sept. 15, 2011, as amended at 78 

FR 36392, June 17, 2013] 

§ 1037.140 Curb weight and roof 
height.

(a) Where applicable, a vehicle’s curb 

weight and roof height are determined 

from nominal design specifications, as 

provided in this section. Round the 

weight to the nearest pound and height 

to the nearest inch. Base roof height on 

fully inflated tires having a static 

loaded radius equal to the arithmetic 

mean of the largest and smallest static 

loaded radius of tires you offer or a 

standard tire we approve. 

(b) The nominal design specifications 

must be within the range of the actual 

weights and roof heights of production 

vehicles considering normal production 

variability. If after production begins 

it is determined that your nominal de-

sign specifications do not represent 

production vehicles, we may require 

you to amend your application for cer-

tification under § 1037.225. 

(c) If your vehicle is equipped with an 

adjustable roof fairing, measure the 

roof height with the fairing in its low-

est setting. 

§ 1037.150 Interim provisions. 
The provisions in this section apply 

instead of other provisions in this part. 

(a) Incentives for early introduction. 
The provisions of this paragraph (a) 

apply with respect to vehicles produced 

in model years before 2014. Manufactur-

ers may voluntarily certify in model 

year 2013 (or earlier model years for 

electric vehicles) to the greenhouse gas 

standards of this part. 

(1) This paragraph (a)(1) applies for 

regulatory sub-categories subject to 

the standards of § 1037.105 or § 1037.106. 

Except as specified in paragraph (a)(3) 

of this section, to generate early cred-

its under this paragraph for any vehi-

cles other than electric vehicles, you 

must certify your entire U.S.-directed 

production volume within the regu-

latory sub-category to these standards. 

Except as specified in paragraph (a)(4) 

of this section, if some vehicle families 

within a regulatory sub-category are 

certified after the start of the model 

year, you may generate credits only for 

production that occurs after all fami-

lies are certified. For example, if you 

produce three vehicle families in an 

averaging set and you receive your cer-

tificates for those families on January 

4, 2013, March 15, 2013, and April 24, 

2013, you may not generate credits for 

model year 2013 production in any of 

the families that occurs before April 24, 

2013. Calculate credits relative to the 

standard that would apply in model 

year 2014 using the equations in sub-

part H of this part. You may bank 

credits equal to the surplus credits you 

generate under this paragraph (a) mul-

tiplied by 1.50. For example, if you 

have 1.0 Mg of surplus credits for model 

year 2013, you may bank 1.5 Mg of cred-

its. Credit deficits for an averaging set 

prior to model year 2014 do not carry 

over to model year 2014. These credits 

may be used to show compliance with 

the standards of this part for 2014 and 

later model years. We recommend that 

you notify EPA of your intent to use 

this provision before submitting your 

applications.

(2) This paragraph (a)(2) applies for 

regulatory sub-categories subject to 

the standards of § 1037.104. To generate 

early credits under this paragraph 

(a)(2) for any vehicles other than elec-

tric vehicles, you must certify your en-

tire U.S.-directed fleet to these stand-

ards. If you calculate a separate fleet 

average for advanced-technology vehi-

cles under § 1037.104(c)(7), you must cer-

tify your entire U.S.-directed produc-

tion volume of both advanced and con-

ventional vehicles within the fleet. Ex-

cept as specified in paragraph (a)(4) of 

this section, if some test groups are 

certified after the start of the model 

year, you may generate credits only for 

production that occurs after all test 

groups are certified. For example, if 

you produce three test groups in an 

averaging set and you receive your cer-

tificates for those test groups on Janu-

ary 4, 2013, March 15, 2013, and April 24, 
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