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(4) Production figures for each engine 

family divided by assembly plant. 

(5) Keep a list of engine identifica-

tion numbers for all the engines you 

produce under each certificate of con-

formity.

(c) Keep data from routine emission 

tests (such as test cell temperatures 

and relative humidity readings) for one 

year after we issue the associated cer-

tificate of conformity. Keep all other 

information specified in this section 

for eight years after we issue your cer-

tificate.

(d) Store these records in any format 

and on any media, as long as you can 

promptly send us organized, written 

records in English if we ask for them. 

You must keep these records readily 

available. We may review them at any 

time.

[73 FR 37243, June 30, 2008, as amended at 75 

FR 23003, Apr. 30, 2010] 

§ 1042.255 EPA decisions. 

(a) If we determine your application 

is complete and shows that the engine 

family meets all the requirements of 

this part and the Clean Air Act, we will 

issue a certificate of conformity for 

your engine family for that model 

year. We may make the approval sub-

ject to additional conditions. 

(b) We may deny your application for 

certification if we determine that your 

engine family fails to comply with 

emission standards or other require-

ments of this part or the Clean Air Act. 

We will base our decision on all avail-

able information. If we deny your ap-

plication, we will explain why in writ-

ing.

(c) In addition, we may deny your ap-

plication or suspend or revoke your 

certificate if you do any of the fol-

lowing:

(1) Refuse to comply with any testing 

or reporting requirements. 

(2) Submit false or incomplete infor-

mation (paragraph (e) of this section 

applies if this is fraudulent). 

(3) Render inaccurate any test data. 

(4) Deny us from completing author-

ized activities (see 40 CFR 1068.20). This 

includes a failure to provide reasonable 

assistance.

(5) Produce engines for importation 

into the United States at a location 

where local law prohibits us from car-

rying out authorized activities. 

(6) Fail to supply requested informa-

tion or amend your application to in-

clude all engines being produced. 

(7) Take any action that otherwise 

circumvents the intent of the Clean Air 

Act or this part. 

(d) We may void your certificate if 

you do not keep the records we require 

or do not give us information as re-

quired under this part or the Clean Air 

Act.

(e) We may void your certificate if we 

find that you intentionally submitted 

false or incomplete information. 

(f) If we deny your application or sus-

pend, revoke, or void your certificate, 

you may ask for a hearing (see 

§ 1042.920). 

[73 FR 37243, June 30, 2008, as amended at 75 

FR 23003, Apr. 30, 2010] 

Subpart D—Testing Production-line 
Engines

§ 1042.301 General provisions. 

(a) If you produce engines that are 

subject to the requirements of this 

part, you must test them as described 

in this subpart, except as follows: 

(1) Small-volume engine manufactur-

ers may omit testing under this sub-

part.

(2) We may exempt Category 1 engine 

families with a projected U.S.-directed 

production volume below 100 engines 

from routine testing under this sub-

part. Request this exemption in your 

application for certification and in-

clude your basis for projecting a pro-

duction volume below 100 units. We 

will approve your request if we agree 

that you have made good-faith esti-

mates of your production volumes. 

Your exemption is approved when we 

grant your certificate. You must 

promptly notify us if your actual pro-

duction exceeds 100 units during the 

model year. If you exceed the produc-

tion limit or if there is evidence of a 

nonconformity, we may require you to 

test production-line engines under this 

subpart, or under 40 CFR part 1068, sub-

part E, even if we have approved an ex-

emption under this paragraph (a)(2). 

(3) [Reserved] 
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(b) We may suspend or revoke your 

certificate of conformity for certain 

engine families if your production-line 

engines do not meet the requirements 

of this part or you do not fulfill your 

obligations under this subpart (see 

§§ 1042.325 and 1042.340). 

(c) Other regulatory provisions au-

thorize us to suspend, revoke, or void 

your certificate of conformity, or order 

recalls for engine families, without re-

gard to whether they have passed these 

production-line testing requirements. 

The requirements of this subpart do 

not affect our ability to do selective 

enforcement audits, as described in 40 

CFR part 1068. Individual engines in 

families that pass these production- 

line testing requirements must also 

conform to all applicable regulations of 

this part and 40 CFR part 1068. 

(d) You may use alternate programs 

or measurement methods for testing 

production-line engines in the fol-

lowing circumstances: 

(1) [Reserved] 

(2) You may test your engines using 

the CumSum procedures specified in 40 

CFR part 1045 or 1051 instead of the 

procedures specified in this subpart, ex-

cept that the threshold for establishing 

quarterly or annual test periods is 

based on U.S.-directed production vol-

umes of 800 instead of 1600. This alter-

nate program does not require prior ap-

proval.

(3) You may ask to use another alter-

nate program or measurement method 

for testing production-line engines. In 

your request, you must show us that 

the alternate program gives equal as-

surance that your engines meet the re-

quirements of this part. We may waive 

some or all of this subpart’s require-

ments if we approve your alternate 

program.

(e) If you certify a Category 1 or Cat-

egory 2 engine family with carryover 

emission data, as described in 

§ 1042.235(d), and these equivalent en-

gine families consistently pass the pro-

duction-line testing requirements over 

the preceding two-year period, you 

may ask for a reduced testing rate for 

further production-line testing for that 

family. The minimum testing rate is 

one engine per engine family. If we re-

duce your testing rate, we may limit 

our approval to any number of model 

years. In determining whether to ap-

prove your request, we may consider 

the number of engines that have failed 

the emission tests. 

(f) We may ask you to make a reason-

able number of production-line engines 

available for a reasonable time so we 

can test or inspect them for compli-

ance with the requirements of this 

part. For Category 3 engines, you are 

not required to deliver engines to us, 

but we may inspect and test your en-

gines at any facility at which they are 

assembled or installed in vessels. 

[73 FR 37243, June 30, 2008, as amended at 75 

FR 23003, Apr. 30, 2010] 

§ 1042.302 Applicability of this subpart 
for Category 3 engines. 

If you produce Tier 3 or later Cat-

egory 3 engines that are certified under 

this part, you must test them as de-

scribed in this subpart, except as speci-

fied in this section. 

(a) You must test each engine at the 

sea trial of the vessel in which it is in-

stalled or within the first 300 hours of 

operation, whichever occurs first. 

Since you must test each engine, the 

provisions of §§ 1042.310 and 1042.315(b) 

do not apply for Category 3 engines. If 

we determine that an engine failure 

under this subpart is caused by defec-

tive components or design deficiencies, 

we may revoke or suspend your certifi-

cate for the engine family as described 

in § 1042.340. If we determine that an en-

gine failure under this subpart is 

caused only by incorrect assembly, we 

may suspend your certificate for the 

engine family as described in § 1042.325. 

If the engine fails, you may continue 

operating only to complete the sea 

trial and return to port. It is a viola-

tion of 40 CFR 1068.101(b)(1) to operate 

the vessel further until you remedy the 

cause of failure. Each two-hour period 

of such operation constitutes a sepa-

rate offense. A violation lasting less 

than two hours constitutes a single of-

fense.

(b) You are only required to measure 

NOX emissions. You do not need to 

measure HC, CO or PM emissions under 

this subpart. 

(c) If you are unable to operate the 

engine at the test points for the speci-

fied duty cycle, you may approximate 
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