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by a defect and it is clear that you used 

good engineering judgment in estab-

lishing the original FEL. 

§ 1045.330 May I sell engines from an 
engine family with a suspended cer-
tificate of conformity? 

You may sell engines that you 

produce after we suspend the engine 

family’s certificate of conformity 

under § 1045.315 only if one of the fol-

lowing occurs: 

(a) You test each engine you produce 

and show it complies with emission 

standards that apply. 

(b) We conditionally reinstate the 

certificate for the engine family. We 

may do so if you agree to recall all the 

affected engines and remedy any non-

compliance at no expense to the owner 

if later testing shows that the engine 

family still does not comply. 

§ 1045.335 How do I ask EPA to rein-
state my suspended certificate? 

(a) Send us a written report asking 

us to reinstate your suspended certifi-

cate. In your report, identify the rea-

son for noncompliance, propose a rem-

edy for the engine family, and commit 

to a date for carrying it out. In your 

proposed remedy include any quality 

control measures you propose to keep 

the problem from happening again. 

(b) Give us data from production-line 

testing that shows the remedied engine 

family complies with all the emission 

standards that apply. 

§ 1045.340 When may EPA revoke my 
certificate under this subpart and 
how may I sell these engines again? 

(a) We may revoke your certificate 

for an engine family in the following 

cases:

(1) You do not meet the reporting re-

quirements.

(2) Your engine family fails to com-

ply with the requirements of this sub-

part and your proposed remedy to ad-

dress a suspended certificate under 

§ 1045.335 is inadequate to solve the 

problem or requires you to change the 

engine’s design or emission control sys-

tem.

(b) To sell engines from an engine 

family with a revoked certificate of 

conformity, you must modify the en-

gine family and then show it complies 

with the requirements of this part. 

(1) If we determine your proposed de-

sign change may not control emissions 

for the engine’s full useful life, we will 

tell you within five working days after 

receiving your report. In this case we 

will decide whether production-line 

testing will be enough for us to evalu-

ate the change or whether you need to 

do more testing. 

(2) Unless we require more testing, 

you may show compliance by testing 

production-line engines as described in 

this subpart. 

(3) We will issue a new or updated 

certificate of conformity when you 

have met these requirements. 

§ 1045.345 What production-line test-
ing records must I send to EPA? 

(a) Within 45 days of the end of each 

test period, send us a report with the 

following information: 

(1) Describe any facility used to test 

production-line engines and state its 

location.

(2) State the total U.S.-directed pro-

duction volume and number of tests for 

each engine family. 

(3) Describe how you randomly se-

lected engines. 

(4) Describe each test engine, includ-

ing the engine family’s identification 

and the engine’s model year, build 

date, model number, identification 

number, and number of hours of oper-

ation before testing. 

(5) Identify how you accumulated 

hours of operation on the engines and 

describe the procedure and schedule 

you used. 

(6) Provide the test number; the date, 

time and duration of testing; test pro-

cedure; all initial test results; final 

test results; and final deteriorated test 

results for all tests. Provide the emis-

sion results for all measured pollut-

ants. Include information for both 

valid and invalid tests and the reason 

for any invalidation. 

(7) Describe completely and justify 

any nonroutine adjustment, modifica-

tion, repair, preparation, maintenance, 

or test for the test engine if you did 

not report it separately under this sub-

part. Include the results of any emis-

sion measurements, regardless of the 

procedure or type of engine. 
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(8) Provide the CumSum analysis re-

quired in § 1045.315 and the sample-size 

calculation required in § 1045.310 for 

each engine family. 

(9) Report on each failed engine as 

described in § 1045.320. 

(10) State the date the test period 

ended for each engine family. 

(b) We may ask you to add informa-

tion to your written report so we can 

determine whether your new engines 

conform with the requirements of this 

subpart. We may also ask you to send 

less information. 

(c) An authorized representative of 

your company must sign the following 

statement:

We submit this report under sections 208 

and 213 of the Clean Air Act. Our production- 

line testing conformed completely with the 

requirements of 40 CFR part 1045. We have 

not changed production processes or quality- 

control procedures for test engines in a way 

that might affect emission controls. All the 

information in this report is true and accu-

rate to the best of my knowledge. I know of 

the penalties for violating the Clean Air Act 

and the regulations. (Authorized Company 

Representative).

(d) Send electronic reports of produc-

tion-line testing to the Designated 

Compliance Officer using an approved 

information format. If you want to use 

a different format, send us a written 

request with justification for a waiver. 

(e) We will send copies of your re-

ports to anyone from the public who 

asks for them. Section 1045.815 de-

scribes how we treat information you 

consider confidential. 

§ 1045.350 What records must I keep? 
(a) Organize and maintain your 

records as described in this section. We 

may review your records at any time. 

(b) Keep paper or electronic records 

of your production-line testing for 

eight years after you complete all the 

testing required for an engine family in 

a model year. 

(c) Keep a copy of the written reports 

described in § 1045.345. 

(d) Keep the following additional 

records:

(1) A description of all test equip-

ment for each test cell that you can 

use to test production-line engines. 

(2) The names of supervisors involved 

in each test. 

(3) The name of anyone who author-

izes adjusting, repairing, preparing, or 

modifying a test engine and the names 

of all supervisors who oversee this 

work.

(4) If you shipped the engine for test-

ing, the date you shipped it, the associ-

ated storage or port facility, and the 

date the engine arrived at the testing 

facility.

(5) Any records related to your pro-

duction-line tests that are not in the 

written report. 

(6) A brief description of any signifi-

cant events during testing not other-

wise described in the written report or 

in this section. 

(7) Any information specified in 

§ 1045.345 that you do not include in 

your written reports. 

(e) If we ask, you must give us a 

more detailed description of projected 

or actual production figures for an en-

gine family. We may ask you to divide 

your production figures by maximum 

engine power, displacement, fuel type, 

or assembly plant (if you produce en-

gines at more than one plant). 

(f) Keep records of the engine identi-

fication number for each engine you 

produce under each certificate of con-

formity. You may identify these num-

bers as a range. Give us these records 

within 30 days if we ask for them. 

(g) We may ask you to keep or send 

other information necessary to imple-

ment this subpart. 

Subpart E—In-Use Testing 
§ 1045.401 What testing requirements 

apply to my engines that have gone 
into service? 

(a) We may perform in-use testing of 

any engines subject to the standards of 

this part. If you produce outboard or 

personal watercraft engines that are 

subject to the requirements of this 

part, you must test them as described 

in this subpart. The testing require-

ments described in this subpart do not 

apply to sterndrive/inboard engines. 

This generally involves testing engines 

in the field or removing them for meas-

urement in a laboratory. 

(b) We may approve an alternate plan 

for showing that in-use engines comply 

with the requirements of this part if 

one of the following is true: 

VerDate Sep<11>2014 14:57 Oct 20, 2014 Jkt 232181 PO 00000 Frm 00410 Fmt 8010 Sfmt 8010 Y:\SGML\232181.XXX 232181rm
aj

et
te

 o
n 

D
S

K
2V

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2020-01-28T09:44:29-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




