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allow you to perform production-line 

testing on the engine. If you certify 

under paragraph (a)(2) of this section, 

use good engineering judgment to en-

sure that these engines are produced in 

the same manner as the engines you 

produce for your vehicles, so that your 

production-line testing results under 

subpart D of this part would apply to 

them.

(g) Apply the provisions of 40 CFR 

part 1068 for engines certified under 

this section as if they were subject to 

engine-based standards. For example, 

you may rely on the provisions of 40 

CFR 1068.261 to have vehicle manufac-

turers install catalysts that you de-

scribe in your application for certifi-

cation.

[70 FR 40489, July 13, 2005, as amended at 75 

FR 23023, Apr. 30, 2010] 

§ 1051.25 What requirements apply 
when installing certified engines in 
recreational vehicles? 

(a) If you manufacture recreational 

vehicles with engines certified under 

§ 1051.20, you must certify your vehicle 

with respect to the evaporative emis-

sion standards in § 1051.110, but you 

need not certify the vehicle with re-

spect to exhaust emissions under this 

part. The vehicle must nevertheless 

meet all emission standards with the 

engine installed. You must also label 

fuel tanks and fuel lines as specified in 

§ 1051.135(d). 

(b) You must follow the engine manu-

facturer’s emission-related installation 

instructions, as described in § 1051.135 

and 40 CFR 1068.105. For example, you 

must use a fuel system that meets the 

permeation requirements of this part, 

consistent with the engine manufactur-

er’s instructions. 

(c) If you obscure the engine label 

while installing the engine in the vehi-

cle such that the label cannot be read 

during normal maintenance, you must 

place a duplicate label on the vehicle 

as described in 40 CFR 1068.105. 

[67 FR 68347, Nov. 8, 2002, as amended at 73 

FR 59245, Oct. 8, 2008] 

§ 1051.30 Submission of information. 
(a) This part includes various re-

quirements to record data or other in-

formation. Refer to § 1051.825 and 40 

CFR 1068.25 regarding recordkeeping 

requirements. Unless we specify other-

wise, store these records in any format 

and on any media and keep them read-

ily available for one year after you 

send an associated application for cer-

tification, or one year after you gen-

erate the data if they do not support an 

application for certification. You must 

promptly send us organized, written 

records in English if we ask for them. 

We may review them at any time. 

(b) The regulations in § 1051.255 and 40 

CFR 1068.101 describe your obligation 

to report truthful and complete infor-

mation and the consequences of failing 

to meet this obligation. This includes 

information not related to certifi-

cation.

(c) Send all reports and requests for 

approval to the Designated Compliance 

Officer (see § 1051.801). 

(d) Any written information we re-

quire you to send to or receive from an-

other company is deemed to be a re-

quired record under this section. Such 

records are also deemed to be submis-

sions to EPA. We may require you to 

send us these records whether or not 

you are a certificate holder. 

[75 FR 23023, Apr. 30, 2010] 

Subpart B—Emission Standards 
and Related Requirements 

§ 1051.101 What emission standards 
and other requirements must my 
vehicles meet? 

(a) You must show that your vehicles 

meet the following: 

(1) The applicable exhaust emission 

standards in § 1051.103, § 1051.105, 

§ 1051.107, or § 1051.145. 

(i) For snowmobiles, see § 1051.103. 

(ii) For off-highway motorcycles, see 

§ 1051.105. 

(iii) For all-terrain vehicles and 

offroad utility vehicles subject to this 

part, see § 1051.107 and § 1051.145. 

(2) The evaporative emission stand-

ards in § 1051.110. 

(3) All the requirements in § 1051.115. 

(b) The certification regulations in 

subpart C of this part describe how you 

make this showing. 

(c) These standards and requirements 

apply to all testing, including certifi-

cation, production-line, and in-use 

testing.
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(d) Other sections in this subpart de-

scribe other requirements for manufac-

turers such as labeling or warranty re-

quirements.

(e) It is important that you read 

§ 1051.145 to determine if there are 

other interim requirements or interim 

compliance options that apply for a 

limited time. 

(f) As described in § 1051.1(a)(4), 

offroad utility vehicles that are subject 

to this part are subject to the same re-

quirements as ATVs. 

[67 FR 68347, Nov. 8, 2002, as amended at 70 

FR 40487, July 13, 2005] 

§ 1051.103 What are the exhaust emis-
sion standards for snowmobiles? 

(a) Apply the exhaust emission stand-

ards in this section by model year. 

Measure emissions with the snow-

mobile test procedures in subpart F of 

this part. 

(1) Follow Table 1 of this section for 

exhaust emission standards. You may 

generate or use emission credits under 

the averaging, banking, and trading 

(ABT) program for HC and CO emis-

sions, as described in subpart H of this 

part. This requires that you specify a 

family emission limit for each pollut-

ant you include in the ABT program 

for each engine family. These family 

emission limits serve as the emission 

standards for the engine family with 

respect to all required testing instead 

of the standards specified in this sec-

tion. An engine family meets emission 

standards even if its family emission 

limit is higher than the standard, as 

long as you show that the whole aver-

aging set of applicable engine families 

meets the applicable emission stand-

ards using emission credits, and the ve-

hicles within the family meet the fam-

ily emission limit. The phase-in values 

specify the percentage of your U.S.-di-

rected production that must comply 

with the emission standards for those 

model years. Calculate this compliance 

percentage based on a simple count of 

your U.S.-directed production units 

within each certified engine family 

compared with a simple count of your 

total U.S.-directed production units. 

Table 1 also shows the maximum value 

you may specify for a family emission 

limit, as follows: 

TABLE 1 OF § 1051.103—EXHAUST EMISSION STANDARDS FOR SNOWMOBILES (G/KW-HR)

Phase Model year Phase-in
(percent)

Emission standards Maximum allowable family 
emission limits 

HC CO HC CO 

Phase 1 ................. 2006 ...................................... 50 100 275 
Phase 1 ................. 2007–2009 ............................ 100 100 275 
Phase 2 ................. 2010 and 2011 ...................... 100 75 275 
Phase 3 ................. 2012 and later ....................... 100 (1) (1) 150 400 

1 See § 1051.103(a)(2). 

(2) For Phase 3, the HC and CO stand-

ards are defined by a functional rela-

tionship. Choose your corporate aver-

age HC and CO standards for each year 

according to the following criteria: 

(i) Prior to production, select the HC 

standard and CO standard (specified as 

g/kW-hr) so that the combined percent 

reduction from baseline emission levels 

is greater than or equal to 100 percent; 

that is, that the standards comply with 

the following equation: 

1
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