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startup and shutdown, as defined in 
this subpart. 

(7) You must record and make avail-
able upon request results of PM CPMS 
system performance audits, as well as 
the dates and duration of periods from 
when the PM CPMS is out of control 
until completion of the corrective ac-
tions necessary to return the PM 
CPMS to operation consistent with 
your site-specific monitoring plan. 

(8) For any deviation of the 30-day 
rolling average PM CPMS average 
value from the established operating 
parameter limit, you must: 

(i) Within 48 hours of the deviation, 
visually inspect the air pollution con-
trol device; 

(ii) If inspection of the air pollution 
control device identifies the cause of 
the deviation, take corrective action as 
soon as possible and return the PM 
CPMS measurement to within the es-
tablished value; and 

(iii) Within 30 days of the deviation 
or at the time of the annual compli-
ance test, whichever comes first, con-
duct a PM emissions compliance test 
to determine compliance with the PM 
emissions limit and to verify. Within 45 
days of the deviation, you must re-es-
tablish the CPMS operating limit. You 
are not required to conduct additional 
testing for any deviations that occur 
between the time of the original devi-
ation and the PM emissions compli-
ance test required under this para-
graph. 

(iv) PM CPMS deviations leading to 
more than four required performance 
tests in a 12-month process operating 
period (rolling monthly) constitute a 
violation of this subpart. 

[76 FR 15453, Mar. 21, 2011, as amended at 78 
FR 9182, Feb. 7, 2013] 

§ 60.2150 By what date must I conduct 
the annual performance test? 

You must conduct annual perform-
ance tests between 11 and 13 months of 
the previous performance test. 

[76 FR 15456, Mar. 21, 2011] 

§ 60.2151 By what date must I conduct 
the annual air pollution control de-
vice inspection? 

On an annual basis (no more than 12 
months following the previous annual 
air pollution control device inspec-

tion), you must complete the air pollu-
tion control device inspection as de-
scribed in § 60.2141. 

[76 FR 15456, Mar. 21, 2011] 

§ 60.2155 May I conduct performance 
testing less often? 

(a) You must conduct annual per-
formance tests according to the sched-
ule specified in § 60.2150, with the fol-
lowing exceptions: 

(1) You may conduct a repeat per-
formance test at any time to establish 
new values for the operating limits to 
apply from that point forward, as spec-
ified in § 60.2160. The Administrator 
may request a repeat performance test 
at any time. 

(2) You must repeat the performance 
test within 60 days of a process change, 
as defined in § 60.2265. 

(3) If the initial or any subsequent 
performance test for any pollutant in 
table 1 or tables 5 through 8 of this sub-
part, as applicable, demonstrates that 
the emission level for the pollutant is 
no greater than the emission level 
specified in paragraph (a)(3)(i) or 
(a)(3)(ii) of this section, as applicable, 
and you are not required to conduct a 
performance test for the pollutant in 
response to a request by the Adminis-
trator in paragraph (a)(1) of this sec-
tion or a process change in paragraph 
(a)(2) of this section, you may elect to 
skip conducting a performance test for 
the pollutant for the next 2 years. You 
must conduct a performance test for 
the pollutant during the third year and 
no more than 37 months following the 
previous performance test for the pol-
lutant. For cadmium and lead, both 
cadmium and lead must be emitted at 
emission levels no greater than their 
respective emission levels specified in 
paragraph (a)(3)(i) of this section for 
you to qualify for less frequent testing 
under this paragraph. 

(i) For particulate matter, hydrogen 
chloride, mercury, nitrogen oxides, sul-
fur dioxide, cadmium, lead and dioxins/ 
furans, the emission level equal to 75 
percent of the applicable emission 
limit in table 1 or tables 5 through 8 of 
this subpart, as applicable, to this sub-
part. 

(ii) For fugitive emissions, visible 
emissions (of combustion ash from the 
ash conveying system) for 2 percent of 
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