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40 CFR Ch. I (7–1–14 Edition) § 60.250 

EDITORIAL NOTE: At 65 FR 61757, Oct. 17, 
2000, in § 60.244, paragraph (c)(1) was amend-
ed. However, the instruction, which read in 
part, ‘‘revising the words ‘‘metric ton’’ the 
words ‘‘(453,600 mg/lb)’’ in the definition of 
the term ‘‘K’’ to read ‘‘(7,000 gr/lb).’’ . . . ’’ 
could not be incorporated because of inac-
curate amendatory language. 

Subpart Y—Standards of Perform-
ance for Coal Preparation 
and Processing Plants 

SOURCE: 74 FR 51977, Oct. 8, 2009, unless 
otherwise noted. 

§ 60.250 Applicability and designation 
of affected facility. 

(a) The provisions of this subpart 
apply to affected facilities in coal prep-
aration and processing plants that 
process more than 181 megagrams (Mg) 
(200 tons) of coal per day. 

(b) The provisions in §§ 60.251, 
60.252(a), 60.253(a), 60.254(a), 60.255(a), 
and 60.256(a) of this subpart are appli-
cable to any of the following affected 
facilities that commenced construc-
tion, reconstruction or modification 
after October 27, 1974, and on or before 
April 28, 2008: Thermal dryers, pneu-
matic coal-cleaning equipment (air ta-
bles), coal processing and conveying 
equipment (including breakers and 
crushers), and coal storage systems, 
transfer and loading systems. 

(c) The provisions in §§ 60.251, 
60.252(b)(1) and (c), 60.253(b), 60.254(b), 
60.255(b) through (h), 60.256(b) and (c), 
60.257, and 60.258 of this subpart are ap-
plicable to any of the following af-
fected facilities that commenced con-
struction, reconstruction or modifica-
tion after April 28, 2008, and on or be-
fore May 27, 2009: Thermal dryers, 
pneumatic coal-cleaning equipment 
(air tables), coal processing and con-
veying equipment (including breakers 
and crushers), and coal storage sys-
tems, transfer and loading systems. 

(d) The provisions in §§ 60.251, 
60.252(b)(1) through (3), and (c), 
60.253(b), 60.254(b) and (c), 60.255(b) 
through (h), 60.256(b) and (c), 60.257, and 
60.258 of this subpart are applicable to 
any of the following affected facilities 
that commenced construction, recon-
struction or modification after May 27, 
2009: Thermal dryers, pneumatic coal- 
cleaning equipment (air tables), coal 

processing and conveying equipment 
(including breakers and crushers), coal 
storage systems, transfer and loading 
systems, and open storage piles. 

§ 60.251 Definitions. 

As used in this subpart, all terms not 
defined herein have the meaning given 
them in the Clean Air Act (Act) and in 
subpart A of this part. 

(a) Anthracite means coal that is clas-
sified as anthracite according to the 
American Society of Testing and Mate-
rials in ASTM D388 (incorporated by 
reference, see § 60.17). 

(b) Bag leak detection system means a 
system that is capable of continuously 
monitoring relative particulate matter 
(dust loadings) in the exhaust of a fab-
ric filter to detect bag leaks and other 
upset conditions. A bag leak detection 
system includes, but is not limited to, 
an instrument that operates on 
triboelectric, light scattering, light 
transmittance, or other effect to con-
tinuously monitor relative particulate 
matter loadings. 

(c) Bituminous coal means solid fossil 
fuel classified as bituminous coal by 
ASTM D388 (incorporated by ref-
erence—see § 60.17). 

(d) Coal means: 
(1) For units constructed, recon-

structed, or modified on or before May 
27, 2009, all solid fossil fuels classified 
as anthracite, bituminous, subbitu-
minous, or lignite by ASTM D388 (in-
corporated by reference—see § 60.17). 

(2) For units constructed, recon-
structed, or modified after May 27, 2009, 
all solid fossil fuels classified as an-
thracite, bituminous, subbituminous, 
or lignite by ASTM D388 (incorporated 
by reference—see § 60.17), and coal 
refuse. 

(e) Coal preparation and processing 
plant means any facility (excluding un-
derground mining operations) which 
prepares coal by one or more of the fol-
lowing processes: breaking, crushing, 
screening, wet or dry cleaning, and 
thermal drying. 

(f) Coal processing and conveying 
equipment means any machinery used 
to reduce the size of coal or to separate 
coal from refuse, and the equipment 
used to convey coal to or remove coal 
and refuse from the machinery. This 
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