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may be operated by other plant per-
sonnel familiar with the operation of 
the CISWI unit who have completed a 
review of the information specified in 
§ 60.2660(a) within the past 12 months. 
However, you must record the period 
when all qualified operators were not 
accessible and include this deviation in 
the annual report as specified under 
§ 60.2770. 

(b) When all qualified operators are 
not accessible for 2 weeks or more, you 
must take the two actions that are de-
scribed in paragraphs (b)(1) and (2) of 
this section. 

(1) Notify the Administrator of this 
deviation in writing within 10 days. In 
the notice, state what caused this devi-
ation, what you are doing to ensure 
that a qualified operator is accessible, 
and when you anticipate that a quali-
fied operator will be accessible. 

(2) Submit a status report to the Ad-
ministrator every 4 weeks outlining 
what you are doing to ensure that a 
qualified operator is accessible, stating 
when you anticipate that a qualified 
operator will be accessible and request-
ing approval from the Administrator to 
continue operation of the CISWI unit. 
You must submit the first status re-
port 4 weeks after you notify the Ad-
ministrator of the deviation under 
paragraph (b)(1) of this section. If the 
Administrator notifies you that your 
request to continue operation of the 
CISWI unit is disapproved, the CISWI 
unit may continue operation for 90 
days, then must cease operation. Oper-
ation of the unit may resume if you 
meet the two requirements in para-
graphs (b)(2)(i) and (ii) of this section. 

(i) A qualified operator is accessible 
as required under § 60.2635(a). 

(ii) You notify the Administrator 
that a qualified operator is accessible 
and that you are resuming operation. 

MODEL RULE—EMISSION LIMITATIONS 
AND OPERATING LIMITS 

§ 60.2670 What emission limitations 
must I meet and by when? 

(a) You must meet the emission limi-
tations for each CISWI unit, including 
bypass stack or vent, specified in table 
2 of this subpart or tables 6 through 9 
of this subpart by the final compliance 
date under the approved state plan, 

federal plan, or delegation, as applica-
ble. The emission limitations apply at 
all times the unit is operating includ-
ing and not limited to startup, shut-
down, or malfunction. 

(b) Units that do not use wet scrub-
bers must maintain opacity to less 
than or equal to the percent opacity 
(three 1-hour blocks consisting of ten 6- 
minute average opacity values) speci-
fied in table 2 of this subpart, as appli-
cable. 

[65 FR 75362, Dec. 1, 2000, as amended at 76 
FR 15771, Mar. 21, 2011] 

§ 60.2675 What operating limits must I 
meet and by when? 

(a) If you use a wet scrubber(s) to 
comply with the emission limitations, 
you must establish operating limits for 
up to four operating parameters (as 
specified in table 3 of this subpart) as 
described in paragraphs (a)(1) through 
(4) of this section during the initial 
performance test. 

(1) Maximum charge rate, calculated 
using one of the two different proce-
dures in paragraph (a)(1)(i) or (ii), as 
appropriate. 

(i) For continuous and intermittent 
units, maximum charge rate is 110 per-
cent of the average charge rate meas-
ured during the most recent perform-
ance test demonstrating compliance 
with all applicable emission limita-
tions. 

(ii) For batch units, maximum charge 
rate is 110 percent of the daily charge 
rate measured during the most recent 
performance test demonstrating com-
pliance with all applicable emission 
limitations. 

(2) Minimum pressure drop across the 
wet particulate matter scrubber, which 
is calculated as the lowest 1-hour aver-
age pressure drop across the wet scrub-
ber measured during the most recent 
performance test demonstrating com-
pliance with the particulate matter 
emission limitations; or minimum am-
perage to the wet scrubber, which is 
calculated as the lowest 1-hour average 
amperage to the wet scrubber meas-
ured during the most recent perform-
ance test demonstrating compliance 
with the particulate matter emission 
limitations. 

(3) Minimum scrubber liquid flow 
rate, which is calculated as the lowest 
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1-hour average liquid flow rate at the 
inlet to the wet acid gas or particulate 
matter scrubber measured during the 
most recent performance test dem-
onstrating compliance with all applica-
ble emission limitations. 

(4) Minimum scrubber liquor pH, 
which is calculated as the lowest 1- 
hour average liquor pH at the inlet to 
the wet acid gas scrubber measured 
during the most recent performance 
test demonstrating compliance with 
the HCl emission limitation. 

(b) You must meet the operating lim-
its established during the initial per-
formance test on the date the initial 
performance test is required or com-
pleted (whichever is earlier). You must 
conduct an initial performance evalua-
tion of each continuous monitoring 
system and continuous parameter mon-
itoring system within 60 days of instal-
lation of the monitoring system. 

(c) If you use a fabric filter to comply 
with the emission limitations, you 
must operate each fabric filter system 
such that the bag leak detection sys-
tem alarm does not sound more than 5 
percent of the operating time during a 
6-month period. In calculating this op-
erating time percentage, if inspection 
of the fabric filter demonstrates that 
no corrective action is required, no 
alarm time is counted. If corrective ac-
tion is required, each alarm shall be 
counted as a minimum of 1 hour. If you 
take longer than 1 hour to initiate cor-
rective action, the alarm time shall be 
counted as the actual amount of time 
taken by you to initiate corrective ac-
tion. 

(d) If you use an electrostatic precipi-
tator to comply with the emission lim-
itations, you must measure the (sec-
ondary) voltage and amperage of the 
electrostatic precipitator collection 
plates during the particulate matter 
performance test. Calculate the aver-
age electric power value (secondary 
voltage × secondary current = sec-
ondary electric power) for each test 
run. The operating limit for the elec-
trostatic precipitator is calculated as 
the lowest 1-hour average secondary 
electric power measured during the 
most recent performance test dem-
onstrating compliance with the partic-
ulate matter emission limitations. 

(e) If you use activated carbon sor-
bent injection to comply with the 
emission limitations, you must meas-
ure the sorbent flow rate during the 
performance testing. The operating 
limit for the carbon sorbent injection 
is calculated as the lowest 1-hour aver-
age sorbent flow rate measured during 
the most recent performance test dem-
onstrating compliance with the mer-
cury emission limitations. For energy 
recovery units, when your unit oper-
ates at lower loads, multiply your sor-
bent injection rate by the load frac-
tion, as defined in this subpart, to de-
termine the required injection rate 
(e.g., for 50 percent load, multiply the 
injection rate operating limit by 0.5). 

(f) If you use selective noncatalytic 
reduction to comply with the emission 
limitations, you must measure the 
charge rate, the secondary chamber 
temperature (if applicable to your 
CISWI unit), and the reagent flow rate 
during the nitrogen oxides performance 
testing. The operating limits for the 
selective noncatalytic reduction are 
calculated as the highest 1-hour aver-
age charge rate, lowest secondary 
chamber temperature, and lowest rea-
gent flow rate measured during the 
most recent performance test dem-
onstrating compliance with the nitro-
gen oxides emission limitations. 

(g) If you use a dry scrubber to com-
ply with the emission limitations, you 
must measure the injection rate of 
each sorbent during the performance 
testing. The operating limit for the in-
jection rate of each sorbent is cal-
culated as the lowest 1-hour average 
injection rate of each sorbent measured 
during the most recent performance 
test demonstrating compliance with 
the hydrogen chloride emission limita-
tions. For energy recovery units, when 
your unit operates at lower loads, mul-
tiply your sorbent injection rate by the 
load fraction, as defined in this sub-
part, to determine the required injec-
tion rate (e.g., for 50 percent load, mul-
tiply the injection rate operating limit 
by 0.5). 

(h) If you do not use a wet scrubber, 
electrostatic precipitator, or fabric fil-
ter to comply with the emission limita-
tions, and if you do not determine com-
pliance with your particulate matter 
emission limitation with a particulate 
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matter CEMS, you must maintain 
opacity to less than or equal to ten 
percent opacity (1-hour block average). 

(i) If you use a PM CPMS to dem-
onstrate compliance, you must estab-
lish your PM CPMS operating limit 
and determine compliance with it ac-
cording to paragraphs (i)(1) through (5) 
of this section. 

(1) During the initial performance 
test or any such subsequent perform-
ance test that demonstrates compli-
ance with the PM limit, record all 
hourly average output values 
(milliamps) from the PM CPMS for the 
periods corresponding to the test runs 
(e.g., three 1-hour average PM CPMS 
output values for three 1-hour test 
runs). 

(i) Your PM CPMS must provide a 4– 
20 milliamp output and the establish-
ment of its relationship to manual ref-
erence method measurements must be 
determined in units of milliamps. 

(ii) Your PM CPMS operating range 
must be capable of reading PM con-
centrations from zero to a level equiva-
lent to at least two times your allow-
able emission limit. If your PM CPMS 
is an auto-ranging instrument capable 
of multiple scales, the primary range 
of the instrument must be capable of 
reading PM concentration from zero to 
a level equivalent to two times your al-
lowable emission limit. 

(iii) During the initial performance 
test or any such subsequent perform-
ance test that demonstrates compli-
ance with the PM limit, record and av-
erage all milliamp output values from 
the PM CPMS for the periods cor-
responding to the compliance test runs 
(e.g., average all your PM CPMS out-
put values for three corresponding 2- 
hour Method 5I test runs). 

(2) If the average of your three PM 
performance test runs are below 75% of 
your PM emission limit, you must cal-
culate an operating limit by estab-
lishing a relationship of PM CPMS sig-
nal to PM concentration using the PM 
CPMS instrument zero, the average PM 
CPMS values corresponding to the 
three compliance test runs, and the av-
erage PM concentration from the 
Method 5 or performance test with the 
procedures in (i)(1) through (5) of this 
section. 

(i) Determine your instrument zero 
output with one of the following proce-
dures: 

(A) Zero point data for in-situ instru-
ments should be obtained by removing 
the instrument from the stack and 
monitoring ambient air on a test 
bench. 

(B) Zero point data for extractive in-
struments should be obtained by re-
moving the extractive probe from the 
stack and drawing in clean ambient 
air. 

(C) The zero point can also can be es-
tablished obtained by performing man-
ual reference method measurements 
when the flue gas is free of PM emis-
sions or contains very low PM con-
centrations (e.g., when your process is 
not operating, but the fans are oper-
ating or your source is combusting 
only natural gas) and plotting these 
with the compliance data to find the 
zero intercept. 

(D) If none of the steps in paragraphs 
(i)(2)(i) through (iv) of this section are 
possible, you must use a zero output 
value provided by the manufacturer. 

(ii) Determine your PM CPMS instru-
ment average in milliamps, and the av-
erage of your corresponding three PM 
compliance test runs, using equation 5. 

Where: 

X1 = the PM CPMS data points for the three 
runs constituting the performance test, 

Y1 = the PM concentration value for the 
three runs constituting the performance 
test, and 

n = the number of data points. 
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(iii) With your instrument zero ex-
pressed in milliamps, your three run 
average PM CPMS milliamp value, and 
your three run average PM concentra-

tion from your three compliance tests, 
determine a relationship of lb/Mmbtu 
per milliamp with equation 6. 

Where: 
R = the relative mg/dscm per milliamp for 

your PM CPMS, 
Y1 = the three run average mg/dscm PM con-

centration, 
X1 = the three run average milliamp output 

from you PM CPMS, and 
z = the milliamp equivalent of your instru-

ment zero determined from (2)(i). 

(iv) Determine your source specific 
30-day rolling average operating limit 
using the mg/dscm per milliamp value 
from Equation 6 in equation 7, below. 
This sets your operating limit at the 
PM CPMS output value corresponding 
to 75% of your emission limit. 

Where: 

Ol = the operating limit for your PM CPMS 
on a 30-day rolling average, in milliamps. 

L = your source emission limit expressed in 
lb/Mmbtu, 

z = your instrument zero in milliamps, deter-
mined from (2)(a), and 

R = the relative mg/dscm per milliamp for 
your PM CPMS, from Equation 3. 

(3) If the average of your three PM 
compliance test runs is at or above 75% 

of your PM emission limit you must 
determine your operating limit by 
averaging the PM CPMS milliamp out-
put corresponding to your three PM 
performance test runs that dem-
onstrate compliance with the emission 
limit using equation 8 and you must 
submit all compliance test and PM 
CPMS data according to the reporting 
requirements in paragraph (i)(5) of this 
section. 

Where: 

X1 = the PM CPMS data points for all runs i, 
n = the number of data points, and 
Oh = your site specific operating limit, in 

milliamps. 

(4) To determine continuous compli-
ance, you must record the PM CPMS 
output data for all periods when the 
process is operating and the PM CPMS 
is not out-of-control. You must dem-
onstrate continuous compliance by 
using all quality-assured hourly aver-

age data collected by the PM CPMS for 
all operating hours to calculate the 
arithmetic average operating param-
eter in units of the operating limit 
(e.g., milliamps, PM concentration, 
raw data signal) on a 30-day rolling av-
erage basis. 

(5) For PM performance test reports 
used to set a PM CPMS operating 
limit, the electronic submission of the 
test report must also include the make 
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and model of the PM CPMS instru-
ment, serial number of the instrument, 
analytical principle of the instrument 
(e.g., beta attenuation), span of the in-
struments primary analytical range, 
milliamp value equivalent to the in-
strument zero output, technique by 
which this zero value was determined, 
and the average milliamp signals cor-
responding to each PM compliance test 
run. 

[65 FR 75362, Dec. 1, 2000, as amended at 76 
FR 15771, Mar. 21, 2011; 78 FR 9196, Feb. 7, 
2013] 

§ 60.2680 What if I do not use a wet 
scrubber, fabric filter, activated 
carbon injection, selective noncata-
lytic reduction, an electrostatic pre-
cipitator, or a dry scrubber to com-
ply with the emission limitations? 

(a) If you use an air pollution control 
device other than a wet scrubber, acti-
vated carbon injection, selective non-
catalytic reduction, fabric filter, an 
electrostatic precipitator, or a dry 
scrubber or limit emissions in some 
other manner, including mass balances, 
to comply with the emission limita-
tions under § 60.2670, you must petition 
the EPA Administrator for specific op-
erating limits to be established during 
the initial performance test and con-
tinuously monitored thereafter. You 
must submit the petition at least sixty 
days before the performance test is 
scheduled to begin. Your petition must 
include the five items listed in para-
graphs (a)(1) through (5) of this section. 

(1) Identification of the specific pa-
rameters you propose to use as addi-
tional operating limits. 

(2) A discussion of the relationship 
between these parameters and emis-
sions of regulated pollutants, identi-
fying how emissions of regulated pol-
lutants change with changes in these 
parameters and how limits on these pa-
rameters will serve to limit emissions 
of regulated pollutants. 

(3) A discussion of how you will es-
tablish the upper and/or lower values 
for these parameters which will estab-
lish the operating limits on these pa-
rameters. 

(4) A discussion identifying the meth-
ods you will use to measure and the in-
struments you will use to monitor 
these parameters, as well as the rel-

ative accuracy and precision of these 
methods and instruments. 

(5) A discussion identifying the fre-
quency and methods for recalibrating 
the instruments you will use for moni-
toring these parameters. 

(b) [Reserved] 

[76 FR 15772, Mar. 21, 2011, as amended at 78 
FR 9197, Feb. 7, 2013] 

§ 60.2685 Affirmative defense for viola-
tion of emission standards during 
malfunction. 

In response to an action to enforce 
the standards set forth in paragraph 
§ 60.2670 you may assert an affirmative 
defense to a claim for civil penalties 
for violations of such standards that 
are caused by malfunction, as defined 
at 40 CFR 60.2. Appropriate penalties 
may be assessed if you fail to meet 
your burden of proving all of the re-
quirements in the affirmative defense. 
The affirmative defense shall not be 
available for claims for injunctive re-
lief. 

(a) Assertion of affirmative defense. To 
establish the affirmative defense in 
any action to enforce such a standard, 
you must timely meet the reporting re-
quirements in paragraph (b) of this sec-
tion, and must prove by a preponder-
ance of evidence that: 

(1) The violation: 
(i) Was caused by a sudden, infre-

quent, and unavoidable failure of air 
pollution control equipment, process 
equipment, or a process to operate in a 
normal or usual manner; and 

(ii) Could not have been prevented 
through careful planning, proper design 
or better operation and maintenance 
practices; and 

(iii) Did not stem from any activity 
or event that could have been foreseen 
and avoided, or planned for; and 

(iv) Was not part of a recurring pat-
tern indicative of inadequate design, 
operation, or maintenance; and 

(2) Repairs were made as expedi-
tiously as possible when a violation oc-
curred. Off-shift and overtime labor 
were used, to the extent practicable to 
make these repairs; and 

(3) The frequency, amount and dura-
tion of the violation (including any by-
pass) were minimized to the maximum 
extent practicable; and 
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