
968 

40 CFR Ch. I (7–1–14 Edition) § 60.2715 

required monitoring system quality as-
surance or quality control activities 
(including, as applicable, calibration 
checks and required zero and span ad-
justments), and any scheduled mainte-
nance as defined in your site-specific 
monitoring plan. 

(6) You must use all the data col-
lected during all energy recovery unit 
or waste-burning kiln operating hours 
in assessing the compliance with your 
operating limit except: 

(i) Any data collected during moni-
toring system malfunctions, repairs as-
sociated with monitoring system mal-
functions, or required monitoring sys-
tem quality assurance or quality con-
trol activities conducted during moni-
toring system malfunctions are not 
used in calculations (report any such 
periods in your annual deviation re-
port); 

(ii) Any data collected during periods 
when the monitoring system is out of 
control as specified in your site-spe-
cific monitoring plan, repairs associ-
ated with periods when the monitoring 
system is out of control, or required 
monitoring system quality assurance 
or quality control activities conducted 
during out-of-control periods are not 
used in calculations (report emissions 
or operating levels and report any such 
periods in your annual deviation re-
port); 

(iii) Any PM CPMS data recorded 
during periods of CEMS data during 
startup and shutdown, as defined in 
this subpart. 

(7) You must record and make avail-
able upon request results of PM CPMS 
system performance audits, as well as 
the dates and duration of periods from 
when the PM CPMS is out of control 
until completion of the corrective ac-
tions necessary to return the PM 
CPMS to operation consistent with 
your site-specific monitoring plan. 

(8) For any deviation of the 30-day 
rolling average PM CPMS average 
value from the established operating 
parameter limit, you must: 

(i) Within 48 hours of the deviation, 
visually inspect the air pollution con-
trol device; 

(ii) If inspection of the air pollution 
control device identifies the cause of 
the deviation, take corrective action as 
soon as possible and return the PM 

CPMS measurement to within the es-
tablished value; and 

(iii) Within 30 days of the deviation 
or at the time of the annual compli-
ance test, whichever comes first, con-
duct a PM emissions compliance test 
to determine compliance with the PM 
emissions limit and to verify. Within 45 
days of the deviation, you must re-es-
tablish the CPMS operating limit. You 
are not required to conduct additional 
testing for any deviations that occur 
between the time of the original devi-
ation and the PM emissions compli-
ance test required under this para-
graph. 

(iv) PM CPMS deviations leading to 
more than four required performance 
tests in a 12-month process operating 
period (rolling monthly) constitute a 
violation of this subpart. 

[76 FR 15773, Mar. 21, 2011, as amended at 78 
FR 9198, Feb. 7, 2013] 

§ 60.2715 By what date must I conduct 
the annual performance test? 

You must conduct annual perform-
ance tests between 11 and 13 months of 
the previous performance test. 

[76 FR 15777, Mar. 21, 2011] 

§ 60.2716 By what date must I conduct 
the annual air pollution control de-
vice inspection? 

On an annual basis (no more than 12 
months following the previous annual 
air pollution control device inspec-
tion), you must complete the air pollu-
tion control device inspection as de-
scribed in § 60.2706. 

[76 FR 15777, Mar. 21, 2011] 

§ 60.2720 May I conduct performance 
testing less often? 

(a) You must conduct annual per-
formance tests according to the sched-
ule specified in § 60.2715, with the fol-
lowing exceptions: 

(1) You may conduct a repeat per-
formance test at any time to establish 
new values for the operating limits to 
apply from that point forward, as spec-
ified in § 60.2725. The Administrator 
may request a repeat performance test 
at any time. 

(2) You must repeat the performance 
test within 60 days of a process change, 
as defined in § 60.2875. 
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